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This message is sent by the eNB to the en-gNB to initiate the requested measurement according to the parameters given in the message.
Direction: eNB  en-gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	eNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the eNB
	YES
	reject

	en-gNB Measurement ID
	C-ifRegistrationRequestStoporAdd
	
	INTEGER (1..4095, ...)
	Allocated by the en-gNB
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED (start, stop, add,
…)
	Type of request for which the resource status is required.
	YES
	reject

	Reporting Periodicity
	O
	
	ENUMERATED (500ms, 1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of PRB Periodic, TNL Capacity Ind Periodic, Composite Available Capacity Periodic. 
Also used as the averaging window length for all measurement object if supported.
	YES
	ignore

	Report Characteristics
	C-ifRegistrationRequestStart
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates measurement object the en-gNB is requested to report.
First Bit = PRB Periodic,
Second Bit = TNL Capacity Ind Periodic,
Third Bit = 
Composite Available Capacity Periodic, Fourth Bit = Number of Active UEs.
Other bits shall be ignored by the en-gNB.
	YES
	ignore

	Cell To Report EN-DC List
	
	0..1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report EN-DC Item
	
	1 .. <maxCellinengNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	–

	>>SSB To Report List
	
	0..1
	
	SSB list to which the request applies.
	YES
	ignore

	>>>SSB To Report Item
	
	1 .. <maxnoofSSBAreas>
	
	
	EACH
	ignore

	>>>>SSB Index
	M
	
	9.2.167
	
	–
	–

	Interface Instance Indication
	O
	
	9.2.143
	
	YES
	reject



	Condition
	Explanation

	ifRegistrationRequestStoporAdd
	This IE shall be present if the Registration Request IE is set to the value "stop", or "add".

	ifRegistrationRequestStart
	This IE shall be present if the Registration Request IE is set to the value "start".



	Range bound
	Explanation

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.



[bookmark: _Toc525677880][bookmark: _Toc45104166][bookmark: _Toc45227662][bookmark: _Toc45891476]9.1.2.46	EN-DC RESOURCE STATUS RESPONSE
This message is sent by the en-gNB to indicate that the requested measurement, for all of the measurement objects included in the measurement is successfully initiated.
Direction: en-gNB  eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	MeNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the eNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the en-gNB
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Interface Instance Indication
	O
	
	9.2.143
	
	YES
	reject



[bookmark: _Toc525677881][bookmark: _Toc45104167][bookmark: _Toc45227663][bookmark: _Toc45891477]9.1.2.47	EN-DC RESOURCE STATUS FAILURE
This message is sent by the en-gNB to indicate that for any of the requested measurement objects the measurement cannot be initiated.
Direction: en-gNB  eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	eNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the eNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the en-gNB
	YES
	reject

	Cause
	M
	
	9.2.6
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Interface Instance Indication
	O
	
	9.2.143
	
	YES
	reject


[bookmark: _Toc525677882]
[bookmark: _Toc45104168][bookmark: _Toc45227664][bookmark: _Toc45891478]9.1.2.48	EN-DC RESOURCE STATUS UPDATE
This message is sent by the en-gNB to the eNB to report the results of the requested measurements.
Direction: en-gNB  eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	eNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the eNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the en-gNB
	YES
	reject

	[bookmark: _Toc14207847][bookmark: _Hlk20991097]Cell Measurement Result
	
	0..1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellinengNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	

	>>Radio Resource Status
	O
	
	NR Radio Resource Status 9.2.162
	
	–
	

	>>TNL Capacity Indicator
	O
	
	TNL Capacity Indicator 9.2.161
	
	–
	

	>>Composite Available Capacity Group
	O
	
	NR Composite Available Capacity Group 9.2.163
	
	–
	

	>>Number of Active UEs
	O
	
	INTEGER (0..16777215, ...)
	As defined in TS 38.314 [45]. Value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.
	–
	

	Interface Instance Indication
	O
	
	9.2.143
	
	YES
	reject



	Range bound
	Explanation

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.



9.1.2.49	CELL TRAFFIC TRACE
This message is sent by en-gNB to transfer the trace information to the MeNB.
Direction: en-gNB  MeNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	E-UTRAN Trace ID
	M
	
	OCTET STRING (SIZE(8))
	As per E-UTRAN Trace ID in Trace Activation IE
	YES
	ignore

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address 9.2.2.1
	Defined in TS 32.422 [6]
	YES
	ignore

	Privacy Indicator
	O
	
	ENUMERATED (Immediate MDT, ...)
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45104216][bookmark: _Toc45227712][bookmark: _Toc45891526]9.1.5.1	F1-C TRAFFIC TRANSFER
This message is sent by the en-gNB to the MeNB or by the MeNB to the en-gNB to transfer the F1-C traffic to and from an IAB-node.
Direction: MeNB  en-gNB or en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	F1-C Traffic Container
	M
	
	OCTET STRING
	Contains an F1-C interface SCTP CHUNK and IP header. This IE corresponds to the DedicatedInfoF1AP-r16 defined in TS 36.331 [9].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- EN-DC RESOURCE STATUS REQUEST
--
-- **************************************************************

ENDCResourceStatusRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ENDCResourceStatusRequest-IEs}},
	...
}

ENDCResourceStatusRequest-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-eNB-Measurement-ID-ENDC			CRITICALITY reject	TYPE Measurement-ID-ENDC			PRESENCE mandatory  }|
	{ ID id-engNB-Measurement-ID-ENDC		CRITICALITY ignore	TYPE Measurement-ID-ENDC		PRESENCE conditional}| -- The IE shall be present if the Registration Request IE is set to “Stop” or to “Add”
	{ ID id-Registration-Request			CRITICALITY reject	TYPE Registration-Request-ENDC		PRESENCE mandatory  }|
	{ ID id-ReportingPeriodicity			CRITICALITY ignore	TYPE ReportingPeriodicity-ENDC		PRESENCE optional   }|
	{ ID id-ReportCharacteristics			CRITICALITY ignore	TYPE ReportCharacteristics-ENDC		PRESENCE conditional}| -- The IE shall be present if the Registration Request IE is set to “Start”
	{ ID id-CellToReport-ENDC				CRITICALITY ignore	TYPE CellToReport-ENDC-List			PRESENCE optional   }|
	{ ID id-InterfaceInstanceIndication		CRITICALITY reject 	TYPE InterfaceInstanceIndication	PRESENCE optional   },
	...
}

ReportingPeriodicity-ENDC ::= ENUMERATED {ms500, ms1000, ms2000, ms5000, ms10000, ...}

CellToReport-ENDC-List	::= SEQUENCE (SIZE (1..maxCellinengNB)) OF ProtocolIE-Single-Container { {CellToReport-ENDC-ItemIEs} }

CellToReport-ENDC-ItemIEs X2AP-PROTOCOL-IES ::= {
	{ ID id-CellToReport-ENDC-Item			CRITICALITY ignore	TYPE CellToReport-ENDC-Item		PRESENCE mandatory}
}

CellToReport-ENDC-Item				::= SEQUENCE {
	cell-ID								NRCGI,
	ssbToReport-List					SSBToReport-List									OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {CellToReport-ENDC-Item-ExtIEs} } OPTIONAL,
	...
}

CellToReport-ENDC-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

SSBToReport-List	::= SEQUENCE (SIZE (1.. maxnoofSSBAreas)) OF SSBToReport-Item

SSBToReport-Item	::= SEQUENCE {
	ssbIndex							SSBIndex,
	iE-Extensions						ProtocolExtensionContainer { {SSBToReport-Item-ExtIEs} } OPTIONAL,
	...
}

SSBToReport-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- EN-DC RESOURCE STATUS RESPONSE
--
-- **************************************************************

ENDCResourceStatusResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ENDCResourceStatusResponse-IEs}},
	...
}

ENDCResourceStatusResponse-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-eNB-Measurement-ID-ENDC		CRITICALITY reject	TYPE Measurement-ID-ENDC			PRESENCE mandatory}|
	{ ID id-engNB-Measurement-ID-ENDC	CRITICALITY reject	TYPE Measurement-ID-ENDC			PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject 	TYPE InterfaceInstanceIndication	PRESENCE optional },
	...
}

-- **************************************************************
--
-- EN-DC RESOURCE STATUS FAILURE
--
-- **************************************************************

ENDCResourceStatusFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ENDCResourceStatusFailure-IEs}},
	...
}

ENDCResourceStatusFailure-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-eNB-Measurement-ID-ENDC		CRITICALITY reject	TYPE Measurement-ID-ENDC		PRESENCE mandatory}|
	{ ID id-engNB-Measurement-ID-ENDC	CRITICALITY reject	TYPE Measurement-ID-ENDC			PRESENCE mandatory}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject 	TYPE InterfaceInstanceIndication	PRESENCE optional ,
	...
}

-- **************************************************************
--
-- EN-DC RESOURCE STATUS UPDATE
--
-- **************************************************************

ENDCResourceStatusUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ENDCResourceStatusUpdate-IEs}},
	...
}

ENDCResourceStatusUpdate-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-eNB-Measurement-ID-ENDC		CRITICALITY reject	TYPE Measurement-ID-ENDC				PRESENCE mandatory}|
	{ ID id-engNB-Measurement-ID-ENDC	CRITICALITY reject	TYPE Measurement-ID-ENDC				PRESENCE mandatory}|
	{ ID id-CellMeasurementResult-ENDC	CRITICALITY ignore	TYPE CellMeasurementResult-ENDC-List	PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication	CRITICALITY reject 	TYPE InterfaceInstanceIndication		PRESENCE optional },
	...
}

CellMeasurementResult-ENDC-List ::= SEQUENCE (SIZE (1..maxCellinengNB)) OF ProtocolIE-Single-Container { {CellMeasurementResult-ENDC-ItemIEs} }

CellMeasurementResult-ENDC-ItemIEs X2AP-PROTOCOL-IES ::= {
	{ ID id-CellMeasurementResult-ENDC-Item	CRITICALITY ignore	TYPE CellMeasurementResult-ENDC-Item	PRESENCE mandatory}
}

CellMeasurementResult-ENDC-Item ::= SEQUENCE {
	cell-ID								NRCGI,
	radioResourceStatus					NRRadioResourceStatus								OPTIONAL,
	tnlCapacityIndicator				TNLCapacityIndicator								OPTIONAL,
	compositeAvailableCapacityGroup		NRCompositeAvailableCapacityGroup					OPTIONAL,
	numberofActiveUEs					INTEGER (0..16777215, ...)							OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {CellMeasurementResult-ENDC-Item-ExtIEs} }	OPTIONAL,
	...
}

CellMeasurementResult-ENDC-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- CELL TRAFFIC TRACE
--
-- **************************************************************

CellTrafficTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {CellTrafficTraceIEs} },
	...
}

CellTrafficTraceIEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID					CRITICALITY reject	TYPE UE-X2AP-ID						PRESENCE mandatory	}|
	{ ID id-SgNB-UE-X2AP-ID					CRITICALITY reject	TYPE SgNB-UE-X2AP-ID				PRESENCE mandatory	}|
	{ ID id-EUTRANTraceID					CRITICALITY ignore	TYPE EUTRANTraceID					PRESENCE mandatory	}|
	{ ID id-TraceCollectionEntityIPAddress	CRITICALITY ignore	TYPE TransportLayerAddress			PRESENCE mandatory	}|
	{ ID id-PrivacyIndicator				CRITICALITY ignore	TYPE PrivacyIndicator				PRESENCE optional	}|
	{ ID id-MeNB-UE-X2AP-ID-Extension		CRITICALITY reject	TYPE UE-X2AP-ID-Extension			PRESENCE optional},
	...
}

-- **************************************************************
--
-- F1-C TRAFFIC TRANSFER
--
-- **************************************************************

F1CTrafficTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{ F1CTrafficTransfer-IEs}},
	...
}

F1CTrafficTransfer-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID						CRITICALITY reject	TYPE UE-X2AP-ID						PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID						CRITICALITY reject	TYPE SgNB-UE-X2AP-ID				PRESENCE mandatory}|
	{ ID id-F1CTrafficContainer					CRITICALITY reject	TYPE F1CTrafficContainer			PRESENCE mandatory}|
	{ ID id-MeNB-UE-X2AP-ID-Extension			CRITICALITY reject	TYPE UE-X2AP-ID-Extension			PRESENCE optional},
	...
}


END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

