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	Reason for change:
	A Candidate Cells To Be Cancelled List IE has been introduced in CR0136r13 in the HANDOVER CANCEL and (new) CONDITIONAL HANDOVER CANCEL message, allowing to indicate E-UTRA and NR cells. However, ASN.1 coding (The Candidate Cells To Be Cancelled List IE is realised in ASN.1 with the type definition TargetCellList) allows only to NR cells to be indicated, which was not the intention of CR0136r13.
Further, within the CONDITIONAL HANDOVER CANCEL message, the order of the Cause IE and the Target Cells To Cancel List IE in tabular and ASN.1 are not aligned.

	
	

	Summary of change:
	The definition of the TargetCellList is corrected in ASN.1 by referencing the Target-CGI type within the TargetCellList.
The order of the Cause IE and the Target Cells to Cancel List IE in ASN.1 was aligned with the order in the tabular definition, to allow placing all mandatory IEs before any optional IEs within the message definition.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it introduces corrects the Conditional Handover function.
The impact can be considered isolated because the change affects only the Conditional Handover function.

The CR changes ASN.1 in a non-backwards compatible way.


	
	

	Consequences if not approved:
	It would not be possible to indicate E-UTRA cells in the Target Cells to Cancel List IE in the HANDOVER CANCEL message or the CONDITIONAL HANDOVER CANCEL message.
The order of IEs within the CONDITIONAL HANDOVER CANCEL message as indicated in the tabular representation would not be in line with the order of IEs defined in ASN.1
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955407][bookmark: _Toc29991615][bookmark: _Toc36556018][bookmark: _Toc44497803][bookmark: _Toc45108190][bookmark: _Toc45901810][bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- CONDITIONAL HANDOVER CANCEL
--
-- **************************************************************

ConditionalHandoverCancel ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ ConditionalHandoverCancel-IEs}},
	...
}

ConditionalHandoverCancel-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause										CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-targetCellsToCancel							CRITICALITY reject		TYPE TargetCellList								PRESENCE optional},|
	{ ID id-Cause										CRITICALITY ignore		TYPE Cause											PRESENCE mandatory},
	...
}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
TargetCellList ::= SEQUENCE (SIZE(1..maxnoofCHOcells)) OF TargetCellList-Item

TargetCellList-Item ::= SEQUENCE {
	target-cell								NRTarget-CGI,
	iE-Extensions							ProtocolExtensionContainer { { TargetCellList-Item-ExtIEs} } OPTIONAL
}

TargetCellList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

