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	1/ The concept of Public Cell is not defined in definition section. The concept of Public Cell seems associated with non-CAG Cell. In fact, a PLMN Cell either supports CAG or not. It is worth defining the concept of non-CAG Cell to distinguish PLMN Cell and non-CAG Cell. 
2/ PNI NPN restrictions are unclear without using the concept non-CAG Cells.
3/ misalignment with NGAP for the definition of Allowed PNI NPN List.

	
	

	Summary of change:
	1/ The concept of CAG Cell is added to the definition section. The concept of non-CAG Cell is added to the definition section. (assumes mirror CR for TS 38.300 is agreed).
2/ PNI NPN restrictions are clarified using the concept non-CAG Cells.
3/ alignment with NGAP for the definition of Allowed PNI NPN List. 
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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

CAG Cell: As defined in TS 38.300 [9].

Conditional Handover: As defined in TS 38.300 [9].

Conditional PSCell Change: As defined in TS 37.340 [8].
DAPS Handover: As defined in TS 38.300 [9].
Elementary Procedure: XnAP protocol consists of Elementary Procedures (EPs). An XnAP Elementary Procedure is a unit of interaction between two NG-RAN nodes. An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success or failure),

-
Class 2: Elementary Procedures without response.

Immediate Handover: Used in the context of Conditional Handover, to refer to a handover that is executed immediately after the UE receives the Handover Command.

NG-RAN node: as defined in TS 38.300 [9].
Non-CAG Cell: As defined in TS 38.300 [9].

PDU Session Resource: As defined in TS 38.401 [2].

PDU session split: as defined in TS 37.340 [8].

Public Network Integrated NPN: as defined in TS 23.501 [7].

Stand-alone Non-Public Network: as defined in TS 23.501 [7].

Next change
9.2.3.120
Allowed PNI-NPN ID List 

This IE contains information on allowed UE mobility in PNI-NPN including allowed PNI-NPNs and whether the UE is allowed to access non-CAG cells for each PLMN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Allowed PNI-NPN ID List
	
	1..<maxnoofEPLMNs+1>
	
	

	>PLMN Identity
	M
	
	9.2.2.4
	

	>PNI-NPN Restricted Information
	M
	
	9.2.3.123
	

	>Allowed CAG-Identifier List per PLMN
	
	1..<maxnoofCAGsperPLMN>
	
	

	>>CAG-Identifier
	M
	
	9.2.2.66
	


	Range bound
	Explanation

	maxnoofEPLMNs+1
	Maximum no. of equivalent PLMNs plus one serving PLMN. Value is 16.

	maxnoofCAGsperPLMN
	Maximum number of CAGs per PLMN in UE’s Allowed PNI-NPN ID List. Value is 256.


Next change
9.2.3.123
PNI-NPN Restricted Information

This IE indicates whether the UE is allowed to access cells that support PNI-NPNs for a PLMN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PNI-NPN Restricted Information
	M
	
	ENUMERATED

(restricted, 

not-restricted, …)
	If set to “restricted”, the IE indicates that the UE is not allowed to access non-CAG cells for a PLMN.


