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<Start of modified section 1>

6.3A.1.1
Minimum output power for CA (2UL CA)

<Unchanged Skipped>

Table 6.3A.1.1.4.1-2: Test Configuration Table for intra-band contiguous CA

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range

High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg, Highest NRB_agg

	Test SCS as specified in Table 5.3.5-1
	 Highest

	Test Parameters

	Test ID
	Downlink Configuration for PCC & SCC
	Uplink Configuration

	
	
	Modulation for all CCs 
	 RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	1
	N/A for this test
	DFT-s-OFDM QPSK
	Outer Full
	Outer Full

	NOTE 1:
The specific configuration of each RB allocation is defined in 6.1A-1a
NOTE 2:
Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A.3-1.


<End of modified section 1>

<Start of modified section 2>

6.3A.3.1
Transmit ON/OFF time mask for CA (2UL CA)

<Unchanged Skipped>

Table 6.3A.3.1.4.1-2: Test Configuration Table for intra-band contiguous CA

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Low range

High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg, Highest NRB_agg

	Test SCS as specified in Table 5.5A.3-1
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration for PCC & SCC
	Uplink Configuration

	
	
	Modulation for all CCs 
	 RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	1
	N/A for this test
	CP-OFDM QPSK
	Outer Full
	Outer Full

	NOTE 1:
The specific configuration of each RB allocation is defined in 6.1A-1a 
NOTE 2:
Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A.3-1.


<End of modified section 2>

