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<Start of Changes>
4.3.6.1.1.2
Physical layer parameters for DCI format 0_1

DCI format 0_1 is used for the scheduling of PUSCH in one cell. 

Default physical layer parameters for DCI format 0_1 are specified in table 4.3.6.1.1.2-1.

Table 4.3.6.1.1.2-1: Physical layer parameters for DCI format 0_1

	Parameter
	Value
	Value in binary
	Condition

	Carrier indicator
	Not present
	-
	

	UL/SUL indicator
	Not present (0 bit for UEs not configured with SUL in the cell)
	-
	

	
	1
	1
	SUL

	Identifier for DCI formats
	Indicating an UL DCI format
	“0”
	

	Bandwidth part indicator
	Not present (indicating active BWP, not present in case of only one BWP-Id as per Table 4.6.3-8)
	-
	

	Frequency domain resource assignment
	Dependent on test parameters
	-
	

	Time domain resource assignment
	Indicating the first entry of PUSCH-TimeDomainResourceAllocationList to be used
	“0000”
	

	Frequency hopping flag
	Not present
	-
	

	Modulation and coding scheme
	Dependent on test parameters
	-
	

	New data indicator
	Set for every data transmission / retransmission according to the rules specified in TS 38.321 [20]
	-
	

	Redundancy version
	Dependent on test parameters
	-
	

	HARQ process number
	Dependent on test parameters
	-
	

	1st downlink assignment index
	Dependent on test parameters
	
	

	2nd downlink assignment index
	Not present (0 bit if one HARQ-ACK sub-codebook)
	-
	

	TPC command for scheduled PUSCH
	0 dB (accumulated TPC) as per Table 7.1.1-1 in TS 38.213 [22]
	“01”
	

	SRS resource indicator
	Not present
	-
	

	Precoding information and number of layers
	Not present (0 bits for 1 antenna port and if the higher layer parameter txConfig = Codebook as per clause 7.3.1.1.2 TS 38.212 [27])
	-
	

	
	2
	“10”
	2TX_UL_MIMO or ULFPTx_Mode1

	
	Dependent on UE reported full power PMI
	1 bit as per Table 7.3.1.1.2-5 in TS 38.212
	ULFPTx_Mode2

	
	0 or 1
	1 bit
	ULFPTx_ModeFull

	Antenna ports
	Port 0 (NOTE 2)
	“000”
	

	
	
	“00”
	TRANSFORM _PRECODER _ENABLED

	SRS request
	No aperiodic SRS resource set triggered as per Table 7.3.1.1.2-24 in TS 38.212 (no SUL configured)
	“00”
	

	CSI request
	Not present
	-
	

	CBG transmission information
	Not present
	-
	

	PTRS-DMRS association
	DMRS port 0
	“00”
	PTRS_UL_CONFIG

	
	Not present
	-
	

	beta_offset indicator
	Not present (0 bit if the higher layer parameter dynamic in uci-on-PUSCH is not configured)
	-
	

	DMRS sequence initialization
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 = 0 (ScramblingID0 is not present as per Table 4.6.3-50)
	“0”
	

	
	Not present
	-
	TRANSFORM _PRECODER _ENABLED

	UL-SCH indicator
	Dependent on test parameters
1 bit. A value of "1" indicates UL-SCH shall be transmitted on the PUSCH and a value of "0" indicates UL-SCH shall not be transmitted on the PUSCH.
	-
	

	NOTE 1:
codebookSubset = nonCoherent, 2 layers,TPMI = 0 as specified in TS 38.212 [27] Table 7.3.1.1.2-4

NOTE 2:
Bitsize depends on transform precoder being enabled/disabled (PUSCH_Config, Table 4.6.3-118) and on dmrs-Type and maxLength (DMRS-UplinkConfig, Table 4.6.3-51); 3 bits (transform precoder disabled) or 2 bits (transform precoder enabled) for DMRS type 1 and len1


	Condition
	Explanation

	2TX_UL_MIMO
	UL-MIMO test cases with 2 Tx antenna ports

	PTRS_UL_CONFIG
	When PTRS Uplink is configured

	TRANSFORM_PRECODER_ENABLED
	Transform precoding is enabled (PUSCH_Config, Table 4.6.3-118)

	SUL
	On the SUL carrier when supplementary carrier is configured

	ULFPTx_Mode1
	UL-MIMO test cases with UEs supporting UL full power transmission Mode-1

	ULFPTx_Mode2
	UL-MIMO test cases with UEs supporting UL full power transmission Mode-2

	ULFPTx_ModeFull
	UL-MIMO test cases with UEs supporting UL full power transmission Mode-full power


<Unchanged Text Skipped>
5.2.1.2
Signal Levels for OTA testing

5.2.1.2.1
Downlink Signal Levels

For E-UTRA cell in EN-DC with FR2 NR, the downlink power settings are specified in clause 4.7 of TS 38.521-3[16]. 
For FR2 NR cell, the downlink power settings are specified in Annex C.0 of TS 38.521-2[15] and Annex C.0 of TS 38.521-3[16].

5.3
Void

Editor‘s Note: Reserved for future use.

5.4
Default NG-RAN RRC message and information elements contents

5.4.1
Radio resource control information elements

As defined in clause 4.6.3 with the following exceptions:

For Tx test cases in which Power Class 3 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-1; For Tx test cases in which Power Class 2 UEs verifying Power Class 2 requirements, refer to Table 5.4.1-2; And for Tx test cases in which Power Class 2 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-3.

Table 5.4.1-1: P-Max-PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC3


Table 5.4.1-2: P-Max-PC2

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2


Table 5.4.1-3: P-Max-PC2_Testing_PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2_Testing_PC3


Table 5.4.1-4: PUSCH-Config

	Derivation Path: Clause 4.6.3 Table 4.6.3-118

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  maxRank
	2
	
	2TX_UL_MIMO

	
	1
	
	ULFPTx_Mode1 or ULFPTx_Mode2 or ULFPTx_ModeFull

	  ul-FullPowerTransmission-r16
	Not present
	
	2TX_UL_MIMO

	
	fullpowerMode1
	
	ULFPTx_Mode1

	
	fullpowerMode2
	
	ULFPTx_Mode2

	
	fullpower
	
	ULFPTx_ModeFull

	}
	
	
	


	Condition
	Explanation

	2TX_UL_MIMO
	UL-MIMO test cases with 2 Tx antenna ports

	ULFPTx_Mode1
	UL-MIMO test cases with UEs supporting UL full power transmission Mode-1

	ULFPTx_Mode2
	UL-MIMO test cases with UEs supporting UL full power transmission Mode-2

	ULFPTx_ModeFull
	UL-MIMO test cases with UEs supporting UL full power transmission Mode-full power


<End of Changes>
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