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Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1], 3GPP TR 25.990 [27], TS 36.101 [2], 3GPP TS 36.104 [21] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Horizontal Dilution Of Precision (HDOP): measure of position determination accuracy that is a function of the geometrical layout of the satellites used for the fix, relative to the receiver antenna
3.2
Symbols

For the purposes of the present document, the abbreviations given in TR 21.905 [1], 3GPP TR 25.990 [27] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

B1I
BeiDou B1I navigation signal with carrier frequency of 1561.098 MHz
B1C                     BeiDou B1C navigation signal with carrier frequency of 1575.420 MHz.
E1
Galileo E1 navigation signal with carrier frequency of 1575.420 MHz. 

E5
Galileo E5 navigation signal with carrier frequency of 1191.795 MHz.

E6
Galileo E6 navigation signal with carrier frequency of 1278.750 MHz.

G1
GLONASS navigation signal in the L1 sub-bands with carrier frequencies 1602 MHz ± k ( 562.5 kHz.

G2
GLONASS navigation signal in the L2 sub-bands with carrier frequencies 1246 MHz ± k ( 437.5 kHz.

k
GLONASS channel number, k = -7…13.

L1 C/A
GPS or QZSS L1 navigation signal carrying the Coarse/Acquisition code with carrier frequency of 1575.420 MHz.

L1C
GPS or QZSS L1 Civil navigation signal with carrier frequency of 1575.420 MHz.

L2C
GPS or QZSS L2 Civil navigation signal with carrier frequency of 1227.600 MHz.

L5
GPS or QZSS L5 navigation signal with carrier frequency of 1176.450 MHz. 

PRP
Received (linear) average power of the resource elements that carry E-UTRA PRS, measured at the UE antenna connector.
G
Geometry Matrix.
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Measured pseudo-range of satellite i of GNSSm.

W
Weighting Matrix.
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Line of sight unit vector from the user to the satellite i of GNSSm.

[image: image3.wmf]x


State vector of user position and clock bias. 

TS
Basic time unit, defined in TS 36.211 [26], clause 4.

Ês
Received energy per RE (power normalized to the subcarrier spacing) during the useful part of the symbol, i.e. excluding the cyclic prefix, at the UE antenna connector.

Io
The total received power density, including signal and interference, as measured at the UE antenna connector.

Iot
The received power spectral density of the total noise and interference for a certain RE (power integrated over the RE and normalized to the subcarrier spacing) as measured at the UE antenna connector.
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the UE antenna connector.
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The ratio of the average received energy per PRS RE during the useful part of the symbol to the average received power spectral density of the total noise and interference for this RE, where the ratio is measured over all REs which carry PRS.
< Unchanged sections omitted >

4.2.4
GNSS multi-path conditions

Doppler frequency difference between direct and reflected signal paths is applied to the carrier and code frequencies. The Carrier and Code Doppler frequencies of LOS and multi-path for GNSS signals are defined in table 4.2.1.

Table 4.2.1: Multi-path Conditions for GNSS Signals

	Initial relative Delay
[GNSS chip]
	Carrier Doppler frequency of tap [Hz]
	Code Doppler frequency of tap [Hz]
	Relative mean Power [dB]

	0
	Fd
	Fd / N
	0

	X
	Fd - 0.1
	(Fd-0.1) /N
	Y

	NOTE:
Discrete Doppler frequency is used for each tap.


Where the X and Y depends on the GNSS signal type and is shown in Table 4.2.2, and N is the ratio between the transmitted carrier frequency of the signals and the transmitted chip rate as shown in Table 4.2.3 (where k in Table 4.2.3 is the GLONASS frequency channel number).

Table 4.2.2: Values of X and Y for GNSS Signals
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	System
	Signals
	X [m]
	Y [dB]

	Galileo
	E1
	125
	-4.5

	
	E5a
	15
	-6

	
	E5b
	15
	-6

	GPS/Modernized GPS
	L1 C/A
	0.5 chip / 150m
	-6

	
	L1C
	125
	-4.5

	
	L2C
	150
	-6

	
	L5
	15
	-6

	GLONASS
	G1
	275
	-12.5

	
	G2
	275
	-12.5

	BDS
	B1I
	75
	-4.5

	
	B1C
	75
	-4.5


Table 4.2.3: Values of N for GNSS Signals
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	System
	Signals
	N

	Galileo
	E1
	1540

	
	E5a
	115

	
	E5b
	118

	GPS/Modernized GPS
	L1 C/A
	1540

	
	L1C
	1540

	
	L2C
	1200

	
	L5
	115

	GLONASS
	G1
	3135.03 + k ( 1.10

	
	G2
	2438.36 + k ( 0.86

	BDS
	B1I
	763

	
	B1C
	770


The initial carrier phase difference between taps shall be randomly selected between 0 and 2radians. The initial value shall have uniform random distribution.

4.2.5
UEs supporting multiple satellite signals

For UEs supporting multiple satellite signals, different minimum performance requirements may be associated with different signals. The satellite simulator shall generate all signals supported by the UE. Signals not supported by the UE do not need to be simulated. The relative power levels of each signal type for each GNSS are defined in Table 4.2.4. The individual test scenarios in clauses 6, 7 and 13 define the reference signal power level for each satellite. The power level of each simulated satellite signal type shall be set to the reference signal power level defined in each test scenario in clauses 6, 7 and 13 plus the relative power level defined in Table 4.2.4.

Table 4.2.4: Relative signal power levels for each signal type for each GNSS

	
	Galileo
	GPS/Modernized GPS
	GLONASS
	QZSS
	SBAS
	BDS

	Signal power levels relative to reference power levels
	E1
	0 dB
	L1 C/A
	0 dB
	G1
	0 dB
	L1 C/A
	0 dB
	L1
	0 dB
	B1I
	D1
	0 dB

	
	
	
	
	
	
	
	
	
	
	
	
	D2
	+5 dB

	
	E6
	+2 dB
	L1C
	+1.5 dB
	G2
	-6 dB
	L1C
	+1.5 dB
	
	
	B1C
	D1
	0 dB

	
	E5
	+2 dB
	L2C
	-1.5 dB
	
	
	L2C
	-1.5 dB
	
	
	
	
	

	
	
	
	L5
	+3.6 dB
	
	
	L5
	+3.6 dB
	
	
	
	
	


NOTE 1:
For test cases which involve “Modernized GPS”, the satellite simulator shall also generate the GPS L1 C/A signal if the UE supports “GPS” in addition to “Modernized GPS”.

NOTE 2:
The signal power levels in the Test Parameter Tables represent the total signal power of the satellite per channel not e.g. pilot and data channels separately.

NOTE 3:
For test cases which involve "BDS", D1 represents MEO/IGSO satellites for B1I and B1C signal types and D2 represents GEO satellites for B1I signal type.
< Unchanged sections omitted >
7.4.6
Test requirement

For the parameters specified in table 7.4.6 or 7.4.7 the UE shall meet the requirements and the success rate specified in table 7.4.10 with a confidence level of 95% according to Annex D.

Table 7.4.6: Test parameters for Multi-Path scenario - Sub-Test 1 

	Parameters
	Unit
	Value

	Number of generated satellites (see note)
	-
	5

	GPS Coarse Time assistance error range
	seconds
	(1.8

	HDOP Range
	-
	1.8 to 2.5

	GPS L1 C/A Signal for Satellite 1, 2 (see note)
	dBm
	-130

	GPS L1 C/A Signal for Satellite 3, 4, 5 (see note)
	dBm
	LOS signal of -130 dBm, multi-path signal of -136.2 dBm 

	NOTE:
Satellites 1, 2 no multi-path. Satellites 3, 4, 5 multi-path defined in clause 4.2.4.


Table 7.4.7: Test parameters for Multi-Path scenario - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 7.4.8

	
	Total number of generated satellites
	-
	6

	
	HDOP Range per system
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 7.4.8:  Channel model allocation

	
	Channel model allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	One-tap channel
	2
	--
	--

	
	Two-tap channel
	4
	--
	--

	Dual constellation
	One-tap channel
	1
	1
	--

	
	Two-tap channel
	2
	2
	--

	Triple constellation
	One-tap channel
	1
	1
	1

	
	Two-tap channel
	1
	1
	1

	Note: One-tap channel: no multi-path. Two-tap channel: multi-path defined in clause 4.2.4 with Relative mean Power (Y) defined in Table 7.4.9.


Table 7.4.9: Relative mean Power (Y) for use in Table 7.4.8
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	Galileo
	E1
	-4.7

	
	E5a
	-6.2

	
	E5b
	-6.2

	GPS/Modernized GPS
	L1 C/A
	-6.2

	
	L1C
	-4.7

	
	L2C
	-6.2

	
	L5
	-6.2

	GLONASS
	G1
	-12.7

	
	G2
	-12.7

	BDS
	B1I
	-4.7

	
	B1C
	-4.7


Table 7.4.10: Test requirements for Multi-Path scenario

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


< Unchanged sections omitted >
13.5.6
Test requirement

For the parameters specified in table 13.5.7 or 13.5.8 the UE shall meet the requirements and the success rate specified in table 13.5.10 with a confidence level of 95% according to Annex D.

Table 13.5.7: Test parameters for Multi-Path scenario - Sub-Test 1 

	Parameters
	Unit
	Value

	Number of generated satellites (see note)
	-
	5

	GPS Coarse Time assistance error range
	seconds
	(1.8

	HDOP Range
	-
	1.8 to 2.5

	GPS L1 C/A Signal for Satellite 1, 2 (see note)
	dBm
	-130

	GPS L1 C/A Signal for Satellite 3, 4, 5 (see note)
	dBm
	LOS signal of -130 dBm, multi-path signal of -136.2 dBm 

	NOTE:
Satellites 1, 2 no multi-path. Satellites 3, 4, 5 multi-path defined in clause 4.2.4.


Table 13.5.8: Test parameters for Multi-Path scenario - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.5.9

	
	Total number of generated satellites
	-
	6

	
	HDOP Range per system
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.5.9: Channel model allocation

	
	Channel model allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	One-tap channel
	2
	--
	--

	
	Two-tap channel
	4
	--
	--

	Dual constellation
	One-tap channel
	1
	1
	--

	
	Two-tap channel
	2
	2
	--

	Triple constellation
	One-tap channel
	1
	1
	1

	
	Two-tap channel
	1
	1
	1

	Note: One-tap channel: no multi-path. Two-tap channel: multi-path defined in clause 4.2.4 with Relative mean Power (Y) defined in Table 13.5.9A.


Table 13.5.9A: Relative mean Power (Y) for use in Table 13.5.9
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	System
	Signals
	Y [dB]

	Galileo
	E1
	-4.7

	
	E5a
	-6.2

	
	E5b
	-6.2

	GPS/Modernized GPS
	L1 C/A
	-6.2

	
	L1C
	-4.7

	
	L2C
	-6.2

	
	L5
	-6.2

	GLONASS
	G1
	-12.7

	
	G2
	-12.7

	BDS
	B1I
	-4.7

	
	B1C
	-4.7


Table 13.5.10: Test requirements for Multi-Path scenario

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s
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