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	To add and align the IE BandCombinationListSidelink with core specification updates.
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	The IE BandCombinationListSidelink has been added.
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<Start of first modified section>
–
BandCombinationList
Table 4.6.4-2: BandCombinationList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationList::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination {
	At least 1 entry
	
	

	  BandCombination[1] SEQUENCE {
	
	entry 1
	

	    bandList SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters {
	1 entry
	
	

	      BandParameters[1] CHOICE {
	
	entry 1
	

	        eutra SEQUENCE {
	
	
	

	          bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	          ca-BandwidthClassDL-EUTRA
	Not checked
	
	

	          ca-BandwidthClassUL-EUTRA
	Not checked
	
	

	        }
	
	
	

	        nr SEQUENCE {
	
	
	

	          bandNR
	FreqBandIndicatorNR
	
	

	          ca-BandwidthClassDL-NR
	Not checked
	
	

	          ca-BandwidthClassUL-NR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    featureSetCombination
	Not checked
	
	

	    ca-ParametersEUTRA
	Not checked
	
	

	    ca-ParametersNR
	Not checked
	
	

	    mrdc-Parameters
	Not checked
	
	

	    supportedBandwidthCombinationSet
	BIT STRING (SIZE (1..32))
	
	

	    powerClass-v1530
	Not Checked
	
	

	  }
	
	
	

	}
	
	
	


–
BandCombinationListSidelink
Table 4.6.4-2A: BandCombinationListSidelink
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandParametersSidelink-r16 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


<End of modified section>
