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	Reason for change:
	In the current TTCN implementation, at Step 3 following function is called : f_UT_DeactivateBearer(UT,3);

Thus the TTCN assumes that Session ID 3 needs deactivation.

Prior to that, the testcase has 2 PDU sessions configured. Thus the call f_UT_DeactivateBearer(UT,3); is simply ignored by UE as there is no PDU session 3 yet. This causes testcase failure.

At Step 3, the function  f_UT_DeactivateBearer should be called for the last PDU session configured, rather than hardcode it to a value.

That is, if there are two PDU sessions configured, then the call should be f_UT_DeactivateBearer(UT,2);

This needs to be corrected.

	
	

	Summary of change:
	Instead of calling function f_UT_DeactivateBearer(UT,3);, called After the cell is initialised, called the function f_UT_DeactivateBearer(UT, f_NR5GC_MobileInfo_GetNoOfSessions()) instead.

Please see below.
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1 Corrections required

1.1 function f_TC_10_1_6_2_Body()
	Function name
	f_TC_10-1_6_2_Body()

	Reason for change
	In the current TTCN implementation, at Step 3 following function is called : f_UT_DeactivateBearer(UT,3);

Thus the TTCN assumes that Session ID 3 needs deactivation.

Prior to that, the testcase has 2 PDU sessions configured. Thus the call f_UT_DeactivateBearer(UT,3); is simply ignored by UE as there is no PDU session 3 yet. This causes testcase failure.

At Step 3, the function  f_UT_DeactivateBearer should be called for the last PDU session configured, rather than hardcode it to a value.

That is, if there are two PDU sessions configured, then the call should be f_UT_DeactivateBearer(UT,2);

This needs to be corrected.

	Summary of change
	Instead of calling function f_UT_DeactivateBearer(UT,3);, called After the cell is initialised, called the function f_UT_DeactivateBearer(UT, f_NR5GC_MobileInfo_GetNoOfSessions()) instead.

Please see below.

	TTCN module
	NR5GC\10_1\GSM_Testcases_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
//@siclog "Steps 2" siclog@
    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, 1);
    v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList(); // @sic R5s190717 sic@
    v_PDUSessionIdToRelease := v_PDUSessionInfo[1].SessionId; // @sic R5s190717 sic@
    //@siclog "Steps 3" siclog@
    //Cause the UE to transmit a PDU SESSION RELEASE REQ
    f_UT_DeactivateBearer(UT,3);
    //@siclog "Steps 4" siclog@
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
//@siclog "Steps 2" siclog@
    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, 1);
    v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList(); // @sic R5s190717 sic@
    v_PDUSessionIdToRelease := v_PDUSessionInfo[1].SessionId; // @sic R5s190717 sic@
    //@siclog "Steps 3" siclog@
    //Cause the UE to transmit a PDU SESSION RELEASE REQ
    f_UT_DeactivateBearer(UT, f_NR5GC_MobileInfo_GetNoOfSessions()/*WA#10_1_6_2 3*/);
    //@siclog "Steps 4" siclog@
<<SKIPPED CODE>>


