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	Reason for change:
	The error occurs when function f_IP_DrbInfo_ChangeEutraCell() defined in IP_PTC_Routing.ttcn module is invoked in IP_PTC_Main.ttcn module:


f_IP_DrbInfo_ChangeEutraCell(vc_IP_PTC_PDN_MappingTable[i].DefaultDrb, v_EutraCellId);

In some cases optional DefaultDrb field is omitted as defined in IP_PTC_Component:
type record PDN_MappingInfo_Type { 
  IP_DrbInfo_Type DefaultDrb optional
};
Since inout IP_DrbInfo_Type  p_DrbInfo parameter is neither a template nor an optional field of set/record type, omit value used to indicate absence of an optional DefaultDrb field value cannot be used as parameter value.

	
	

	Summary of change:
	Added ispresent to verify persence of DefaultDrb field value before the function is invoked in IP_PTC_Main.ttcn module.
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	May cause runtime errors during test case initialization.
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1 Corrections required

1.1 Correction to altstep a_ApplicationCtrl ()
	Altstep name
	a_ApplicationCtrl ()

	Reason for change
	Since inout IP_DrbInfo_Type  p_DrbInfo  parameter is neither a template nor an optional field of a set/record type, omit value used to indicate absence of an optional DefaultDrb field value cannot be used as parameter value.

	Summary of change
	Added ispresent to verify persence of DefaultDrb field value before the function is invoked in IP_PTC_Main.ttcn module.

	TTCN module
	Common/IP_PTC/IP_PTC_Main.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
      } else if (ischosen(v_IP_ConfigReq.StopPDN)) {

        if (ischosen(v_IP_ConfigReq.StopPDN.PdnId)) {       /* @sic R5s131000: stop particular PDN sic@ */

          v_PdnIndex := v_IP_ConfigReq.StopPDN.PdnId;       /* @sic R5s201XXX sic@ */

          fl_StopPDNs(v_PdnIndex);                          /* stop particular PDN */

        } else {

          fl_StopPDNs();                                    /* => stop all PDNs and IMS servers @sic R5s201XXX sic@ */

        }

      } else if (ischosen(v_IP_ConfigReq.StartWLAN)) {

        fl_WLAN_Start(v_IP_ConfigReq.StartWLAN.AddressInfo, v_IP_ConfigReq.StartWLAN.DrbInfo, v_IP_ConfigReq.StartWLAN.ExplicitDnsHandling);

      } else if (ischosen(v_IP_ConfigReq.StopWLAN)) {

        fl_WLAN_Stop();

      } else if (ischosen(v_IP_ConfigReq.ChangeEutraCell)) {   /* @sic R5s150648 Change 6 sic@ */

        v_EutraCellId := v_IP_ConfigReq.ChangeEutraCell;

        if (f_RoutingTable_ChangeEutraCell(v_EutraCellId)) {

          for (i:=0; i<tsc_NoOfPDNs; i:=i+1) {

            f_IP_DrbInfo_ChangeEutraCell(vc_IP_PTC_PDN_MappingTable[i].DefaultDrb, v_EutraCellId);

          }

        }

      }
<<SKIPPED CODE>>

	


After Change:

	<<SKIPPED CODE>>
      } else if (ischosen(v_IP_ConfigReq.StopPDN)) {

        if (ischosen(v_IP_ConfigReq.StopPDN.PdnId)) {       /* @sic R5s131000: stop particular PDN sic@ */

          v_PdnIndex := v_IP_ConfigReq.StopPDN.PdnId;       /* @sic R5s201XXX sic@ */

          fl_StopPDNs(v_PdnIndex);                          /* stop particular PDN */

        } else {

          fl_StopPDNs();                                    /* => stop all PDNs and IMS servers @sic R5s201XXX sic@ */

        }

      } else if (ischosen(v_IP_ConfigReq.StartWLAN)) {

        fl_WLAN_Start(v_IP_ConfigReq.StartWLAN.AddressInfo, v_IP_ConfigReq.StartWLAN.DrbInfo, v_IP_ConfigReq.StartWLAN.ExplicitDnsHandling);

      } else if (ischosen(v_IP_ConfigReq.StopWLAN)) {

        fl_WLAN_Stop();

      } else if (ischosen(v_IP_ConfigReq.ChangeEutraCell)) {   /* @sic R5s150648 Change 6 sic@ */

        v_EutraCellId := v_IP_ConfigReq.ChangeEutraCell;

        if (f_RoutingTable_ChangeEutraCell(v_EutraCellId)) {

          for (i:=0; i<tsc_NoOfPDNs; i:=i+1) {



     if(ispresent(vc_IP_PTC_PDN_MappingTable[i].DefaultDrb)) {
   



f_IP_DrbInfo_ChangeEutraCell(vc_IP_PTC_PDN_MappingTable[i].DefaultDrb, v_EutraCellId);



     }
          }

        }

      }

<<SKIPPED CODE>>


