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	Reason for change:
	In the current TTCN implementation of function f_NR5GC_RRC_Idle_Steps16_20, the default value of p_ExpectedNumberOfNewPDUSessions is set as pc_noOf_PDNsSameConnection. However, the pc_noOf_PDNsSameConnection is a pc defined in LTE side:
  modulepar integer                     pc_noOf_PDNsSameConnection;                     // @desc  Number of UE requested PDN connection establishments after ATTACH during the same signaling connection

Since this function is used in NR side, this default value shall be pc_noOf_PDUsSameConnection:

 modulepar integer                     pc_noOf_PDUsSameConnection;                     // @desc  Number of UE requested PDU session establishments after REGISTRATION during the same signaling connection

	
	

	Summary of change:
	Changed the default value of p_ExpectedNumberOfNewPDUSessions to pc_noOf_PDUsSameConnection.
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Change 1
	Function name
	f_NR5GC_RRC_Idle_Steps16_20 ()

	Reason for change
	In the current TTCN implementation of function f_NR5GC_RRC_Idle_Steps16_20, the default value of p_ExpectedNumberOfNewPDUSessions is set as pc_noOf_PDNsSameConnection. However, the pc_noOf_PDNsSameConnection is a pc defined in LTE side, in NR side, pc_noOf_PDUsSameConnection shall be used.

	Summary of change
	Changed the default value of p_ExpectedNumberOfNewPDUSessions to pc_noOf_PDUsSameConnection.

	TTCN module
	Inactive_CellReSelection_NR5GC.ttcn

	MCC160 Comment
	


Before change

   function f_NR5GC_RRC_Idle_Steps16_20(NR_CellId_Type p_CellId,

                                      integer p_ExpectedNumberOfNewPDUSessions := pc_noOf_PDNsSameConnection,

                                      NR_TESTMODE_STATE_Type p_TestMode := TESTMode_OFF,

                                      RRCConnectionReleaseRequired_Type p_ReleaseConnection := noRrcConnectionRelease,

                                      template (value) UE_TestLoopModeA_NR_LB_Setup_Type p_UE_TestLoopModeA_NR_LB_Setup := cs_UE_TestLoopModeA_NR_LB_Setup_NoScaling,

                                      UE_TestLoopModeB_LB_Setup_Type p_IpPduDelayTime := '00'O)  runs on NR5GC_PTC

  {

    //Steps 16 - 19a1

    // No SRB2 so must be on SRB1

    if (p_ExpectedNumberOfNewPDUSessions < 0 ) { // @sic R5-194797, R5-199075, R5-204329 sic@

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "3GPP RAN5 5GS test specifications do not support UEs configured with pc_noOf_PDNsSameConnection < 0");

    }

    f_NR5GC_PDUSessionEstablishment (p_CellId, p_ExpectedNumberOfNewPDUSessions, tsc_NR_RbId_SRB1);

    //Step 20a1

    if (p_ReleaseConnection == rrcConnectionRelease or pc_noOf_PDUsNewConnection >0) {// @sic R5-199075, R5s200489 sic@

      // Release RRC to enter RRC_IDLE

      f_NR_RRCRelease(p_CellId);

    } else { // @sic R5s200489 sic@

      // Step 19Aa1 - 19Aa2

      select (p_TestMode) { // @sic R5-194797 sic@

        case (TEST_LOOPModeA_ON) {

          f_NR5GC_CloseUE_TestLoopModeA (p_CellId, p_UE_TestLoopModeA_NR_LB_Setup);

        }

        case (TEST_LOOPModeB_ON) {

          f_NR5GC_CloseUE_TestLoopModeB (p_CellId, p_IpPduDelayTime);

        }

        case (PING_Or_TEST_LOOPModeB_ON) {

          if (not pc_IP_Ping) {

           f_NR5GC_CloseUE_TestLoopModeB (p_CellId, p_IpPduDelayTime);

          }

        }

      }

    }

    if (pc_noOf_PDUsNewConnection >0 ){ // @sic R5s200026 sic@

      // @sic R5-199075 sic@

      f_NR5GC_RRC_Idle_Extension(p_CellId, p_TestMode, p_ReleaseConnection, p_UE_TestLoopModeA_NR_LB_Setup, p_IpPduDelayTime);

    }

  }
After change

   function f_NR5GC_RRC_Idle_Steps16_20(NR_CellId_Type p_CellId,

                                      integer p_ExpectedNumberOfNewPDUSessions := pc_noOf_PDUsSameConnection,

                                      NR_TESTMODE_STATE_Type p_TestMode := TESTMode_OFF,

                                      RRCConnectionReleaseRequired_Type p_ReleaseConnection := noRrcConnectionRelease,

                                      template (value) UE_TestLoopModeA_NR_LB_Setup_Type p_UE_TestLoopModeA_NR_LB_Setup := cs_UE_TestLoopModeA_NR_LB_Setup_NoScaling,

                                      UE_TestLoopModeB_LB_Setup_Type p_IpPduDelayTime := '00'O)  runs on NR5GC_PTC

  {

    //Steps 16 - 19a1

    // No SRB2 so must be on SRB1

    if (p_ExpectedNumberOfNewPDUSessions < 0 ) { // @sic R5-194797, R5-199075, R5-204329 sic@

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "3GPP RAN5 5GS test specifications do not support UEs configured with pc_noOf_PDNsSameConnection < 0");

    }

    f_NR5GC_PDUSessionEstablishment (p_CellId, p_ExpectedNumberOfNewPDUSessions, tsc_NR_RbId_SRB1);

    //Step 20a1

    if (p_ReleaseConnection == rrcConnectionRelease or pc_noOf_PDUsSameConnection >0) {// @sic R5-199075, R5s200489 sic@

      // Release RRC to enter RRC_IDLE

      f_NR_RRCRelease(p_CellId);

    } else { // @sic R5s200489 sic@

      // Step 19Aa1 - 19Aa2

      select (p_TestMode) { // @sic R5-194797 sic@

        case (TEST_LOOPModeA_ON) {

          f_NR5GC_CloseUE_TestLoopModeA (p_CellId, p_UE_TestLoopModeA_NR_LB_Setup);

        }

        case (TEST_LOOPModeB_ON) {

          f_NR5GC_CloseUE_TestLoopModeB (p_CellId, p_IpPduDelayTime);

        }

        case (PING_Or_TEST_LOOPModeB_ON) {

          if (not pc_IP_Ping) {

           f_NR5GC_CloseUE_TestLoopModeB (p_CellId, p_IpPduDelayTime);

          }

        }

      }

    }

    if (pc_noOf_PDUsNewConnection >0 ){ // @sic R5s200026 sic@

      // @sic R5-199075 sic@

      f_NR5GC_RRC_Idle_Extension(p_CellId, p_TestMode, p_ReleaseConnection, p_UE_TestLoopModeA_NR_LB_Setup, p_IpPduDelayTime);

    }

  }
