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9.2.1.20	PDU Session Resource Modification Required Info – SN terminated
This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG-U transport bearer. For delivery of DL PDUs.
	–
	

	QoS Flows To Be Released List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	This IE only applies to QoS flows included in the QoS FlowS To Be Released List IE.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP Duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode at the assisting node.
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP Duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP Duplication.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>PDCP Duplication Configuration
	O
	
	9.2.3.86
	
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP Duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedTAISliceSupportList,
	id-FiveGCMobilityRestrictionListContainer,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-TraceCollectionEntityURI,
	id-NPN-Broadcast-Information,
	id-NPNPagingAssistanceInformation,
	id-NPNMobilityInformation,
	id-NPN-Support,
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-- P


PacketDelayBudget ::= INTEGER (0..1023, ...)


PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PedestrianUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}


**********************************
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-- **************************************************************
--
-- PDU Session Resource Modification Required Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModRqdInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN				UPTransportLayerInformation						OPTIONAL,
	qoSFlowsToBeReleased-List		QoSFlows-List-withCause							OPTIONAL,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource		OPTIONAL,
	drbsToBeSetupList				DRBsToBeSetup-List-ModRqd-SNterminated			OPTIONAL,
	drbsToBeModifiedList			DRBsToBeModified-List-ModRqd-SNterminated		OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModRqdInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModRqdInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeSetup-List-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetup-List-ModRqd-SNterminated-Item

DRBsToBeSetup-List-ModRqd-SNterminated-Item ::= SEQUENCE {
	drb-ID											DRB-ID,
	pDCP-SNLength									PDCPSNLength											OPTIONAL,
	sn-UL-PDCP-UPTNLinfo							UPTransportParameters,
	dRB-QoS											QoSFlowLevelQoSParameters,
	secondary-SN-UL-PDCP-UP-TNLInfo					UPTransportParameters								OPTIONAL,
	duplicationActivation							DuplicationActivation								OPTIONAL,
	uL-Configuration								ULConfiguration										OPTIONAL,
	qoSFlowsMappedtoDRB-ModRqd-SNterminated			QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated,
	rLC-Mode										RLCMode,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeSetup-List-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetup-List-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation	PRESENCE optional},
	...
}

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item ::= SEQUENCE {
	qoSFlowIdentifier				QoSFlowIdentifier,
	mCGRequestedGBRQoSFlowInfo		GBRQoSFlowInfo														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeModified-List-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeModified-List-ModRqd-SNterminated-Item

DRBsToBeModified-List-ModRqd-SNterminated-Item ::= SEQUENCE {
	drb-ID											DRB-ID,
	sN-UL-PDCP-UP-TNLInfo							UPTransportParameters									OPTIONAL,
	dRB-QoS											QoSFlowLevelQoSParameters								OPTIONAL,
	secondary-SN-UL-PDCP-UP-TNLInfo					UPTransportParameters									OPTIONAL,
	uL-Configuration								ULConfiguration											OPTIONAL,
	pdcpDuplicationConfiguration					PDCPDuplicationConfiguration							OPTIONAL,
	duplicationActivation							DuplicationActivation									OPTIONAL,
	qoSFlowsMappedtoDRB-ModRqd-SNterminated		QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModified-List-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModified-List-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Additional-PDCP-Duplication-TNL-List		CRITICALITY ignore	EXTENSION Additional-PDCP-Duplication-TNL-List	PRESENCE optional}|
	{ ID id-RLCDuplicationInformation					CRITICALITY ignore	EXTENSION RLCDuplicationInformation	PRESENCE optional},
	...
}

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item ::= SEQUENCE {
	qoSFlowIdentifier					QoSFlowIdentifier,
	mCGRequestedGBRQoSFlowInfo			GBRQoSFlowInfo														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
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