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	Reason for change:
	Capture the correction on Transmission configuration indication in DCI format 1_2 as outcome of issue A-3 in [103-e-NR-L1enh-URLLC-02]. 

	
	

	Summary of change:
	Add correction on Transmission configuration indication in DCI format 1_2 based on the outcome of issue A-3 in [103-e-NR-L1enh-URLLC-02].

	
	

	Consequences if not approved:
	The specification is not clear.
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< Unchanged parts are omitted >
-	Transmission configuration indication – 0 bit if higher layer parameter tci-PresentForDCI-Format1-2 is not configuredenabled; otherwise 1 or 2 or 3 bits determined by higher layer parameter tci-PresentForDCI-Format1-2 as defined in Clause 5.1.5 of [6, TS38.214]. 
If "Bandwidth part indicator" field indicates a bandwidth part other than the active bandwidth part, 
-	if the higher layer parameter tci-PresentForDCI-Format1-2 is not configuredenabled for the CORESET used for the PDCCH carrying the DCI format 1_2,
-	the UE assumes tci-PresentForDCI-Format1-2 is not configuredenabled for all CORESETs in the indicated bandwidth part;
-	otherwise,
-	the UE assumes tci-PresentForDCI-Format1-2 is configuredenabled for all CORESETs in the indicated bandwidth part with the same value configured for the CORESET used for the PDCCH carrying the DCI format 1_2.
< Unchanged parts are omitted >

