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	Removed transmission mode column and rows corresponding to TM 2, 6 and 9 in table 7.1-9.
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	Consequences if not approved:
	Unsupported PUR TM modes are specified.

There is no way to configure the TM for PUR transmissions.

	
	

	Clauses affected:
	TS 36.213 Clause 7.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	 

	(show related CRs)
	
	X
	 O&M Specifications
	 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




----------------------------------- Text start (TS 36.213 Clause 7.1) -------------------------------------------- 
If a BL/CE UE is configured by higher layers to decode MPDCCH with CRC scrambled by the PUR C-RNTI, the UE shall decode the MPDCCH and any corresponding PDSCH according to the respective combinations defined in Table 7.1-9. The scrambling initialization of PDSCH corresponding to these MPDCCHs is by PUR C-RNTI.
Table 7.1-9: MPDCCH and PDSCH configured by PUR C-RNTI
	Transmission mode
	DCI format
	Search Space
	Transmission scheme of PDSCH corresponding to MPDCCH

	Mode 1
	6-1A or 6-1B
	UE specific by PUR C-RNTI
	If the number of PBCH antenna ports is one, Single-antenna port, port 0 is used (see Subclause 7.1.1), otherwise Transmit diversity (see Subclause 7.1.2).Single-antenna port, port 0 (see Subclause 7.1.1)

	Mode 2
	6-1A or 6-1B
	UE specific by PUR C-RNTI
	Transmit diversity (see Subclause 7.1.2)

	Mode 6
	6-1A
	UE specific by PUR C-RNTI
	Closed-loop spatial multiplexing (see Subclause 7.1.4) using a single transmission layer

	Mode 9
	6-1A
	UE specific by PUR C-RNTI
	Single-antenna port, port 7 or 8 (see Subclause 7.1.1)

	
	6-1B
	UE specific by PUR C-RNTI
	Single-antenna port, port 7 (see Subclause 7.1.1)



----------------------------------- Text end (TS 36.213 Clause 7.1)  -----------------------------------------------------
