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This clause covers requirements for a Rel-15 UE coming from all other release independent features that are not covered under clause 5.1, 5.2 and 5.3, e.g. generic baseband requirements or requirements that are not band/CA/SUL configuration specific.
Table 5.4-1: Additional requirements of other release independent features
	Feature
	Release
independent from
	Requirements to be fulfilled
(see 38.307 of the REL when the feature was introduced)
	Further information

	RRM requirements for high speed train scenario
	Rel-15 (NOTE 1)
	Table C.1-1
	Rel-16 WI NR_HST introduced band independent RRM requirements: see Table C.1-1

	NOTE 1: Rel-15 UEs supporting the high speed train are assumed to read the Rel-16 high speed train scenario information, which is broadcast to all UEs.



<< Start of 1st changes >>
<< Start of 1st changes >>
[bookmark: _Toc21098367][bookmark: _Toc29470594][bookmark: _Toc37141962][bookmark: _Toc37142013][bookmark: _Toc37142065][bookmark: _Toc37269068][bookmark: _Toc37269111][bookmark: _Toc45907634][bookmark: _Toc52564816][bookmark: _Toc21098366][bookmark: _Toc29470593][bookmark: _Toc37141961][bookmark: _Toc37142012][bookmark: _Toc37142064][bookmark: _Toc37269067][bookmark: _Toc37269110][bookmark: _Toc45907633][bookmark: _Toc52564815][bookmark: _Toc21093344][bookmark: _Toc29761895][bookmark: _Toc45833913]Annex C (normative):
Common Requirements for high speed train scenario
C.1	Common RRM requirements for high speed train scenario
The requirements and test cases listed in Table C.1-1 are specified in TS 38.133 Rel-16 and TS 36.133 Rel-16.
Table C.1-1: RRM requirements for high speed train scenario
	Clause
	Description

	4.2.2.2 in TS 38.133
	Cell Re-selection requirements for intra-frequency NR cells for high speed train scenario 

	9.2.5 in TS 38.133
	NR intra-frequency measurements without measurement gaps for high speed train scenario

	9.2.6 in TS 38.133
	NR intra-frequency measurements with measurement gaps for high speed train scenario

	4.2.2.5 in TS 38.133
	Cell Re-selection measurements of inter-RAT E-UTRAN cells for high speed train scenario

	9.4.2 in TS 38.133
	NR − E-UTRAN FDD measurements for high speed train scenario

	9.4.3 in TS 38.133
	NR − E-UTRAN TDD measurements for high speed train scenario

	9.5.4 in TS 38.133
	L1-RSRP measurement requirements for high speed train scenario

	4.2.2.5.6 in TS 36.133
	Cell Re-selection measurements of inter-RAT NR cells for high speed train scenario

	8.1.2.4.21 in TS 36.133
	E-UTRAN FDD – NR measurements for high speed train scenario

	8.1.2.4.22 in TS 36.133
	E-UTRAN TDD – NR measurements for high speed train scenario
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