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<< Start of change>>
[bookmark: _Toc45888663][bookmark: _Toc45888064]5.5C	Configurations for SUL
Table 5.5C-1: Supported channel bandwidths per SUL band combination
	SUL configuration
	NR Band
	Subcarrier spacing
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	[bookmark: OLE_LINK28]Bandwidth combination set

	SUL_n41A-n80A
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	[bookmark: OLE_LINK59]SUL_n41A-n81A
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n81
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	SUL_n41A-n95A
	n41
	15
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n95
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	SUL_n77A-n80A
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	SUL_n77A-n84A
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n80A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	SUL_n78A-n81A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n82A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n83A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n84A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n86A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n79A-n80A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	SUL_n79A-n81A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n79A-n84A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n79A-n95A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	n95
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	



Table 5.5C-2: Supported channel bandwidths per SUL band combination with downlink CA
	SUL band combination with downlink CA
	SUL configuration
	NR Band
	Subcarrier spacing
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	Bandwidth combination set

	CA_n78(2A)_SUL_n78A-n86A
	SUL_n78A-n86A
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	




<< End of change>>

