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	Reason for change:
	The Power Class 2 FDD-TDD EN-DC had been introduced in the release 16 specifications with the duty cycle reporting as an optional solution and the UE-based solution (P-MPR) as the default solution. Since the P-MPR solution is compatible with the Rel.15 signalling, it is proposed to introduce the Power Class 2 FDD-TDD EN-DC to be release independent from Rel.15.

	
	

	Summary of change:
	Introduce the Power Class 2 FDD-TDD EN-DC to be release independent from Rel.15.

	
	

	Consequences if not approved:
	Release independent information for Power class 2 FDD-TDD EN-DC is not specified.
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[bookmark: _Toc21098357][bookmark: _Toc29470584][bookmark: _Toc37141952][bookmark: _Toc37142003][bookmark: _Toc37142055][bookmark: _Toc37269058][bookmark: _Toc37269101][bookmark: _Toc45907624][bookmark: _Toc52564806]8.1.2	Interband EN-DC
[bookmark: _Toc21098358][bookmark: _Toc29470585][bookmark: _Toc37141953][bookmark: _Toc37142004][bookmark: _Toc37142056][bookmark: _Toc37269059][bookmark: _Toc37269102][bookmark: _Toc45907625][bookmark: _Toc52564807]8.1.2.1	Interband EN-DC within frequency range 1
Requirements for a Rel-16 UE for additional EN-DC interband configurations within FR1 compared to TS 38.101-3 of Rel-16 [4] are introduced via this clause.
Table 8.1.2.1-0: EN-DC interband UE power class
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Interband EN-DC Power Class 2
	TDD, FDD and TDD
	Rel-15
	Table B.4.6-1

	Interband EN-DC Power Class 3
	FDD, TDD
	Rel-15
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