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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: _Toc52381894][bookmark: _Toc37255894][bookmark: _Toc21345512][bookmark: _Toc29806361][bookmark: _Toc37256235][bookmark: _Toc45890069]6.3B	Output power dynamics for DC
[bookmark: _Toc52353095][bookmark: _Toc37256918][bookmark: _Toc29807204][bookmark: _Toc36648918][bookmark: _Toc45890638][bookmark: _Toc45891862][bookmark: _Toc37256577][bookmark: _Toc21351622][bookmark: _Toc36651643][bookmark: _Toc53174918][bookmark: _Toc45892682][bookmark: _Toc45892272]6.3B.0	General
The E-UTRA and NR switching time mask defines the observation period between E-UTRA subframe and NR slot/mini-slot boundary. Both E-UTRA subframe and NR slot/mini-slot have ON power transmissions. The ON power is defined as the mean power over the symbol duration excluding any transient period. For E-UTRA subframe or NR slot/mini-slot having OFF power transmission, the general time mask for E-UTRA or NR shall apply.
For inter-band EN-DC, output power dynamics requirement for E-UTRA single carrier and CA operation specified in clauses 6.3 and 6.3A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.3 and 6.3A of TS 38.101-1 [2] and  for NR single carrier, CA operation and UL-MIMO specified in clause 6.3, 6.3A and 6.3D of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: OLE_LINK4]6.4B.1.4	Frequency error for inter-band EN-DC including FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.1 and 6.5.1A of TS 36.101 [4] and for NR single carrier, and CA operation and UL-MIMO specified in clause 6.4.1, 6.4A.1 and 6.4D.1 of TS 38.101-2 [3] apply.
6.4B.1.5	Frequency error for inter-band EN-DC including both FR1 and FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.1 and 6.5.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.4.1 and 6.4A.1 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.4.1, 6.4A.1 and 6.4D.1 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc45892705][bookmark: _Toc52353119][bookmark: _Toc21351643][bookmark: _Toc37256939][bookmark: _Toc29807225][bookmark: _Toc45892295][bookmark: _Toc36648939][bookmark: _Toc45890661][bookmark: _Toc37256598][bookmark: _Toc53174942][bookmark: _Toc45891885][bookmark: _Toc36651664]6.4B.2.4	Transmit modulation quality for Inter-band EN-DC including FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.2 and 6.5.2A of TS 36.101 [4] and for NR single carrier, and CA operation and UL-MIMO specified in clause 6.4.2, 6.4A.2 and 6.4D.2 of TS 38.101-2 [3] apply.
[bookmark: _Toc36648940][bookmark: _Toc52353120][bookmark: _Toc37256599][bookmark: _Toc45891886][bookmark: _Toc45892706][bookmark: _Toc21351644][bookmark: _Toc45892296][bookmark: _Toc53174943][bookmark: _Toc29807226][bookmark: _Toc36651665][bookmark: _Toc45890662][bookmark: _Toc37256940]6.4B.2.5	Transmit modulation quality for inter-band EN-DC including both FR1 and FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.2 and 6.5.2A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.4.2 and 6.4A.2  of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.4.2, 6.4A.2 and 6.4D.2 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc45890102][bookmark: _Toc29806394][bookmark: _Toc52381927][bookmark: _Toc37256268][bookmark: _Toc37255927][bookmark: _Toc21345545]6.5B.1.4	Inter-band EN-DC including FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.1 and 6.6.1A of TS 36.101 [4] and for NR single carrier, and CA operation and UL-MIMO specified in clause 6.5.1, 6.5A.1 and 6.5D.1 of TS 38.101-2 [3] apply.
[bookmark: _Toc21345546][bookmark: _Toc45890103][bookmark: _Toc52381928][bookmark: _Toc37256269][bookmark: _Toc37255928][bookmark: _Toc29806395]6.5B.1.5	Inter-band EN-DC including both FR1 and FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.1 and 6.6.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.1 and 6.5A.1 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.5.1, 6.5A.1 and 6.5D.1 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc29807248][bookmark: _Toc53174973][bookmark: _Toc45890692][bookmark: _Toc37256962][bookmark: _Toc37256621][bookmark: _Toc45892326][bookmark: _Toc36651687][bookmark: _Toc21351666][bookmark: _Toc36648962][bookmark: _Toc45892736][bookmark: _Toc52353150][bookmark: _Toc45891916]6.5B.2.2.3	Adjacent channel leakage ratio
For intra-band non-contiguous EN-DC, the EN-DC Adjacent Channel Leakage power Ratio (EN-DCACLR) is the ratio of the sum of the filtered mean powers centred on the assigned E-UTRA and NR sub-block frequencies to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. In case the sub-block gap bandwidth Wgap is smaller than a E-UTRA or NR sub-block bandwidth, no EN-DCACLR requirement is set for the corresponding sub-block for the gap. The assigned EN-DC sub-block power and adjacent channel power are measured with rectangular filters with measurement bandwidths specified in TS 36.101 [4] for the E-UTRA sub-block, and TS 38.101-1 [2], TS 38.101-2 [3] for the NR sub-block. If the measured adjacent channel power is greater than –50dBm then the EN-DCACLR shall be higher than the value specified in for E-UTRAACLR and NRACLR.
<< Next change >>
[bookmark: _Toc45892329][bookmark: _Toc21351669][bookmark: _Toc29807251][bookmark: _Toc37256624][bookmark: _Toc45890695][bookmark: _Toc36651690][bookmark: _Toc45891919][bookmark: _Toc36648965][bookmark: _Toc45892739][bookmark: _Toc53174976][bookmark: _Toc52353153][bookmark: _Toc37256965]6.5B.2.4	Inter-band EN-DC including FR2
Unless otherewise stated, out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.2 of TS 36.101 [4] and for NR single carrier, and CA operation and UL-MIMO specified in clause 6.5.2, 6.5A.2 and 6.5D.2 of TS 38.101-2 [3] apply.
[bookmark: _Toc36651691][bookmark: _Toc21351670][bookmark: _Toc36648966][bookmark: _Toc29807252][bookmark: _Toc45890696][bookmark: _Toc45891920][bookmark: _Toc45892740][bookmark: _Toc37256625][bookmark: _Toc52353154][bookmark: _Toc45892330][bookmark: _Toc53174977][bookmark: _Toc37256966]6.5B.2.5	Inter-band EN-DC including both FR1 and FR2
Unless otherewise stated, out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.2 of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.2 and 6.5A.2 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.5.2, 6.5A.2 and 6.5D.2 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc37256979][bookmark: _Toc29807265][bookmark: _Toc36648979][bookmark: _Toc21351683][bookmark: _Toc45890709][bookmark: _Toc45891933][bookmark: _Toc37256638][bookmark: _Toc45892343][bookmark: _Toc45892753][bookmark: _Toc52353167][bookmark: _Toc36651704][bookmark: _Toc53174990]6.5B.3.4	Inter-band EN-DC including FR2
General spurious requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.1 and 6.6.3.1A of TS 36.101 [4] and for NR single carrier, and CA operation and UL-MIMO specified in clause 6.5.3, 6.5A.3 and 6.5D.3 of TS 38.101-2 [3] apply.
[bookmark: _Toc29807266][bookmark: _Toc37256980][bookmark: _Toc36651705][bookmark: _Toc21351684][bookmark: _Toc45891934][bookmark: _Toc36648980][bookmark: _Toc37256639][bookmark: _Toc53174991][bookmark: _Toc45892344][bookmark: _Toc45892754][bookmark: _Toc52353168][bookmark: _Toc45890710]6.5B.3.4.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.5B.5.1-1, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements specified in TS 36.101 [4] are applied to the constituent E-UTRA bands for the EN-DC configuration.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.2 and 6.6.3.2A of TS 36.101 [4] and for NR single carrier, and CA operation and UL-MIMO specified in clause 6.5.3.1, 6.5A.3.1 and 6.5D.3.1 of TS 38.101-2 [3] apply.
Table 6.5B.3.4.1-1: Void
[bookmark: _Toc45890711][bookmark: _Toc21351685][bookmark: _Toc45891935][bookmark: _Toc36648981][bookmark: _Toc52353169][bookmark: _Toc36651706][bookmark: _Toc37256981][bookmark: _Toc37256640][bookmark: _Toc29807267][bookmark: _Toc45892345][bookmark: _Toc45892755][bookmark: _Toc53174992]6.5B.3.5	Inter-band EN-DC including both FR1 and FR2
General spurious requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.1 and 6.6.3.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.3.1 and 6.5A.3.1 of TS 38.101-1 [2] and clause 6.5.3, 6.5A.3 and 6.5D.3 of TS 38.101-2 [3] apply.
[bookmark: _Toc37256641][bookmark: _Toc36651707][bookmark: _Toc45892756][bookmark: _Toc52353170][bookmark: _Toc45892346][bookmark: _Toc45891936][bookmark: _Toc29807268][bookmark: _Toc45890712][bookmark: _Toc53174993][bookmark: _Toc36648982][bookmark: _Toc37256982][bookmark: _Toc21351686]6.5B.3.5.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in clause 5.5B.6, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements for constituent E-UTRA and FR1 NR bands for the inter-band EN-DC are the same as those for the corresponding EN-DC configuration without the FR2 bands specified in 6.5B.3.2.2.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.2 and 6.6.3.2A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.3.2 and 6.5A.3.2 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.5.3.1, 6.5A.3.1 and 6.5D.3.1 of TS 38.101-2 [3] apply.
Table 6.5B.3.5.1-1: Void
<< End change >>
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