
3GPP TSG-RAN WG2 Meeting #112-e
R2-2011050
Online, 02 – 13 November, 2020                                                                                  
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.331
	CR
	2122
	rev
	1
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction on non-DRB for IAB-MT

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	NR_IAB-Core
	
	Date:
	2020-11-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	At RAN3#108e meeting, it was agreed that DRB setup is optional for NR SA for IAB. However, inter-RAT HO is not supported by IAB, so this agreement should not be captured in the Mobility from NR procedure. 

	
	

	Summary of change:
	In section 5.4.3.2:
Delete the description of “or, for IAB, SRB2,” after “and SRB2 with at least one DRB”. 
Impact analysis
Impacted functionality:
Non-DRB operation for IAB-MT
Inter-operability: 

1. If the IAB-MT is implemented according to this CR but the network is not, there is no inter-operability issue foreseen, because IAB-MT does not support the mobility from NR procedure at all.
2. If the network is implemented according to this CR but the IAB-MT is not, there is no inter-operability issue foreseen, because IAB-MT does not support the mobility from NR procedure at all.

	
	

	Consequences if not approved:
	If the CR is not approved, it is inconsistent with the conclusion that IAB-node does not support inter-RAT handover. 

	
	

	Clauses affected:
	5.4.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


START OF CHANGE
5.4.3
Mobility from NR

5.4.3.1
General
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Figure 5.4.3.1-1: Mobility from NR, successful
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Figure 5.4.3.1-2: Mobility from NR, failure

The purpose of this procedure is to move a UE in RRC_CONNECTED to a cell using other RAT, e.g. E-UTRA, UTRA-FDD. The mobility from NR procedure covers the following type of mobility:

-
handover, i.e. the MobilityFromNRCommand message includes radio resources that have been allocated for the UE in the target cell;

5.4.3.2
Initiation

The network initiates the mobility from NR procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport or an MCGFailureInformation message, by sending a MobilityFromNRCommand message. The network applies the procedure as follows:

-
the procedure is initiated only when AS security has been activated, and SRB2 with at least one DRB are setup and not suspended;

-
the procedure is not initiated if any DAPS bearer is configured;
END OF CHANGE
_1657474546.bin

_1657474547.bin

