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	Reason for change:
	(1) For access link, the reconfigurationWithSync is included in secondaryCellGroup only when at least one RLC bearer is setup in SCG. However for the backhaul link, the reconfigurationWithSync can also be included in secondaryCellGroup when at least one BH RLC channel is setup in SCG. 
(2) The BH RLC channel release procedure is missed for SCG release in section 5.3.5.4.



	
	

	Summary of change:
	(1) In section 5.3.5.2, clarify “the reconfigurationWithSync is included in secondaryCellGroup only when at least one RLC bearer or BH RLC channel is setup in SCG” can be the case to initiate the RRC reconfiguration
(2) In section 5.3.5.4, add the BH RLC channel release procedure for SCG release.
Impact analysis

Impacted functionality
RRC reconfiguration and BH RLC channel release
Inter-operability: 

If the network is implemented according to this CR while the IAB-MT is not, the consequences if not approved remains. 
If the IAB-MT is implemented according to this CR while the network is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	If the CR is not approved, when there is only BH RLC channel setup in SCG, the network is not able to include reconfigurationWithSync in secondaryCellGroup.
BH RLC channel is not able to be release in case of SCG release.
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START OF CHANGE
5.3.5.2
Initiation

The Network may initiate the RRC reconfiguration procedure to a UE in RRC_CONNECTED. The Network applies the procedure as follows:

-
the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is performed only when AS security has been activated;

-
the addition of Secondary Cell Group and SCells is performed only when AS security has been activated;

-
the reconfigurationWithSync is included in secondaryCellGroup only when at least one RLC bearer or BH RLC channel is setup in SCG;

-
the reconfigurationWithSync is included in masterCellGroup only when AS security has been activated, and SRB2 with at least one DRB or, for IAB, SRB2, are setup and not suspended;

-
the conditionalReconfiguration for CPC is included only when at least one RLC bearer is setup in SCG;

-
the conditionalReconfiguration for CHO is included only when AS security has been activated, and SRB2 with at least one DRB or, for IAB, SRB2, are setup and not suspended.
NEXT CHANGE
5.3.5.4
Secondary cell group release

The UE shall:
1>
as a result of SCG release triggered by E-UTRA (i.e. (NG)EN-DC case) or NR (i.e. NR-DC case):

2>
reset SCG MAC, if configured;

2>
for each RLC bearer that is part of the SCG configuration:

3>
perform RLC bearer release procedure as specified in 5.3.5.5.3;
2>
for each BH RLC channel that is part of the SCG configuration:

3>
perform BH RLC channel release procedure as specified in 5.3.5.5.10;
2>
release the SCG configuration;

2>
if CPC was configured,

3>
remove all the entries within VarConditionalReconfig, if any;

2>
stop timer T310 for the corresponding SpCell, if running;

2>
stop timer T312 for the corresponding SpCell, if running;

2>
stop timer T304 for the corresponding SpCell, if running.

NOTE:
Release of cell group means only release of the lower layer configuration of the cell group but the RadioBearerConfig may not be released.

END OF CHANGE
