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	Reason for change:
	The LS from RAN1 in R2-2011001 indicates the following Rel-14 capabilities have not been captured in TS 36.306.
· nzp-CSI-RS-AperiodicInfo-r14
· nzp-CSI-RS-PeriodicInfo-r14



	
	

	Summary of change:
	Add the two missing capabilities nzp-CSI-RS-AperiodicInfo-r14 and nzp-CSI-RS-PeriodicInfo-r14.”. 

Impact analysis

Impacted functionality:
UE capability reporting

Impacted architecture options:
EN-DC, NGEN-DC, NE-DC 

Inter-operability:
If the network is implemented according to the CR and the UE is not, UE may not be able to report the correct nMaxResource for nzp-CSI-RS-AperiodicInfo-r14 and nzp-CSI-RS-PeriodicInfo-r14

If the UE is implemented according to the CR and the network is not, NW may not be able to decode the correct nMaxResource for nzp-CSI-RS-AperiodicInfo-r14 and nzp-CSI-RS-PeriodicInfo-r14



	
	

	Consequences if not approved:
	nzp-CSI-RS-AperiodicInfo-r14 and nzp-CSI-RS-PeriodicInfo-r14 are missing from the specification.
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	4.3.28.x (new), 4.3.28.y (new)
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[bookmark: _Toc29241564][bookmark: _Toc37153033][bookmark: _Toc46522824]4.3.28.18	semiOL-r14
Indicates whether the UE supports semi-open-loop transmission for the indicated transmission mode, see TS 36.213 [22], clause 7.2.4. The capability parameter is provided separately per transmission mode (TM9, TM10).
4.3.28.x	nzp-CSI-RS-AperiodicInfo-r14
[bookmark: _GoBack]This field indicates the support of aperiodic NZP CSI-RS transmission, separately per transmission mode (TM9, TM10). The field nMaxProc indicates the maximum number of updated CSI process for aperiodic NZP CSI-RS. The field nMaxResource indicates the maximum number of CSI-RS resources which can be activated by MAC CE for aperiodic NZP CSI-RS.
4.3.28.y	nzp-CSI-RS-PeriodicInfo-r14
This field indicates the support of periodic NZP CSI-RS transmission, separately per transmission mode (TM9, TM10). The field nMaxResource indicates the maximum number of CSI-RS resources which can be activated by MAC CE for periodic NZP CSI-RS.
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