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First Modified Subclause
[bookmark: _Toc46493783][bookmark: _Toc52534677]4.3.5	RF parameters
[bookmark: _Toc29241253][bookmark: _Toc37152722][bookmark: _Toc37236648][bookmark: _Toc46493784][bookmark: _Toc52534678]4.3.5.1	supportedBandListEUTRA
This field defines which E-UTRA radio frequency bands, see TS 36.101 [6], are supported by the UE. For each band, support for either only half duplex operation, or full duplex operation is indicated. For TDD, the half duplex indication is not applicable.
[bookmark: _Toc29241254][bookmark: _Toc37152723][bookmark: _Toc37236649][bookmark: _Toc46493785][bookmark: _Toc52534679]4.3.5.1.1	ue-PowerClass-N-r13, ue-PowerClass-5-r13
These fields define for each supported E-UTRA band whether the UE supports power UE Power Class 1, 2, 4 or 5 for the band, as specified in TS 36.101 [6] and TS 36.307 [27]. Absence of these fields means that the UE supports the default UE Power Class for the band, as specified in TS 36.101 [6].
[bookmark: _Toc29241255][bookmark: _Toc37152724][bookmark: _Toc37236650][bookmark: _Toc46493786][bookmark: _Toc52534680]4.3.5.1.2	intraFreq-CE-NeedForGaps-r13
This field defines for each supported E-UTRA band whether measurement gaps are required to perform intra-frequency measurements on the E-UTRA band for UE in CE Mode A or CE Mode B.
[bookmark: _Toc29241256][bookmark: _Toc37152725][bookmark: _Toc37236651][bookmark: _Toc46493787][bookmark: _Toc52534681]4.3.5.1.3	ue-CA-PowerClass-N
This field defines the power class the UE supports for a E-UTRA band combination, as specified in TS 36.101 [6] and TS 36.307 [27]. Absence of these fields means that the UE supports the default UE Power Class for the band combination, as specified in TS 36.101 [6].
[bookmark: _Toc29241257][bookmark: _Toc37152726][bookmark: _Toc37236652][bookmark: _Toc46493788][bookmark: _Toc52534682]4.3.5.1A	supportedBandList-r13
This field defines which NB-IoT radio frequency bands, as specified in TS 36.101 [6], are supported by the UE. This field is only applicable for UEs of any ue-Category-NB.
[bookmark: _Toc29241258][bookmark: _Toc37152727][bookmark: _Toc37236653][bookmark: _Toc46493789][bookmark: _Toc52534683]4.3.5.1A.1	powerClassNB-20dBm-r13
This field defines whether the UE supports power class 20dBm in NB-IoT for the band, as specified in TS 36.101 [6].
[bookmark: _Toc29241259][bookmark: _Toc37152728][bookmark: _Toc37236654][bookmark: _Toc46493790][bookmark: _Toc52534684]4.3.5.1A.2	powerClassNB-14dBm-r14
This field defines whether the UE supports power class 14 dBm in NB-IoT for all the bands that are supported by the UE, as specified in TS 36.101 [6]. The UE shall not include the field if it includes powerClassNB-20dBm-r13.
[bookmark: _Toc29241260][bookmark: _Toc37152729][bookmark: _Toc37236655][bookmark: _Toc46493791][bookmark: _Toc52534685]4.3.5.2	supportedBandCombination
This field defines the carrier aggregation, MIMO and MBMS reception capabilities (via MBSFN or SC-PTM) supported by the UE for configurations with inter-band, intra-band non-contiguous, intra-band contiguous carrier aggregation and without carrier aggregation. For each band in a band combination the UE provides the supported CA bandwidth classes and the corresponding MIMO capabilities for downlink. The UE also has to provide the supported uplink CA bandwidth class and the corresponding MIMO capability for at least one band in the band combination. Applicability of provisioning uplink CA bandwidth class for each band in the band combinations is defined in TS 36.101 [6]. A MIMO capability applies to all carriers of a bandwidth class of a band in a band combination. For bandwidth classes that include multiple component carriers (i.e. bandwidth classes B, C, D and so on), the UE may also indicate a separate MIMO capability that applies to each individual carrier of a bandwidth class of a band in a band combination.
In all non-CA band combinations the UE shall indicate a bandwidth class supporting the maximum channel bandwidth defined for the band.
In all non-CA band combinations the UE shall indicate at least the number of layers for spatial multiplexing according to the UE's Rel-8/9 category (Cat. 1-5). If the UE provides a Rel-10 category (Cat. 6-8) it shall indicate at least the number of layers according to that category for at least one band combination. In all other band combinations a UE indicating a category 2 and higher shall indicate support for at least 2 layers for downlink spatial multiplexing for all bands. The indicated number of layers for spatial multiplexing may exceed the number of layers required according to the category indicated by the UE. The carrier aggregation and MIMO capabilities indicated for at least one band combination together with modulation scheme shall meet the processing requirements defined by the physical layer parameter values in the UE category (i.e., maximum number of DL-SCH/UL-SCH transport block bits received/transmitted within a TTI, maximum number of bits of a DL-SCH/UL-SCH transport block received/transmitted within a TTI, and total number of soft channel bits for downlink).
NOTE:	If the UE reports a subset of supported band combinations based on requestedFrequencyBands and/or skipFallbackCombinations and/or maximumCCsRetrieval, reported band combination(s) may or may not meet the processing requirements defined by the physical layer parameter values in the UE category.
The UE that supports MBMS reception via MBSFN shall support MBMS reception via MBSFN on the PCell of MCG, and it may indicate support for MBMS reception via MBSFN on configured SCells (mbms-SCell) and for any cell that may be additionally configured as an SCell (mbms-NonServingCell) according to this field. The UE may indicate support for MBMS reception from FeMBMS/Unicast mixed cells (fembmsMixedCell) or MBMS-dedicated cells (fembmsDedicatedCell). The UE that supports MBMS reception via SC-PTM shall support MBMS reception via SC-PTM on the PCell of MCG, and it may indicate support for MBMS reception via SC-PTM on configured SCells (scptm-SCell) and for any cell that may be additionally configured as an SCell (scptm-NonServingCell) according to this field. The UE shall apply the system information acquisition and change monitoring procedure relevant for MBMS operation for these cells.
The UE indicating more than one frequency in the MBMSInterestIndication message as specified in TS 36.331 [5] shall support simultaneous reception of MBMS (via MBSFN or SC-PTM) on the indicated frequencies when the frequencies of the configured serving cells and the indicated frequencies belong to at least one band combination.
NOTE:	For the purposes of determining whether the carrier aggregation and MIMO capabilities indicated for a band combination meets the processing requirements defined by the physical layer parameter values in the UE category as described above, the carrier aggregation and MIMO capabilities indicated for a band combination is considered to meet the processing requirements if the UE supports the maximum processing requirements defined by the UE category assuming 20MHz channel bandwidth is supported on all bands.
While PCell is not changed, the UE shall support release of any SCell(s) or any uplink configuration of SCell(s) without requiring reconfiguration of parameters related to UE radio access capabilities for the remaining serving cell(s) in the fallback band combination, except for release of an SCell from a contiguous CA band configuration that results in a non-contiguous CA band configuration.
While reporting the sTTI/sPT capabilities, the UE is allowed to report the same band combination more than once with this IE, if the UE supports different combinations of the corresponding sTTI/sPT capabilities.
[bookmark: _Toc29241261][bookmark: _Toc37152730][bookmark: _Toc37236656][bookmark: _Toc46493792][bookmark: _Toc52534686]4.3.5.2.1	supportedBandCombinationReduced-r13
This field is used to indicate the carrier aggregation, MIMO and MBMS reception capabilities supported by the UE as defined in 4.3.5.2 if requested by E-UTRAN as specified in TS 36.331 [5]. All descriptions in 4.3.5.2 are applied for this field unless explicitly stated otherwise. It is mandatory for UEs supporting carrier aggregation beyond 5 component carriers.
If a CA band combination beyond 5 component carriers is included in this field, the UE supports Activation/Deactivation MAC Control Element of four octets as specified in TS 36.321 [4]. If a CA band combination beyond 5 component carriers with uplink is included in this field, the UE supports Extended PHR MAC Control Element supporting 32 serving cells with configured uplink as specified in TS 36.321 [4].
If the fallback band combinations for a given band combination are omitted in this field (see TS 36.331 [5]), the UE shall for all the omitted fallback band combinations support the same UE radio access capabilities as for the parent band combination.
NOTE:	A fallback band combination may have multiple different parent band combinations.
While reporting the sTTI/sPT capabilities, the UE is allowed to report the same band combination more than once with this IE, if the UE supports different combinations of the corresponding sTTI/sPT capabilities.
[bookmark: _Toc29241262][bookmark: _Toc37152731][bookmark: _Toc37236657][bookmark: _Toc46493793][bookmark: _Toc52534687]4.3.5.3	multipleTimingAdvance
This field defines whether multiple timing advances are supported for each band combination supported by the UE. It is mandatory for UEs of this release of the specification to support this capability for band combinations having an UL on multiple FDD bands as specified in TS 36.101 [6]. If the band combination comprised of more than one band entry (i.e., inter-band or intra-band non-contiguous band combination), the field indicates that different timing advances on different band entries are supported. If the band combination comprised of one band entry (i.e., intra-band contiguous band combination), the field indicates that different timing advances across component carriers of the band entry are supported. It is mandatory for UEs to support 2 TAGs for inter-frequency DAPS handover.
[bookmark: _Toc29241263][bookmark: _Toc37152732][bookmark: _Toc37236658][bookmark: _Toc46493794][bookmark: _Toc52534688]4.3.5.4	simultaneousRx-Tx
This field defines whether the UE supports simultaneous reception and transmission for inter-band TDD band combination.
[bookmark: _Toc29241264][bookmark: _Toc37152733][bookmark: _Toc37236659][bookmark: _Toc46493795][bookmark: _Toc52534689]4.3.5.5	supportedCSI-Proc-r11
This field defines the maximum number of CSI processes supported on a component carrier within a band with PDSCH transmission mode 10. For bandwidth classes that include multiple component carriers (i.e. bandwidth classes B, C, D and so on), the field defines the maximum number of CSI processes supported by the UE on all component carriers in the corresponding band.
[bookmark: _Toc29241265][bookmark: _Toc37152734][bookmark: _Toc37236660][bookmark: _Toc46493796][bookmark: _Toc52534690]4.3.5.6	freqBandRetrieval-r11
This parameter defines whether the UE supports reception of requestedFrequencyBands as specified in TS 36.331 [5].
[bookmark: _Toc29241266][bookmark: _Toc37152735][bookmark: _Toc37236661][bookmark: _Toc46493797][bookmark: _Toc52534691]4.3.5.7	dl-256QAM-r12
This field defines whether the UE supports 256QAM in DL. This field is only applicable for UEs of category 11-12 and UEs of DL category 11 and onwards. It is mandatory for UEs of DL category 13-14 and 17 to support this feature. A UE that supports 256QAM in DL shall support 256QAM in DL in all supported frequency bands.
[bookmark: _Toc29241267][bookmark: _Toc37152736][bookmark: _Toc37236662][bookmark: _Toc46493798][bookmark: _Toc52534692]4.3.5.8	supportedNAICS-2CRS-AP-r12
This field defines a bitmap points to the entries of naics-Capability-List-r12 to indicate NAICS 2 CRS AP capability for the band combination.
[bookmark: _Toc29241268][bookmark: _Toc37152737][bookmark: _Toc37236663][bookmark: _Toc46493799][bookmark: _Toc52534693]4.3.5.9	dc-Support-r12
This field defines whether synchronous DC and power control mode 1 is supported by the UE which is capable of extendedMaxMeasId, multipleTimingAdvance for a given band combination. If the band combination entry is comprised of a single band, DC is supported for the intra-band contiguous band combination. If the band combination entry is comprised of multiple bands, DC is supported for the inter-band or intra-band non-contiguous band combination.
[bookmark: _Toc29241269][bookmark: _Toc37152738][bookmark: _Toc37236664][bookmark: _Toc46493800][bookmark: _Toc52534694]4.3.5.9.1	asynchronous-r12
In addition to the UE capability indicated by dc-Support, this field defines whether asynchronous DC and power control mode 2 is supported by the UE which is capable of simultaneousRx-Tx. If the band combination is comprised of a single band entry for more than two carriers, the UE shall support any permutations of carriers to CGs. If the concerning band combination is comprised of more than two band entries, the carriers corresponding to a band entry shall belong to one cell group. For this band combination, the UE may indicate the supported carrier permutations to CGs.
[bookmark: _Toc29241270][bookmark: _Toc37152739][bookmark: _Toc37236665][bookmark: _Toc46493801][bookmark: _Toc52534695]4.3.5.9.2	supportedCellGrouping-r12
In addition to the UE capability indicated by asynchronous, this field defines for which mapping of serving cells to cell groups (i.e. MCG or SCG) the UE supports asynchronous DC.
[bookmark: _Toc29241271][bookmark: _Toc37152740][bookmark: _Toc37236666][bookmark: _Toc46493802][bookmark: _Toc52534696]4.3.5.10	modifiedMPR-Behavior-r10
This field defines whether the UE supports modified MPR/A-MPR behaviours as specified in TS 36.101 [6].
[bookmark: _Toc29241272][bookmark: _Toc37152741][bookmark: _Toc37236667][bookmark: _Toc46493803][bookmark: _Toc52534697]4.3.5.11	freqBandPriorityAdjustment-r12
This field defines whether the UE supports the prioritization of the frequency bands in multiBandInfoList over the band in freqBandIndicator as defined by freqBandIndicatorPriority-r12 in TS 36.331 [5].
[bookmark: _Toc29241273][bookmark: _Toc37152742][bookmark: _Toc37236668][bookmark: _Toc46493804][bookmark: _Toc52534698]4.3.5.12	commSupportedBandsPerBC-r12
This field indicates, for a particular band combination, the bands on which the UE supports simultaneous reception of EUTRA and sidelink communication. If the UE indicates support simultaneous transmission (using commSimultaneousTx-r12), this field also indicates, for a particular band combination, the bands on which the UE supports simultaneous transmission of EUTRA and sidelink communication. The first bit refers to the first band indicated by commSupportedBands-r12, with value 1 indicating sidelink is supported simultaneously.
[bookmark: _Toc29241274][bookmark: _Toc37152743][bookmark: _Toc37236669][bookmark: _Toc46493805][bookmark: _Toc52534699]4.3.5.13	supportedCSI-Proc-r12
This field defines the maximum number of CSI processes with PDSCH transmission mode 10 supported by the UE on a single component carrier for bandwidth classes that include multiple component carriers (i.e. bandwidth classes B, C, D and so on).
[bookmark: _Toc29241275][bookmark: _Toc37152744][bookmark: _Toc37236670][bookmark: _Toc46493806][bookmark: _Toc52534700]4.3.5.14	fourLayerTM3-TM4-r10
This field defines whether the UE supports 4-layer spatial multiplexing with transmission mode 3 and transmission mode 4.
[bookmark: _Toc29241276][bookmark: _Toc37152745][bookmark: _Toc37236671][bookmark: _Toc46493807][bookmark: _Toc52534701]4.3.5.15	fourLayerTM3-TM4-perCC-r12
This field defines whether the UE supports 4-layer spatial multiplexing with transmission mode 3 and transmission mode 4 on a single component carrier for bandwidth classes that include multiple component carriers (i.e. bandwidth classes B, C, D and so on).
[bookmark: _Toc29241277][bookmark: _Toc37152746][bookmark: _Toc37236672][bookmark: _Toc46493808][bookmark: _Toc52534702]4.3.5.16	multiNS-Pmax-r10
This field defines whether the UE supports the mechanisms defined for cells broadcasting NS-PmaxList as specified in TS 36.331 [5].
[bookmark: _Toc29241278][bookmark: _Toc37152747][bookmark: _Toc37236673][bookmark: _Toc46493809][bookmark: _Toc52534703]4.3.5.16A	multiNS-Pmax-r13
This field defines whether the UE supports the mechanisms defined for NB-IoT cells broadcasting NS-PmaxList as specified in TS 36.331 [5].
[bookmark: _Toc29241279][bookmark: _Toc37152748][bookmark: _Toc37236674][bookmark: _Toc46493810][bookmark: _Toc52534704]4.3.5.17	differentFallbackSupported-r13
This field defines whether the UE supports the different capabilities for at least one fallback case of the concerning band combination. The sTTI/sPT capabilities are also considered by the UE when using this field.
[bookmark: _Toc29241280][bookmark: _Toc37152749][bookmark: _Toc37236675][bookmark: _Toc46493811][bookmark: _Toc52534705]4.3.5.18	maximumCCsRetrieval-r13
This field defines whether the UE supports reception of requestedMaxCCsDL and requestedMaxCCsUL.
[bookmark: _Toc29241281][bookmark: _Toc37152750][bookmark: _Toc37236676][bookmark: _Toc46493812][bookmark: _Toc52534706]4.3.5.19	skipFallbackCombinations-r13
This field defines whether the UE supports receiving reception of skipFallbackCombinations that requests UE to exclude fallback band combinations from capability signalling. UE that indicates support for this shall also indicate support for requestReducedFormat-r13. In this release of the specification, UEs capable of supportedBandCombinationReduced shall indicate support for skipFallbackCombinations-r13.
[bookmark: _Toc29241282][bookmark: _Toc37152751][bookmark: _Toc37236677][bookmark: _Toc46493813][bookmark: _Toc52534707]4.3.5.20	Void
[bookmark: _Toc29241283][bookmark: _Toc37152752][bookmark: _Toc37236678][bookmark: _Toc46493814][bookmark: _Toc52534708]4.3.5.21	reducedIntNonContComb-r13
This field defines whether the UE supports receiving requestReducedIntNonContComb. If the UE supports reducedIntNonContComb-r13, the UE only includes one intra-band non-contiguous CA band combination, and exclude the other intra-band non-contiguous CA band combinations for which the presence of uplink CA bandwidth class in the band combination entry is different. One band combination entry can also indicate support of any other possible permutations in the presence of uplink CA bandwidth class where a paired downlink CA bandwidth class is the same or where the number of UL CCs is smaller than the one of paired DL CCs expressed by the CA bandwidth class.
For example, if the UE supports reducedIntNonContComb-r13, the UE only needs to report "DL: CA_42C-42A, UL: 42A paired with DL 42C", in order to indicate also support of "DL: CA_42C-42A, UL: 42A paired with DL 42A", "DL: CA_42A-42C, UL: 42A paired with DL 42A" and "DL: CA_42A-42C, UL: 42A paired with DL 42C".
For these band combinations not included in the capability, RF parameters specified within BandCombinationParameters (e.g., supportedMIMO-CapabilityUL, multipleTimingAdvance if supported) and measurement parameters specified within BandCombinationListEUTRA are the same as the ones for the band combination included in the UE capability.
[bookmark: _Toc29241284][bookmark: _Toc37152753][bookmark: _Toc37236679][bookmark: _Toc46493815][bookmark: _Toc52534709]4.3.5.22	additionalRx-Tx-PerformanceReq-r13
This field indicates whether the UE supports the additional Rx and Tx performance requirement for a given band combination as specified in TS 36.101 [6].
[bookmark: _Toc29241285][bookmark: _Toc37152754][bookmark: _Toc37236680][bookmark: _Toc46493816][bookmark: _Toc52534710]4.3.5.23	maxLayersMIMO-Indication-r12
This field defines whether the UE supports the network configuration of maxLayersMIMO as specified in TS 36.331 [5].
If the UE supports fourLayerTM3-TM4 or intraBandContiguousCC-InfoList or FeatureSetDL-PerCC for MR-DC, UE supports the configuration of maxLayersMIMO for these cases regardless of indicating maxLayersMIMO-Indication.
[bookmark: _Toc29241286][bookmark: _Toc37152755][bookmark: _Toc37236681][bookmark: _Toc46493817][bookmark: _Toc52534711]4.3.5.24	rf-RetuningTimeDL-r14
This field indicates the interruption time on DL reception within a band pair during the RF retuning for switching between the band pair to transmit SRS on a PUSCH-less SCell as specified in TS 36.331 [5]. This field is mandatory present if switching between the band pair is supported.
[bookmark: _Toc29241287][bookmark: _Toc37152756][bookmark: _Toc37236682][bookmark: _Toc46493818][bookmark: _Toc52534712]4.3.5.25	rf-RetuningTimeUL-r14
This field indicates the interruption time on UL transmission within a band pair during the RF retuning for switching between the band pair to transmit SRS on a PUSCH-less SCell as specified in TS 36.331 [5]. This field is mandatory present if switching between the band pair is supported.
[bookmark: _Toc29241288][bookmark: _Toc37152757][bookmark: _Toc37236683][bookmark: _Toc46493819][bookmark: _Toc52534713]4.3.5.26	diffFallbackCombReport-r14
This field indicates whether the UE supports reporting of UE radio access capabilities for the CA band combinations asked by the eNB as well as, if any, reporting of different UE radio access capabilities for their fallback band combination as specified in TS 36.331 [5]. The UE does not report fallback combinations if their UE radio access capabilities are the same as the ones for the CA band combination asked by the eNB. UEs capable of supportedBandCombinationReduced shall indicate support for diffFallbackCombReport-r14. UE that indicates support for this shall also indicate support for requestReducedFormat-r13.
[bookmark: _Toc29241289][bookmark: _Toc37152758][bookmark: _Toc37236684][bookmark: _Toc46493820][bookmark: _Toc52534714]4.3.5.27	v2x-SupportedTxBandCombListPerBC-r14, v2x-SupportedRxBandCombListPerBC-r14
This field indicates, for a particular band combination of EUTRA, the supported band combination list among v2x-SupportedTxBandCombinationList or v2x-SupportedRxBandCombinationList on which the UE supports simultaneous transmission and reception of EUTRA and V2X sidelink communication respectively.
[bookmark: _Toc29241290][bookmark: _Toc37152759][bookmark: _Toc37236685][bookmark: _Toc46493821][bookmark: _Toc52534715]4.3.5.28	txAntennaSwitchDL-r13
The field indicates the entry number of the first-listed band with UL in the band combination that causes this DL to be affected when transmit antenna switching occurs. If this field is not included, this DL is not affected by transmit antenna switching. All DL and UL that switch together indicate the same entry number.
[bookmark: _Toc29241291][bookmark: _Toc37152760][bookmark: _Toc37236686][bookmark: _Toc46493822][bookmark: _Toc52534716]4.3.5.29	txAntennaSwitchUL-r13
The presence of this field indicates the UE supports transmit antenna selection for this UL band in the band combination as described in TS 36.213 [22], clauses 8.2 and 8.7.
The field indicates the entry number of the first-listed band with UL in the band combination that switches together with this UL when transmit antenna switching occurs. All DL and UL that switch together indicate the same entry number.
[bookmark: _Toc29241292][bookmark: _Toc37152761][bookmark: _Toc37236687][bookmark: _Toc46493823][bookmark: _Toc52534717]4.3.5.30	supportedMIMO-CapabilityDL-r15
This field defines the number of downlink MIMO layers the UE supports when the UE is configured with sTTI. Only two layers or four layers for MIMO support using this field are applicable with sTTI.
[bookmark: _Toc29241293][bookmark: _Toc37152762][bookmark: _Toc37236688][bookmark: _Toc46493824][bookmark: _Toc52534718]4.3.5.31	dl-1024QAM-r15
This field defines whether the UE supports 1024QAM in DL on this band or on this band within the band combination as described in TS 36.331 [5]. This field is only applicable for UEs of DL category 20, 22 and onwards.
[bookmark: _Hlk16759772]When dl-1024QAM-ScalingFactor-r15 and dl-1024QAM-TotalWeightedLayers-r15 are included, the UE supports 1024QAM in a set of CCs in a band combination if the CCs belong to bands indicated to support 1024QAM in that band combination, and the 1024QAM processing capability condition described by equation 4.3.5.31-1 is satisfied.

where:
-	 is the scaling factor for processing a CC configured with 1024QAM with respect to a CC not configured with 1024QAM as indicated by dl-1024QAM-ScalingFactor-r15,
-	is the total number of DL layers across all CCs configured with 1024QAM,
-	 is the total number of DL layers acoss all CCs not configured with 1024QAM, and
-	y is total number of weighted layers the UE can process for 1024QAM. Value of y is indicated by dl-1024QAM-TotalWeightedLayers-r15 for all band combinations except for those (NG)EN-DC/NE-DC band combinations for which dl-1024QAM-TotalWeightedLayers is included in ca-ParametersEUTRA (see TS 38.306 [32] and TS 38.331 [35]).
Equation 4.3.5.31-1: 1024QAM processing capability condition.
NOTE:	The 1024QAM processing capability condition described by equation 4.3.5.31-1 applies only when at least one of the CCs in a band combination is configured with 1024QAM.
[bookmark: _Toc29241294][bookmark: _Toc37152763][bookmark: _Toc37236689][bookmark: _Toc46493825][bookmark: _Toc52534719]4.3.5.32	srs-MaxSimultaneousCCs-r14
This field indicates, for a particular band combination, the maximum number of simultaneously configurable target CCs supported by the UE for SRS switching.
[bookmark: _Toc29241295][bookmark: _Toc37152764][bookmark: _Toc37236690][bookmark: _Toc46493826][bookmark: _Toc52534720]4.3.5.33	powerClass-14dBm-r15
This field defines whether the UE supports power class 14 dBm when operating in coverage enhancement mode A or B for all the bands that are supported by the UE, as specified in TS 36.101 [6]. A UE indicating support of powerClass-14dBm-r15 shall also indicate support of ce-ModeA-r13.
[bookmark: _Toc29241296][bookmark: _Toc37152765][bookmark: _Toc37236691][bookmark: _Toc46493827][bookmark: _Toc52534721]4.3.5.34	supportedMIMO-CapabilityDL-MRDC-r15
This field indicates in MR-DC the maximum number of supported layers in TM9/10 for the component carrier in the corresponding bandwidth class.
[bookmark: _Toc29241297][bookmark: _Toc37152766][bookmark: _Toc37236692][bookmark: _Toc46493828][bookmark: _Toc52534722]4.3.5.35	srs-FlexibleTiming-r14
This field indicates, for a particular band pair, whether the UE supports configuration of soundingRS-FlexibleTiming-r14. For a TDD-TDD band pair, UE shall include at least one of srs-FlexibleTiming-r14 and/or srs-HARQ-ReferenceConfig-r14 when rf-RetuningTimeDL-r14 or rf-RetuningTimeUL-r14 corresponding to the band pair is larger than 1 OFDM symbol.
[bookmark: _Toc29241298][bookmark: _Toc37152767][bookmark: _Toc37236693][bookmark: _Toc46493829][bookmark: _Toc52534723]4.3.5.36	srs-HARQ-ReferenceConfig-r14
This field indicates, for a particular band pair, whether the UE supports configuration of harq-ReferenceConfig-r14. For a TDD-TDD band pair, UE shall include at least one of srs-FlexibleTiming-r14 and/or srs-HARQ-ReferenceConfig-r14 when rf-RetuningTimeDL-r14 or rf-RetuningTimeUL-r14 corresponding to the band pair is larger than 1 OFDM symbol.
[bookmark: _Toc29241299][bookmark: _Toc37152768][bookmark: _Toc37236694][bookmark: _Toc46493830][bookmark: _Toc52534724]4.3.5.37	fourLayerTM3-TM4-r15
This field indicates whether the UE supports 4-layer spatial multiplexing for TM3 and TM4 for MR-DC within the indicated feature set.
[bookmark: _Toc29241300][bookmark: _Toc37152769][bookmark: _Toc37236695][bookmark: _Toc46493831][bookmark: _Toc52534725]4.3.5.38	supportedCSI-Proc-r15
This field indicates in MR-DC the number of CSI processes for the component carrier in the corresponding bandwidth class.
[bookmark: _Toc46493832][bookmark: _Toc52534726]4.3.5.39	intraFreqAsyncDAPS-r16
This field indicates whether the UE supports asynchronous DAPS handover in source PCell and intra-frequency target PCell.
[bookmark: _Toc46493833][bookmark: _Toc52534727]4.3.5.40	intraFreqDAPS-r16
This field indicates whether the UE supports DAPS handover in source PCell and intra-frequency target PCell, i.e. support of simultaneous DL reception of PDCCH and PDSCH from source and target cell. A UE indicating this capability shall also support synchronous DAPS handover, and single UL transmission for intra-frequency DAPS handover.
[bookmark: _Toc46493834][bookmark: _Toc52534728]4.3.5.41	intraFreqMultiUL-TransmissionDAPS-r16
This field indicates whether the UE supports simultaneous UL transmission in source PCell and intra-frequency target PCell.
[bookmark: _Toc46493835][bookmark: _Toc52534729]4.3.5.42	interFreqAsyncDAPS-r16
This field indicates whether the UE supports asynchronous DAPS handover in source PCell and inter-frequency target PCell.
[bookmark: _Toc46493836][bookmark: _Toc52534730]4.3.5.43	interFreqDAPS-r16
This field indicates whether the UE supports DAPS handover in source PCell and inter-frequency target PCell, i.e. support of simultaneous DL reception of PDCCH and PDSCH from source and target cell. For a BC, the capability applies to every carrier pair for source and target. A UE indicating this capability shall also support synchronous DAPS handover, and single UL transmission for inter-frequency DAPS handover.
[bookmark: _Toc46493837][bookmark: _Toc52534731]4.3.5.44	interFreqMultiUL-TransmissionDAPS-r16
This field indicates whether the UE supports simultaneous UL transmission in source PCell and inter-frequency target PCell.
[bookmark: _Toc46493838][bookmark: _Toc52534732]4.3.5.45	intraFreqTwoTAGs-DAPS-r16
This field indicates whether the UE supports different timing advance groups in source PCell and intra-frequency target PCell. It is mandatory for intraFreqDAPS capable UE.
End of changes

