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	Use one of the following categories:
F  (correction)
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	Reason for change:
	In Rel-15 the UE capability of crossCarrierScheduling-OtherSCS was not used and noted as “Cross-carrier scheduling with different numerologies is not supported in this release of specification.”. In Rel-16 the UE capabilities of crossCarrierSchedulingDL-DiffSCS/crossCarrierSchedulingUL-DiffSCS are introduced for Cross-carrier scheduling with different numerologies. Therefore, RAN2 agree to dummify the Rel-15 UE capability of crossCarrierScheduling-OtherSCS.

	
	

	Summary of change:
	· Dummifying Rel-15 UE capability of crossCarrierScheduling-OtherSCS in FeatureSetDownlink parameters and FeatureSetUplink parameters.

Impact Analysis
Impacted 5G architecture options:
NR-SA, NR-DC, (NG)EN-DC, NE-DC

Impacted functionality:
Cross-carrier scheduling with different numerologies in NR Cell Group

Inter-operability:
There is no inter-operability problems as the Rel-15 UE capability of crossCarrierScheduling-OtherSCS was not used since Rel-15.

This CR is considered mandatory to support the impacted functionality.

	
	

	Consequences if not approved:
	It is not clear how UE to set the Rel-15 and Rel-16 UE capabilty bits for Cross-carrier scheduling with different numerologies.
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	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	crossCarrierScheduling-OtherSCS
Indicates whether the UE supports cross carrier scheduling for the different numerologies with carrier indicator field (CIF) in DL carrier aggregation where numerologies for the scheduling cell and scheduled cell are different.
NOTE:	Cross-carrier scheduling with different numerologies is not supported in this release of specification.
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	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	crossCarrierScheduling-OtherSCS
Indicates whether the UE supports cross carrier scheduling for the different numerologies with carrier indicator field (CIF) in UL carrier aggregation where numerologies for the scheduling cell and scheduled cell are different. The UE shall set this field to the same value as crossCarrierScheduling-OtherSCS in the associated FeatureSetDownlink (if present).
NOTE:	Cross-carrier scheduling with different numerologies is not supported in this release of specification.
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