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	37.213
	0014
	-
	Rel-16
	Correction on LBT for consecutive UL transmission triggered by DL assingments
	F
	16.4.0
	RAN1#104-e
	R1-2102116
	Moderator (Nokia), ETRI, WILUS, Huawei, HiSilicon
	NR_unlic-Core
	
	

	37.213
	0015
	-
	Rel-16
	Correction on LBT Type and CP Extension Indication for Semi-Static Channel Occupancy
	F
	16.4.0
	RAN1#104-e
	R1-2102117
	Moderator (Nokia), Ericsson, Intel
	NR_unlic-Core
	
	

	37.213
	0016
	-
	Rel-16
	Correction on Channel Occupancy Time for Semi-Static Channel Access
	F
	16.4.0
	RAN1#104-e
	R1-2102118
	Moderator (Nokia), Sharp
	NR_unlic-Core
	
	

	37.213
	0017
	-
	Rel-16
	Correction on Channel Access for Multi-Channel transmission
	F
	16.4.0
	RAN1#104-e
	R1-2102119
	Moderator (Nokia), LGE, Huawei, HiSilicon
	NR_unlic-Core
	
	

	38.211
	0065
	-
	Rel-16
	Correction on DM-RS presence with PDSCH mapping type B
	F
	16.4.0
	RAN1#104-e
	R1-2102009
	Moderator (Lenovo), Huawei, Spreadtrum, ZTE, Ericsson
	NR_unlic-Core
	
	

	38.211
	0066
	-
	Rel-16
	CR on usage of subCarrierSpacingCommon for unlicensed
	F
	16.4.0
	RAN1#104-e
	R1-2102040
	Moderator (Qualcomm), Samsung
	NR_unlic-Core
	
	

	38.212
	0060
	-
	Rel-16
	CR on description of FDRA field size in DCI 0_0
	F
	16.4.0
	RAN1#104-e
	R1-2102041
	Moderator (Qualcomm), Sharp, Ericsson
	NR_unlic-Core
	
	

	38.212
	0061
	-
	Rel-16
	CR on description of FDRA field size in DCI 0_1
	F
	16.4.0
	RAN1#104-e
	R1-2102042
	Moderator (Qualcomm), Sharp, Ericsson
	NR_unlic-Core
	
	

	38.212
	0063
	-
	Rel-16
	Correction on LBT Type and CP Extension Indication for Semi-Static Channel Occupancy
	F
	16.4.0
	RAN1#104-e
	R1-2102120
	Moderator (Nokia), Ericsson, Intel
	NR_unlic-Core
	
	

	38.213
	0187
	-
	Rel-16
	Correction of Type-3 HARQ-ACK codebook generation for a PDSCH with one transport block for a configuration with a maximum number of two TBs
	F
	16.4.0
	RAN1#104-e
	R1-2101993
	Moderator (Huawei), CATT
	NR_unlic-Core
	
	

	38.213
	0188
	-
	Rel-16
	Correction of UE reception of DL control when a DCI indicates a request for a Type-3 HARQ-ACK codebook report without scheduling PDSCH
	F
	16.4.0
	RAN1#104-e
	R1-2101994
	Moderator (Huawei), CATT
	NR_unlic-Core
	
	

	38.213
	0189
	-
	Rel-16
	Correction on PUCCH power control for enhanced Type-2 HARQ-ACK codebook and for Type-3 HARQ-ACK codebook
	D
	16.4.0
	RAN1#104-e
	R1-2101995
	Moderator (Huawei), CATT
	NR_unlic-Core
	
	

	38.213
	0191
	-
	Rel-16
	Correction on search space set group switching without channel occupancy duration field
	F
	16.4.0
	RAN1#104-e
	R1-2102010
	Moderator (Lenovo), Ericsson, ZTE
	NR_unlic-Core
	
	

	38.213
	0200
	-
	Rel-16
	Correction on LBT Type and CP Extension Indication for Semi-Static Channel Occupancy in RAR
	F
	16.4.0
	RAN1#104-e
	R1-2102121
	Moderator (Nokia), Ericsson, Intel
	NR_unlic-Core
	
	

	38.214
	0158
	-
	Rel-16
	Correction on joint configuration of semi-static repetitions and multi-pusch scheduling
	F
	16.4.0
	RAN1#104-e
	R1-2101996
	Moderator (Huawei), vivo, ASUSTeK, Lenovo
	NR_unlic-Core
	
	


