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	Reason for change:
	Channel Occupancy Time (COT) is incorrectly defined for semi-static channel access. 

	
	

	Summary of change:
	Change the decinition of COT such that it includes also any gaps between transmissions.

	
	

	Consequences if not approved:
	Incorrect COT definition.
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<Unchanged parts are omitted>
[bookmark: _Toc28873168][bookmark: _Toc35593626][bookmark: _Toc44669034][bookmark: _Toc51607183][bookmark: _Toc57990393]4.3	Channel access procedures for semi-static channel occupancy
Channel assess procedures based on semi-static channel occupancy as described in this Clause, are intended for environments where the absence of other technologies is guaranteed e.g., by level of regulations, private premises policies, etc. If a gNB provides UE(s) with higher layer parameters ChannelAccessMode-r16 ='semistatic' by SIB1 or dedicated configuration, a periodic channel occupancy can be initiated by the gNB every  within every two consecutive radio frames, starting from the even indexed radio frame at  with a maximum channel occupancy time , where  period in , is a higher layer parameter provided in SemiStaticChannelAccessConfig and . For determining a Channel Occupancy Time based on semi-static channel access procedures, duration of any transmission gap within  is counted in the channel occupancy time.
In the following procedures in this clause, when a gNB or UE performs sensing for evaluating a channel availability, the sensing is performed at least during a sensing slot duration . The corresponding   adjustment for performing sensing by a gNB or a UE is described in clauses 4.1.5 and 4.2.3, respectively.
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