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	Reason for change:
	UE behaviour associated with search space set switching to group 0 does not cover the case when the remaining channel occupancy duration field in DCI 2_0 is not present.

	
	

	Summary of change:
	Change wording "that is" to "if" to cover the case when the remaining channel occupancy duration field in DCI 2_0 is not present.

	
	

	Consequences if not approved:
	UE behaviour on search space set switching to group 0 is undefined when the remaining channel occupancy duration field in DCI 2_0 is not present.
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< Unchanged parts are omitted >
If a UE is provided by SearchSpaceSwitchTrigger a location of a search space set group switching flag field for a serving cell in a DCI format 2_0, as described in Clause 11.1.1; 
-	if the UE detects a DCI format 2_0 and a value of the search space set group switching flag field in the DCI format 2_0 is 0, the UE starts monitoring PDCCH according to search space sets with group index 0, and stops monitoring PDCCH according to search space sets with group index 1, for the serving cell at a first slot that is at least  symbols after the last symbol of the PDCCH with the DCI format 2_0
-	if the UE detects a DCI format 2_0 and a value of the search space set group switching flag field in the DCI format 2_0 is 1, the UE starts monitoring PDCCH according to search space sets with group index 1, and stops monitoring PDCCH according to search space sets with group index 0, for the serving cell at a first slot that is at least  symbols after the last symbol of the PDCCH with the DCI format 2_0, and the UE sets the timer value to the value provided by searchSpaceSwitchTimer
-	if the UE monitors PDCCH for a serving cell according to search space sets with group index 1, the UE starts monitoring PDCCH for the serving cell according to search space sets with group index 0, and stops monitoring PDCCH according to search space sets with group index 1, for the serving cell at the beginning of the first slot that is at least  symbols after a slot where the timer expires or after a last symbol of a remaining channel occupancy duration for the serving cell that isif indicated by DCI format 2_0
If a UE is not provided SearchSpaceSwitchTrigger for a serving cell,
-	if the UE detects a DCI format by monitoring PDCCH according to a search space set with group index 0, the UE starts monitoring PDCCH according to search space sets with group index 1, and stops monitoring PDCCH according to search space sets with group index 0, for the serving cell at a first slot that is at least  symbols after the last symbol of the PDCCH with the DCI format, the UE sets the timer value to the value provided by searchSpaceSwitchTimer if the UE detects a DCI format by monitoring PDCCH in any search space set
-	if the UE monitors PDCCH for a serving cell according to search space sets with group index 1, the UE starts monitoring PDCCH for the serving cell according to search space sets with group index 0, and stops monitoring PDCCH according to search space sets with group index 1, for the serving cell at the beginning of the first slot that is at least  symbols after a slot where the timer expires or, if the UE is provided a search space set to monitor PDCCH for detecting a DCI format 2_0, after a last symbol of a remaining channel occupancy duration for the serving cell that isif indicated by DCI format 2_0
< Unchanged parts are omitted >
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