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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: _Toc45891786][bookmark: _Toc53174842][bookmark: _Toc45892196][bookmark: _Toc45892606][bookmark: _Toc45890562][bookmark: _Toc52353019][bookmark: OLE_LINK4]6.2B.1.3	Inter-band EN-DC within FR1
For inter-band EN-DC of E-UTRA and NR in FR1, the following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth. The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms). UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector.
[bookmark: _Hlk52295527]Table 6.2B.1.3-1: Maximum output power for inter-band EN-DC (two bands)
<Unchanged texts are omitted>
If a UE supports a different power class than the default UE power class for an E-UTRA TDD and NR TDD Inter-band EN-DC band combination and the supported power class enables higher maximum output power than that of the default power class:
–	if the field of UE capability maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 is absent and the percentage of NR uplink symbols transmitted in a certain evaluation period is larger than 30% (The exact evaluation period is no less than one radio frame); or
–	if the field of UE capability maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 is not absent and the percentage of NR uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 as defined in TS38.331 (The exact evaluation period is no less than one radio frame); or
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is provided and set to the maximum output power of the default power class or lower;
–	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified sub-clause 6.2B.4;
–	Else if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 as defined in TS 38.331; or
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal to 30% when maxUplinkDutyCycle-interBandENDC-TDD-PC2-r16 is absent. (The exact evaluation period is no less than one radio frame):
–	shall apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2B.4.
If a UE supports a different power class than the default UE power class for an E-UTRA FDD and NR TDD EN-DC band combination and the supported power class enables higher maximum output power than that of the default power class:
If UE indicating the two capabilities maxUplinkDutyCycle-EN-DC_FDDTDD_1 maxUplinkDutyCycle-FDD-TDD-EN-DC1 and maxUplinkDutyCycle-FDD-TDD-EN-DC2maxUplinkDutyCycle-EN-DC_FDDTDD_2:
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class, and the percentage of EUTRA uplink symbols transmitted in a certain evaluation period is between 40% and 70%, and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle-EN-DC_FDDTDD_1 maxUplinkDutyCycle-FDD-TDD-EN-DC1 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); or
–	if the IE p-maxUE-FR1 as defined in TS 38.331 is not provided or set to the higher value than the maximum output power of the default power class, and the percentage of EUTRA uplink symbols transmitted in a certain evaluation period is no larger than 40%, and the percentage of NR uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle-EN-DC_FDDTDD_2 maxUplinkDutyCycle-FDD-TDD-EN-DC2 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame)
–	shall apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2B.4.
–	else
–	shall apply all requirements for the default power class and set the configured transmitted power as specified sub-clause 6.2B.4;
else
–	shall apply all requirements for the supported power class and set the configured transmitted power as specified sub-clause 6.2B.4;

<<End of change>>
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‘maxUplinkDutyCycle-interBandENDC-FDD-TDD-PC2-r16
Indicates the maximum percertage of symbol during a certain evaluation period
that can be scheduledfor NR uplink ransrrission and EUTRA FDD upink
transmission so s to ensure compliance with appicable electromagnetic energy.
‘absorplion requirements provided by regulatory bodies. This fields only applicable
forinter-band FDD+TDD EN-DC power dlass 2 UE s specfiedin TS 38.101-3 4]
“This capabilty signalling comprises of maxUpinkDutyCycle-FDD-TDD-EN-DC1 and
‘maxUpiinkDutyCycle-FDD-TDD-EN-DC2 which indicate the maxUpinkDuyCydle
‘capailty of NR band correspondingto different LTE reference cofigurations as
described in TS 381013 [4], lause 6.2B.13. Value n30 corresponds to 30%, value
140 corresponds to 40% and so on.
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