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-------------------- #1 Start of change -------------------
[bookmark: _Toc21340855][bookmark: _Toc29805302][bookmark: _Toc36456511][bookmark: _Toc36469609][bookmark: _Toc37254018][bookmark: _Toc37322875][bookmark: _Toc37324281][bookmark: _Toc45889804][bookmark: _Toc52196464][bookmark: _Toc52197444][bookmark: _Toc53173167][bookmark: _Toc53173536][bookmark: _Toc61118802][bookmark: _Toc61119184][bookmark: _Toc61119565]6.3D.3	Transmit ON/OFF time mask for UL MIMO
For UE supporting UL MIMO, the ON/OFF time mask requirements in clause 6.3.3 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
-------------------- #1 End of change --------------------
[bookmark: _Toc21340894][bookmark: _Toc29805341][bookmark: _Toc36456550][bookmark: _Toc36469648][bookmark: _Toc37254057][bookmark: _Toc37322914][bookmark: _Toc37324320][bookmark: _Toc45889843][bookmark: _Toc52196504][bookmark: _Toc52197484][bookmark: _Toc53173207][bookmark: _Toc53173576][bookmark: _Toc61118842][bookmark: _Toc61119224][bookmark: _Toc61119605]6.4D.0	General
For a UE supporting UL MIMO, the transmit modulation quality requirements in clause 6.4 apply. The requirements apply when the UE is configured for 2-layer UL MIMO transmission as specified in Table 6.2D.1.3-36.2D.1.0-1.
The requirement may alternatively be verified in each of the single layer UL MIMO configurations as specified in Table 6.4D.0-1.
Table 6.4D.0-1: Alternative UL MIMO configuration for transmit signal quality tests
	Transmission scheme
	DCI format
	TPMI Index

	Codebook based uplink
	DCI format 0_1
	0

	Codebook based uplink
	DCI format 0_1
	1



-------------------- #2 Start of change -------------------
[bookmark: _Toc21340923][bookmark: _Toc29805371][bookmark: _Toc36456580][bookmark: _Toc36469678][bookmark: _Toc37254087][bookmark: _Toc37322944][bookmark: _Toc37324350][bookmark: _Toc45889873][bookmark: _Toc52196545][bookmark: _Toc52197525][bookmark: _Toc53173248][bookmark: _Toc53173617][bookmark: _Toc61118885][bookmark: _Toc61119267][bookmark: _Toc61119648]6.5D	Output RF spectrum emissions for UL MIMO
[bookmark: _Toc21340924][bookmark: _Toc29805372][bookmark: _Toc36456581][bookmark: _Toc36469679][bookmark: _Toc37254088][bookmark: _Toc37322945][bookmark: _Toc37324351][bookmark: _Toc45889874][bookmark: _Toc52196546][bookmark: _Toc52197526][bookmark: _Toc53173249][bookmark: _Toc53173618][bookmark: _Toc61118886][bookmark: _Toc61119268][bookmark: _Toc61119649]6.5D.1	Occupied bandwidth for UL MIMO
For UE(s) supporting UL MIMO, the occupied bandwidth requirement in clause 6.5.1 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
[bookmark: _Toc21340925][bookmark: _Toc29805373][bookmark: _Toc36456582][bookmark: _Toc36469680][bookmark: _Toc37254089][bookmark: _Toc37322946][bookmark: _Toc37324352][bookmark: _Toc45889875][bookmark: _Toc52196547][bookmark: _Toc52197527][bookmark: _Toc53173250][bookmark: _Toc53173619][bookmark: _Toc61118887][bookmark: _Toc61119269][bookmark: _Toc61119650]6.5D.2	Out of band emissions for UL MIMO
For UE(s) supporting UL MIMO, the out of band emissions requirements in clause 6.5.2 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
[bookmark: _Toc21340926][bookmark: _Toc29805374][bookmark: _Toc36456583][bookmark: _Toc36469681][bookmark: _Toc37254090][bookmark: _Toc37322947][bookmark: _Toc37324353][bookmark: _Toc45889876][bookmark: _Toc52196548][bookmark: _Toc52197528][bookmark: _Toc53173251][bookmark: _Toc53173620][bookmark: _Toc61118888][bookmark: _Toc61119270][bookmark: _Toc61119651]6.5D.3	Spurious emissions for UL MIMO
For UE(s) supporting UL MIMO, the spurious emissions requirements in clause 6.5.3 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
-------------------- #2 End of change --------------------
-------------------- #3 Start of change -------------------
[bookmark: _Toc52196585][bookmark: _Toc52197565][bookmark: _Toc53173288][bookmark: _Toc53173657][bookmark: _Toc61118925][bookmark: _Toc61119307][bookmark: _Toc61119688]7.3D	Reference sensitivity for UL MIMO
For UL MIMO, the reference sensitivity requirements in clause 7.3 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
-------------------- #3 End of change --------------------
-------------------- #4 Start of change -------------------
[bookmark: _Toc52196591][bookmark: _Toc52197571][bookmark: _Toc53173294][bookmark: _Toc53173663][bookmark: _Toc61118931][bookmark: _Toc61119313][bookmark: _Toc61119694]7.4D	Maximum input level for UL MIMO
For UL MIMO, the maximum input level requirements in clause 7.4 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
-------------------- #4 End of change --------------------
-------------------- #5 Start of change -------------------
[bookmark: _Toc52196597][bookmark: _Toc52197577][bookmark: _Toc53173300][bookmark: _Toc53173669][bookmark: _Toc61118937][bookmark: _Toc61119319][bookmark: _Toc61119700]7.5D	Adjacent channel selectivity for UL MIMO
For UL MIMO, the adjacent channel selectivity requirements in clause 7.5 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
-------------------- #5 End of change --------------------
-------------------- #6 Start of change -------------------
[bookmark: _Toc21340967][bookmark: _Toc29805415][bookmark: _Toc36456624][bookmark: _Toc36469722][bookmark: _Toc37254139][bookmark: _Toc37322997][bookmark: _Toc37324403][bookmark: _Toc45889927][bookmark: _Toc52196607][bookmark: _Toc52197587][bookmark: _Toc53173310][bookmark: _Toc53173679][bookmark: _Toc61118947][bookmark: _Toc61119329][bookmark: _Toc61119710]7.6D	Blocking characteristics for UL MIMO
For UL MIMO, the blocking characteristics requirements in clause 7.6 apply. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-36.2D.1.0-1.
-------------------- #6 End of change --------------------

