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[bookmark: _Toc21103392]9	Mobility management
Editor’s note: Intended to capture tests of 
5G Core Network behaviour defined in TS 24.301, TS 24.501 et.al.

Multi-RAT Dual Connectivity behaviour defined in TS 37.340. 
Possible configurations may be handled in the following sub-structure:
a)  E-UTRA–NR DC via EPC with E-UTRA as master (also referred to EN-DC, option 3, 3a, 3x)
b)  E-UTRA–NR DC via 5GC 
      -  with E-UTRA as master (also referred to NGEN-DC, option 7, 7a, 7x)
      -  with NR as master (also referred to NE-DC, option 4, 4A)

[Text skipped here]


9.1.5.2.4.3.3	Specific message contents
Table 9.1.5.2.4.3.3-1: REGISTRATION REQUEST (step 4, Table 9.1.5.2.4.3.2-1; step 3, TS 38.508-1 [4] Table 4.9.5.2.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.7.1-6.

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration type
	'00xxx010'
	mobility registration updating

x - not checked
	

	5GS mobile identity
	Active 5G-GUTI assigned in the preamble
	
	

	5GMM capability
	Any value
	
	

	Last visited registered TAI
	The TAI of the NGC Cell A, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	S1 UE network capability
	If included then Any value
	Shall be included if S1 mode indicated as supported in the IE '5GMM capability'
	



Table 9.1.5.2.4.3.3-2: REGISTRATION ACCEPT (step 4, Table 9.1.5.2.4.3.2-1; step 4, TS 38.508-1 [4] Table 4.9.5.2.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.7.1-7.

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration result
	
	
	

	  5GS registration result value
	'001'
	3GPP access
	

	  SMS allowed
	'0'
	SMS over NAS not allowed
	

	5G-GUTI
	Active 5G-GUTI assigned in the preamble
	
	

	TAI list
	
	
	

	  Type of list
	"00"
	list of TACs belonging to one PLMN, with non-consecutive TAC values
	

	  MCC
	The MCC of the PLMN to which the NGC Cell A, NGC Cell B and NGC Cell D belong to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	  MNC
	The MNC of the PLMN to which the NGC Cell A, NGC Cell B and NGC Cell D belong to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	  TAC 1
	The TAI of the NGC Cell A, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	PDU session status
	If PDU session status was included in the REGISTRATION REQUEST, the indicated as active PDN sessions shall be confirmed as active
	
	



[bookmark: _Toc21103430]9.1.5.2.5	Void
9.1.5.2.6	Void

[Text skipped here]

[bookmark: _Toc21103481]10	Session management
[bookmark: _Toc21103482]10.1	5GS session management
Editor’s note: Intended to capture tests of 5G Core Network behaviour defined in TS 24.301, TS 24.501 et.al. (TR 24.890).
FFS.

[Text skipped here]

[bookmark: _Toc21103516]11	Multi-layer and ServicesProcedures
[bookmark: _Toc21103517]11.1	5GS / \EPS Fallback
[bookmark: _Toc21103527][bookmark: historyclause]
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