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< Unchanged sections omitted >
Table F.1.1.2-4 Maximum test system uncertainty for RRM requirements for SA FR1 test cases
	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	6.1.1.1 NR SA FR1 cell re-selection
	Noc ±1.5 dB
Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	6.1.1.2 NR SA FR1-FR1 cell re-selection
	Noc1 ±1.5 dB
Ês1 / Noc1 ±0.3 dB
Noc2 ±1.5 dB
Ês2 / Noc2 ±0.3 dB
	Note:
Noc1 is the AWGN on cell 1 frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2  is the AWGN on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	6.1.2.1 NR SA FR1 – E-UTRA cell re-selection to higher priority E-UTRA
	Noc1 ±1.5 dB
Ês1 / Noc1 ±0.3 dB
Noc2 ±1.5 dB
Ês2 / Noc2 ±0.3 dB
	Note:
Noc1 is the AWGN on cell 1 (NR) frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2  is the AWGN on cell 2 (E-UTRAN) frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	6.1.2.2 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA
	Same as 6.1.2.1
	Same as 6.1.2.1

	6.3.1.1 NR SA FR1 handover with known target cell
	Average Noc ±1.5 dB
Average Ês1 / Noc ±0.3 dB
Average Ês2 / Noc ±0.3 dB
Meas PRB Noc ±1.5 dB
Meas PRB Ês1 / Noc ±0.3 dB Meas PRB Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

Meas PRB are the measurement PRB for SS-RSRP #RBJ to RBJ+19

	<< Rows skipped >>
	
	


< Unchanged sections omitted >
Table F.1.3.2-2: Derivation of test requirements for NR SA FR1 RRM tests
	Test
	Minimum requirement in TS 38.133 [6]
	Test tolerance
(TT)
	Test requirement in TS 38.533

	6.1.1.1 NR SA FR1 cell re-selection
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: +13dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
0.45dB

During T3:
0dB
0.45dB
0dB
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16.45dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16.45dB
Ês2 / Noc: +13dB

	6.1.1.2 NR SA FR1-FR1 cell re-selection
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -4dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -infinity

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: +12dB
	During T1:
0dB
-2dB
1.6dB
0.4dB

During T2:
0dB
0dB
1.6dB
0dB

During T3:
0dB
0dB
1.6dB
1.6dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -100dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -3.6dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -infinity

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: 13.6dB

	6.1.2.1 NR SA FR1 – E-UTRA cell re-selection to higher priority E-UTRA
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: +12dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -4dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
1.6dB
1.6dB

During T3:
0dB
-2dB
1.6dB
0.4dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: 13.6dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -100dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -3.6dB

	6.1.2.2 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: -4dB
Ês2 / Noc2: +14dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +12dB
Ês2 / Noc2: +14dB
	During T1:
-2dB
0dB
0.4dB
1.6dB

During T2:
0dB
0dB
1.6dB
0dB
	During T1:
Noc1: -100dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: -3.6dB
Ês2 / Noc2: +15.6dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +13.6dB
Ês2 / Noc2: +14dB

	6.3.1.1 NR SA FR1 handover with known target cell
	TEST CONFIGURATION 1, 2
A3-Offset: 0dB
	
-1dB
	
A3-Offset: -1dB

	
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0.8dB
-10dB

During T3:
0dB
0dB
0dB
-10dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8.8dB
Ês2 / Noc2: +101dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +101dB

	
	TEST CONFIGURATION 3
A3-Offset: 0dB
	
-1dB
	
A3-Offset: -1dB

	
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
-1dB

During T3:
0dB
0dB
0dB
-1dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +10dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +10dB

	6.3.1.2 NR SA FR1 handover with unknown target cell
	A3-Offset: 0dB

During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +8dB
	-1dB

During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
1.5dB
	A3-Offset: -1dB

During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +9.5dB

	6.3.1.3 NR SA FR1-FR1 Handover with unknown Target Cell
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 4dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +4dB
Ês2 / Noc2: +5dB

	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
1.7dB

	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 4dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +4dB
Ês2 / Noc2: +6.7dB
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