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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc21353631][bookmark: _Toc27749245][bookmark: _Toc36228049][bookmark: _Toc36228345][bookmark: _Toc36228800][bookmark: _Toc36229017][bookmark: _Toc44454602][bookmark: _Toc44455054]4.3.1.3	Test frequencies for NR band combinations between FR1 and FR2
[bookmark: _Toc21353632][bookmark: _Toc27749246][bookmark: _Toc36228050][bookmark: _Toc36228346][bookmark: _Toc36228801][bookmark: _Toc36229018][bookmark: _Toc44454603][bookmark: _Toc44455055]4.3.1.3.1	NR inter-band CA configurations between FR1 and FR2
[bookmark: _Toc21353633][bookmark: _Toc27749247][bookmark: _Toc36228051][bookmark: _Toc36228347][bookmark: _Toc36228802][bookmark: _Toc36229019][bookmark: _Toc44454604][bookmark: _Toc44455056]4.3.1.3.2	Inter-band NR-DC configurations between FR1 and FR2
[bookmark: _Toc27749248][bookmark: _Toc36228052][bookmark: _Toc36228348][bookmark: _Toc36228803][bookmark: _Toc36229020][bookmark: _Toc44454605][bookmark: _Toc44455057]4.3.1.3.2.1	NR-DC configurations between FR1 and FR2 (two bands)
Table 4.3.1.3.2.1-1: NR-DC configurations between FR1 and FR2 (two bands)
	NR CA
NR-DC configuration
	UL Uplink NR-DC configuration
	NR FR1 downlink configuration 1
	NR FR2 downlink configuration 2
	NR FR1 uplink configuration 1
	NR FR2 uplink configuration 2
	Applicable for protocol testing
(Note 1)

	DC_n78A-n257A
	DC_n78A-n257A
	n78A
	n257A
	n78A
	n257A
	Yes

	DC_n78A-n257G
	DC_n78A-n257A
	n78A
	CA_ n257G
	n78A
	n257A
	No

	DC_n78A-n257H
	DC_n78A-n257A
	n78A
	CA_ n257H
	n78A
	n257A
	No

	DC_n78A-n257I
	DC_n78A-n257A
	n78A
	CA_ n257I
	n78A
	n257A
	No

	DC_n79A-n257A
	DC_n79A-n257A
	n79A
	n257A
	n79A
	n257A
	Yes

	DC_n79A-n257G
	DC_n79A-n257A
	n79A
	CA_ n257G
	n79A
	n257A
	No

	DC_n79A-n257H
	DC_n79A-n257A
	n79A
	CA_ n257H
	n79A
	n257A
	No

	DC_n79A-n257I
	DC_n79A-n257A
	n79A
	CA_ n257I
	n79A
	n257A
	No

	Note 1:	Protocol testing is limited to NR-DC configurations with 2CC.
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