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<< Unchanged sections omitted >>
[bookmark: _Toc27478774][bookmark: _Toc36227488]F.1.2	Measurement of transmitter
Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests
	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.1 UE maximum output power
	f ≤ 3.0GHz
±0.7 dB, BW ≤ 40MHz
±1.4 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.0 dB, BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±1.3 dB, BW ≤ 20MHz
±1.5 dB, 20MHz < BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz
	

	6.2.2 Maximum Power Reduction (MPR)
	f ≤ 3.0GHz
±0.7 dB, BW ≤ 40MHz
±1.4 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.0 dB, BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±1.3 dB, BW ≤ 20MHz
±1.5 dB, 20MHz < BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz
	

	6.2.3 UE additional maximum output power reduction
	f ≤ 3.0GHz
±0.7 dB, BW ≤ 40MHz
±1.4 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.0 dB, BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±1.3 dB, BW ≤ 20MHz
±1.5 dB, 20MHz < BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz
	

	6.2.4 Configured transmitted power
	f ≤ 3.0GHz
±0.7 dB, BW ≤ 40MHz
±1.4 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.0 dB, BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±1.3 dB, BW ≤ 20MHz
±1.5 dB, 20MHz < BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz
	

	6.2A.1.1 UE maximum output power for CA (2UL CA)
	For Inter-band CA
MAX (MUCC1, MUCC2)
	MUCCX is MU of each UL CC specified in single UL case 6.2.1.

	6.2A.2.1 UE maximum output power reduction for CA (2UL CA)
	For Inter-band CA
[bookmark: OLE_LINK34]MAX (MUCC1, MUCC2)
For intra-band contiguous CA
Aggregated BW ≤ 100M: same as 6.2.2 for sum of  powers of all CCs
Aggregated BW > 100M: TBD
	MUCCX is MU of each UL CC specified in single UL case 6.2.2.

	6.2A.3.1 UE additional maximum output power reduction CA (2UL CA)
	For Inter-band CA
MAX (MUCC1, MUCC2)
	MUCCX is MU of each UL CC specified in single UL case 6.2.3.

	6.2A.4.1 Configured transmitted power for CA (2UL CA)
	For Inter-band CA
MAX (MUCC1, MUCC2)
For intra-band contiguous CA
Aggregated BW ≤ 100M: same as 6.2.2 for sum of  powers of all CCs
Aggregated BW > 100M: TBD
	MUCCX is MU of each UL CC specified in single UL case 6.2.4.

	6.2C.1 Configured transmitted power for SUL
	Same as 6.2.4
	

	6.2C.3 UE maximum output power for SUL
	Same as 6.2.1
	

	6.2C.4 UE maximum output power reduction for SUL
	Same as 6.2.2
	

	6.2C.5 UE additional maximum output power reduction for SUL
	Same as 6.2.3
	

	6.2D.1 UE maximum output power for UL MIMO
	Same as 6.2.1 for the sum of power at each of UE antenna connector
	MU is for the sum of power at each of UE antenna connector, and is the same as the MU of single antenna port in 6.2.1 with SNR assumption reduced by 3dB compared to the single antenna case.

	6.2D.2 UE maximum output power reduction for UL MIMO
	Same as 6.2.2 for the sum of power at each of UE antenna connector
	MU is for the sum of power at each of UE antenna connector, and is the same as the MU of single antenna port in 6.2.2 with SNR assumption reduced by 3dB compared to the single antenna case.

	6.2D.3 UE additional maximum output power reduction for UL MIMO
	Same as 6.2.3 for the sum of power at each of UE antenna connector
	MU is for the sum of power at each of UE antenna connector, and is the same as the MU of single antenna port in 6.2.3 with SNR assumption reduced by 3dB compared to the single antenna case.

	6.2D.4 Configured transmitted power for UL MIMO
	Same as 6.2.4 for the sum of power at each of UE antenna connector
	MU is for the sum of power at each of UE antenna connector, and is the same as the MU of single antenna port in 6.2.4 with SNR assumption reduced by 3dB compared to the single antenna case.

	6.3.1 Minimum output power
	f ≤ 3.0GHz
±1.0 dB, BW ≤ 40MHz
±1.4 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.3 dB, BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±1.5 dB, BW ≤ 40MHz
±1.8 dB, 40MHz < BW ≤ 100MHz
	

	6.3.2 Transmit OFF power
	f ≤ 3.0GHz
±1.5 dB, BW ≤ 40MHz
±1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.8 dB, BW ≤ 40MHz
±1.9 dB, 40MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±2.0 dB, BW ≤ 20MHz
±2.1 dB, 20MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz
	

	6.3.3.2 General ON/OFF time mask
	f ≤ 3.0GHz
±1.5 dB, BW ≤ 40MHz
±1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.8 dB, BW ≤ 40MHz
±1.9 dB, 40MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±2.0 dB, BW ≤ 20MHz
±2.1 dB, 20MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz
	

	6.3.3.4 PRACH time mask
	f ≤ 3.0GHz
±1.5 dB, BW ≤ 40MHz
±1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.8 dB, BW ≤ 40MHz
±1.9 dB, 40MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±2.0 dB, BW ≤ 20MHz
±2.1 dB, 20MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz
	

	6.3.3.6 SRS time mask
	f ≤ 3.0GHz
±1.5 dB, BW ≤ 40MHz
±1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.8 dB, BW ≤ 40MHz
±1.9 dB, 40MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±2.0 dB, BW ≤ 20MHz
±2.1 dB, 20MHz < BW ≤ 80MHz
±2.2 dB, 80MHz < BW ≤ 100MHz
	

	6.3.4.2 Absolute power tolerance
	f ≤ 3.0GHz
±1.0 dB, BW ≤ 40MHz
±1.6 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 4.2GHz
±1.4 dB, BW ≤ 40MHz
±1.9 dB, 40MHz < BW ≤ 100MHz

4.2GHz < f ≤ 6.0GHz
±2.0 dB, BW ≤ 20MHz
±2.1 dB, 20MHz < BW ≤ 40MHz
±2.2 dB, 80MHz < BW ≤ 100MHz
	Test System uncertainty = SQRT (UL Meas Uncer2 + DL Meas Uncer2)

	6.3.4.3 Power Control Relative power tolerance
	±0.7 dB, BW ≤ 40MHz
±1.0 dB, 40MHz < f ≤ 100MHz
	

	6.3.4.4 Aggregate power tolerance
	±0.7 dB, BW ≤ 40MHz
±1.0 dB, 40MHz < f ≤ 100MHz
	

	6.3A.1.1 Minimum output power for CA (2UL CA)
	Same as 6.3.1 for each CC
	

	6.3A.3.1 Transmit ON/OFF time mask for CA (2UL CA)
	Same as 6.3.3.2 for each CC
	

	6.3A.4.1.1	Absolute power tolerance for CA (2UL CA)
	Same as 6.3.4.2 for each CC
	

	6.3A.4.2.1	Power Control Relative power tolerance for CA (2UL CA)
	Same as 6.3.4.3 for each CC
	

	6.3A.4.3.1	Aggregate power tolerance for CA (2UL CA)
	Same as 6.3.4.4 for each CC
	

	6.3D.1 Minimum output power for UL MIMO
	Same as 6.3.1 for the sum of power at each of UE antenna connector
	MU is for the sum of power at each of UE antenna connector, and is the same as the MU of single antenna port in 6.3.1 with SNR assumption reduced by 3dB compared to the single antenna case.

	6.3D.2 Transmit OFF power for UL MIMO
	Same as 6.3.2 for each antenna
	

	6.3D.3 Transmit ON/OFF time mask for UL MIMO
	Same as 6.3.3.2 for each antenna
	

	6.3D.4.1 Absolute Power tolerance
	Same as 6.3.4.2 for the sum of power at each of UE antenna connector
	MU is for the sum of power at each of UE antenna connector, and is the same as the MU of single antenna port in 6.3.4.2 with SNR assumption reduced by 3dB compared to the single antenna case.

	6.3D.4.2 Relative Power tolerance
	±0.9 dB, BW ≤ 40MHz 
±1.4 dB, 40MHz < f ≤ 100MHz
	MU is for the sum of power at each of UE antenna connector

	6.3D.4.3 Aggregate Power tolerance
	Same as 6.3.4.4 for the sum of power at each of UE antenna connector
	MU is for the sum of power at each of UE antenna connector, and is the same as the MU of single antenna port in 6.3.4.4 with SNR assumption reduced by 3dB compared to the single antenna case.


<< Unchanged sections omitted >>
[bookmark: _Toc27478779][bookmark: _Toc36227493]F.3.2	Measurement of transmitter
Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)
	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	6.2.1 UE maximum output power
	f ≤ 3.0GHz
0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2.2 Maximum Power Reduction (MPR)
	f ≤ 3.0GHz
0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2.3 UE additional maximum output power reduction
	f ≤ 3.0GHz
0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2.4 Configured transmitted power
	f ≤ 3.0GHz
0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2A.1.1 UE maximum output power for CA (2UL CA)
	For Inter-band CA
MAX (TTCC1, TTCC2)
	TTCCX is TT of each UL CC specified in single UL case 6.2.1.

	6.2A.2.1 UE maximum output power reduction for CA (2UL CA)
	For Inter-band CA
MAX (TTCC1, TTCC2)
For intra-band contiguous CA
Aggregated BW ≤ 100M: same as 6.2.2 for sum of powers of all CCs
Aggregated BW > 100M: TBD
	TTCCX is TT of each UL CC specified in single UL case 6.2.2.

	6.2A.3.1 UE additional maximum output power reduction CA (2UL CA)
	For Inter-band CA
MAX (TTCC1, TTCC2)
	TTCCX is TT of each UL CC specified in single UL case 6.2.3.

	6.2A.4.1 Configured transmitted power for CA (2UL CA)
	For Inter-band CA
MAX (TTCC1, TTCC2)
For intra-band contiguous CA
Aggregated BW ≤ 100M: same as 6.2.4 for sum of powers of all CCs
Aggregated BW > 100M: TBD
	TTCCX is TT of each UL CC specified in single UL case 6.2.4.

	6.2C.1 Configured transmitted power for SUL
	Same as 6.2.4
	Same as 6.2.4

	6.2C.3 UE maximum output power for SUL
	Same as 6.2.1
	Same as 6.2.1

	6.2C.4 UE maximum output power reduction for SUL
	Same as 6.2.2
	Same as 6.2.2

	6.2C.5 UE additional maximum output power reduction for SUL
	Same as 6.2.3
	Same as 6.2.3

	6.2D.1 UE maximum output power for UL MIMO
	Same as 6.2.1 for the sum of power at each of UE antenna connector
	Same as 6.2.1

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2D.2 UE maximum output power reduction for UL MIMO
	Same as 6.2.2 for the sum of power at each of UE antenna connector
	Same as 6.2.2

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2D.3 UE additional maximum output power reduction for UL MIMO
	Same as 6.2.3 for the sum of power at each of UE antenna connector
	Same as 6.2.3

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2D.4 Configured transmitted power for UL MIMO
	Same as 6.2.4 for the sum of power at each of UE antenna connector
	Same as 6.2.4

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3.1 Minimum output power
	f ≤ 3.0GHz
1.0 dB, BW ≤ 40MHz
1.3 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.3 dB, BW ≤ 100MHz
	Minimum requirement + TT

	6.3.2 Transmit OFF power
	f ≤ 3.0GHz
1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.8 dB, BW ≤ 100MHz
	Minimum requirement + TT

	6.3.3.2 General ON/OFF time mask
	f ≤ 3.0GHz
1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.8 dB, BW ≤ 100MHz
	OFF Power:
Minimum requirement + TT

ON Power:
Upper limit + TT, Lower limit - TT

	6.3.3.4 PRACH time mask
	f ≤ 3.0GHz
1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.8 dB, BW ≤ 100MHz
	OFF Power:
Minimum requirement + TT

ON Power:
Upper limit + TT, Lower limit - TT

	6.3.3.6 SRS time mask
	f ≤ 3.0GHz
1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.8 dB, BW ≤ 100MHz
	OFF Power:
Minimum requirement + TT

ON Power:
Upper limit + TT, Lower limit - TT

	6.3.4.2 Absolute power tolerance
	UL Power ≥ 0dBm

f ≤ 3.0GHz
1.0 dB, BW ≤ 40MHz
1.4 dB, 40MHz < BW ≤ 100MHz

3.0GHz < f ≤ 6.0GHz
1.4 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit – TT

	6.3.4.3 Power Control Relative power tolerance
	0.7 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit – TT


	6.3.4.4 Aggregate power tolerance
	0.7 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit – TT

	6.3A.1.1 Minimum output power for CA (2UL CA)
	Same as 6.3.1
	Minimum requirement + TT

	6.3A.3.1 Transmit ON/OFF time mask for CA (2UL CA)
	Same as 6.3.3.2
	Minimum requirement + TT

	6.3A.4.1.1	Absolute power tolerance for CA (2UL CA)
	Same as 6.3.4.2 for each CC
	Upper limit + TT, Lower limit – TT

	6.3A.4.2.1	Power Control Relative power tolerance for CA (2UL CA)
	Same as 6.3.4.3 for each CC
	Upper limit + TT, Lower limit – TT


	6.3A.4.3.1	Aggregate power tolerance for CA (2UL CA)
	Same as 6.3.4.4 for each CC
	Upper limit + TT, Lower limit – TT

	6.3C.1 Minimum output power for SUL
	Same as 6.3.1
	Same as 6.3.1

	6.3C.2 Transmit OFF power for SUL
	Same as 6.3.2
	Same as 6.3.2

	6.3C.3 Transmit ON/OFF time mask for SUL
	Same as 6.3.3.2
	Same as 6.3.3.2

	6.3C.4.1 Absolute power tolerance for SUL
	Same as 6.3.4.2
	Same as 6.3.4.2

	6.3C.4.2 Power Control Relative power tolerance for SUL
	Same as 6.3.4.3
	Same as 6.3.4.3

	6.3C.4.3 Aggregate power tolerance for SUL
	Same as 6.3.4.4
	Same as 6.3.4.4

	6.3D.1 Minimum output power for UL MIMO
	Same as 6.3.1 for the sum of power at each of UE antenna connector
	Same as 6.3.1

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3D.2 Transmit OFF power for UL MIMO
	Same as 6.3.2 for each antenna
	Same as 6.3.2

Uplink power measurement applies to each Tx antenna connector

	6.3D.3 Transmit ON/OFF time mask for UL MIMO
	Same as 6.3.3.2 for each antenna
	Same as 6.3.3

Uplink power measurement applies to each Tx antenna connector

	6.3D.4.1 Absolute Power tolerance
	Same as 6.3.4.2 for the sum of power at each of UE antenna connector
	Same as 6.3.4.2

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3D.4.2 Relative Power tolerance
	Same as 6.3.4.3 for the sum of power at each of UE antenna connector
	Same as 6.3.4.3

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3D.4.3 Aggregate Power tolerance
	Same as 6.3.4.4 for the sum of power at each of UE antenna connector
	Same as 6.3.4.4

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.4.1 Frequency Error
	15 Hz
	Modulated carrier frequency:
Upper limit + TT, Lower limit – TT

DL power:
REFSENS + TT

	6.4.2.1 Error Vector Magnitude
	For up to 64QAM
0%

For 256QAM
f ≤ 6.0GHz, BW ≤ 100MHz
0.3%, 15dBm < PUL
0.8%, -25dBm < PUL ≤ 15dBm, 
1.1%, -40dBm ≤ PUL ≤ -25dBm
	Minimum requirement + TT


<< End of changes >>

