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Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
/skip unchanged sections
	8.1.3.2
	Inter-RAT measurements
	
	
	

	8.1.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.3
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / RSRQ based measurements
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.4
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / SINR based measurements
	Rel-15
	C50
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting and SS-SINR measurements

	8.1.3.2.6
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / NR to UTRA
	Rel-16
	Cxxx
	

	8.1.3.2.7
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / NR to UTRA
	Rel-16
	Cxxx
	

	8.1.3.3
	Measurements for self-optimized networks
	
	
	



/skip unchanged sections

Table 4.1-3b: Additional Information of Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
/skip unchanged sections
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	8.1.1
	
	
	
	

	8.1.1.3
	
	
	
	

	8.1.1.3.2
	
	
	
	Rel-15 E-UTRA

	8.1.1.3.4
	
	
	
	Rel-15 E-UTRA

	8.1.3
	
	
	
	

	8.1.3.1
	
	
	
	

	8.1.3.1.2
	
	
	
	

	8.1.3.1.3
	
	
	If 8.1.3.1.2 is executed this test case is optional (Note 2)
	

	8.1.3.1.4
	
	
	If 8.1.3.1.2 or 8.1.3.1.3 is executed this test case is optional (Note 2)
	

	8.1.3.1.5
	
	
	If 8.1.3.1.6 is executed this test case is optional (Note 2)
	

	8.1.3.1.6
	
	
	
	

	8.1.3.1.7
	
	
	If 8.1.3.1.5 or 8.1.3.1.6 is executed this test case is optional (Note 2)
	

	8.1.3.1.8
	
	
	If 8.1.3.1.9 or 8.1.3.1.10 is executed this test case is optional (Note 2)
	

	8.1.3.1.9
	
	
	If 8.1.3.1.10 is executed this test case is optional (Note 2)
	

	8.1.3.1.10
	
	
	
	

	8.1.3.2
	
	
	
	

	8.1.3.2.6
	
	
	
	Rel-16 UTRA

	8.1.3.2.7
	
	
	
	Rel-16 UTRA



/skip unchanged sections

Table 4.1-5a: Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
/skip unchanged sections
	Clause
	TC Title
	Release
	Applicability


	
	
	
	Condition
	Comment

	11
	Multi-layer and Services
	
	
	

	11.1
	5GS / EPS fallback
	
	
	

	11.1.1
	MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.2
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.3
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.4
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode with N26 interface / E-UTRAN cell reselection using cell status barred / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.5
	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode without N26 interface / E-UTRAN cell reselection using cell status reservation / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	11.1.6
	MT MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback

	11.1.7
	Emergency call setup from NR RRC_IDLE / Emergency Services Fallback to EPS with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C47
	UEs supporting 5G Core and E-UTRA and EPS IMS emergency call (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and Emergency Services Fallback in NR connected to 5GCN

	11.1.9
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / voiceFallbackIndication
	Rel-16
	C95
	UEs supporting 5G Core and E-UTRA and EPS IMS (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") Voice and EPS fallback and voiceFallbackIndication

	11.2
	5G-SRVCC
	
	
	

	11.2.1
	5G-SRVCC from NG-RAN to 3GPP UTRAN
	Rel-16
	Cxxx
	



/skip unchanged sections

Table 4.1-5b: Additional Information of Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
/skip unchanged sections
	Clause
	Specific ICS and IXIT
	Comment
	Number of TC Executions
	Release other RAT

	11
	
	
	
	

	11.1
	
	
	
	

	11.1.1
	
	
	
	Rel-15 E-UTRA

	11.1.2
	
	
	
	Rel-15 E-UTRA

	11.1.3
	
	
	
	Rel-15 E-UTRA

	11.1.4
	
	
	
	Rel-15 E-UTRA

	11.1.5
	
	
	
	Rel-15 E-UTRA

	11.1.6
	
	
	
	Rel-15 E-UTRA

	11.1.7
	
	
	
	Rel-15 E-UTRA

	11.2
	
	
	
	

	11.2.1
	
	
	
	Rel-16 UTRA



/skip unchanged sections

Table 4.2-1: Applicability of Protocol conformance test cases Conditions
/skip unchanged sections
	C106
	IF A.4.1-5/1 AND A.4.3.10-1/1 THEN R ELSE N/A
	UE supporting 5G core and NR sidelink mode 1 transmission

	C107
	IF A.4.3.2-1/XX THEN R ELSE N/A
	UE’s supporting multi-DCI based multi-TRP

	Cxxx
	IF IF A.4.1-5/1 AND [10] A.4.1-1/6 AND A.4.3.8-1/11 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and NR to UTRA-FDD CELL_DCH CS handover



