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	Reason for change:
	Currently emergency bearer services over S1 is indicated only for rel-9 which is not correct, as this is applicable for all releases from Rel-9 onwards

	
	


	Summary of change:
	The value of IE “EPS network feature support” in the table 4.7.2-1 is set corresponding to “IMS voice over PS session in S1 mode supported, emergency bearer services in S1 mode supported” as default and the value corresponding to “IMS voice over PS session in S1 mode supported” is set for Rel-8 only. 
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<Start of modified section>
[bookmark: _Toc27403011][bookmark: _Toc35976675][bookmark: _Toc35977621][bookmark: _Toc36028929][bookmark: _Toc43822259][bookmark: _Toc52167369]4.7.2	Contents of EMM messages
[bookmark: _Toc27403012][bookmark: _Toc35976676][bookmark: _Toc35977622][bookmark: _Toc36028930][bookmark: _Toc43822260][bookmark: _Toc52167370]-	ATTACH ACCEPT
This message is sent by the SS to the UE.
Table 4.7.2-1: ATTACH ACCEPT
	Derivation Path: 24.301 clause 8.2.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Security header type
	'0000'B
	Plain NAS message, not security protected
	

	Attach accept message identity
	'0100 0010'B
	Attach accept
	

	EPS attach result
	'0001'B
	EPS only
	EPS_only

	
	'0010'B
	combined EPS/IMSI attach
	combined_EPS_IMSI

	Spare half octet
	'0000'B
	
	

	T3412 value
	
	
	

	  Timer value
	'0 0000'B
	
	

	  Unit
	'111'B
	value indicates that the timer is deactivated.
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'0000 0110'B
	6 octets
	

	  Partial tracking area identity list 1
	
	
	

	    Number of elements
	'0 0000'B
	1 element
	

	    Type of list
	'00'B
	list of TACs belonging to one PLMN, with non-consecutive TAC values
	

	    MCC
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	    MNC
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	    TAC 1
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	ESM message container
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message to activate the default bearer
	
	

	ESM message container
	ESM DUMMY MESSAGE
	
	CIoT_Attach_WithoutPDN

	GUTI
	
	
	

	  Length of EPS mobile identity contents
	'0000 1011'B
	11 octets
	

	  Type of identity
	'110'B
	GUTI
	

	  Odd/even indication
	'0'B
	even number of identity digits and also when the GUTI is used
	

	  MCC
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	  MNC
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	  MME Group ID
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	  MME Code
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	  M-TMSI
	See table 4.4.2-2 in this document
	For NAS test cases, see table 6.3.2.2-1.
	

	Location area identification
	Not present
	
	EPS_only

	Location area identification
	
	
	combined_EPS_IMSI

	  MCC
	MCC of the EUTRA cell from which this message is sent
	
	

	  MNC
	MCC of the EUTRA cell from which this message is sent
	
	

	  LAC
	1
	
	

	MS identity
	Not present
	
	EPS_only

	MS identity
	
	
	combined_EPS_IMSI

	  Length of mobile identity contents
	'0000 0101'B
	5 octets
	

	  Type of identity
	'100'B
	TMSI/P-TMSI/M-TMSI
	

	  Odd/even indication
	'0'B
	even number of identity digits and also when the TMSI/P-TMSI or TMGI and optional MBMS Session Identity is used
	

	  TMSI
	TMSI-1
	
	

	EMM cause
	Not present
	
	

	T3402 value
	Not present
	
	

	T3423 value
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	Emergency number list
	Not present
	
	

	EPS network feature support
	'0000 0001'B
	IMS voice over PS session in S1 mode supported
	

	EPS network feature support
	'0000 0011'B
	IMS voice over PS session in S1 mode supported, emergency bearer services in S1 mode supported
	Rel-9

	EPS network feature support
	'0000 0001'B
	IMS voice over PS session in S1 mode supported
	Rel-8

	EPS network feature support
	‘1000 0011 0000 1111’B
	IMS voice over PS session in S1 mode, emergency bearer services in S1 mode, CP CIoT, ePCO, HC-CP CIoT, S1-U data and UP CIoT supported
	CIoT

	EPS network feature support
	‘1100 0000 0000 1100’B
	CIoT control plane optimization indicated, Attach Without PDN supported, ePCO supported, Header Compression for CIoT control plane supported
	CIoT_CP  AND pc_NB

	EPS network feature support
	‘1000 0000 0000 1011’B
	CP CIoT supported, ePCO supported, S1-U data transfer supported, CIoT user plane optimization indicated
	CIoT_UP AND pc_NB

	EPS network feature support
	‘1000 0000 0000 1010’B
	CP CIoT supported, ePCO supported, S1-U data transfer only indicated
	S1-U Only AND pc_NB

	EPS network feature support
	‘0010 0000 0000 0000’B
	EXTENDED SERVICE REQUEST for packet services indicated
	ESRPS

	EPS network feature support
	'0000 0011 0000 1000'B
	- IMS voice over PS session in S1 mode supported
- emergency bearer services in S1 mode supported
- ePCO supported
- Interworking without N26 interface not supported
	NR

	Additional update result
	Not present
	
	

	Additional update result
	‘0010’ B
	“SMS only”
	additional_update_result_SMS OR CIoT_SMSOnly  

	T3412 extended value
	Not present
	
	Rel-10

	T3324 value
	Not present
	
	

	Extended DRX parameters
	Not present
	
	

	DCN-ID
	Not present
	
	

	SMS services status
	Not present
	
	

	Non-3GPP NW provided policies
	Not present
	
	

	T3448 value
	Not present
	
	

	Network policy
	Not present
	
	

	T3447 value
	Not present
	
	

	Extended emergency number list
	Not present
	
	

	Ciphering key data
	Not present
	
	




<End of modified section>


