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1. [bookmark: _Toc122434485][bookmark: _Toc56685967]Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc56685968]Corrections required

[bookmark: _Toc23560][bookmark: _Toc56685969]2.1 Change 1  
	Function name
	fl_TC_9_1_7_2_Body

	[bookmark: OLE_LINK3]Reason for change
	At step 2-3, “SS transfers rrcReconfiguration to release user-plane resources of UE for the PDU session”. Corresponding SS side resources should also be released.

	Summary of change
	Add DRB release at SS side at steps 2-3

	TTCN module
	Service_Request_NR5GC

	MCC160 Comment
	



Before Change:
	[bookmark: OLE_LINK2]function fl_TC_9_1_7_2_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB2;
    var charstring v_NSSAI := f_ConvertS_NSSAI_ForATCommand (cs_S_NSSAI_SST1eMBB);
    var template (omit) QosFlow_Identification_Type v_QosFlowId;
    var DRB_ToReleaseList v_DRBToReleaseList;
    var template (value) RadioBearerConfig v_RadioBearerConfig;
    var SDAP_SDUList_Type v_SDAP_Data := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) }; //Create the IP Data
    var template (value) PDU_SessionStatus v_PDUSessionStatus;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var integer v_PSI;
    var boolean v_Result := false;
    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext; //@sic R5s200716 sic@
    var template (value) CellGroupConfig v_CellGroupConfig; //@sic R5s200716 sic@
    var NR_RLC_BearerToReleaseList_Type v_RlcToReleaseList; //@sic R5s200716 sic@

…………………
  

    //@siclog "Steps 2 - 3" siclog@
    //The SS transmits an RRCReconfiguration message to release User-plane resources for the PDU session.
    //@sic R5s201129 sic@ f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig);
    v_RlcToReleaseList := {f_NR_LogicalChannelId_DRB(f_NR_GetDefaultDRB_ForFirstNonIMSPDUSession())}; //@sic R5s200716 sic@
    v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG , //@sic R5s200716 sic@
                                                   omit,
                                                   v_RlcToReleaseList,
                                                   omit,
                                                   omit,
                                                   omit);
    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig))); //@sic R5s200716 sic@
    f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig, v_V1530Ext); //@sic R5s200716 sic@
    
    //@siclog "Steps 4" siclog@
…………….
}




After Change:
	function fl_TC_9_1_7_2_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB2;
    var charstring v_NSSAI := f_ConvertS_NSSAI_ForATCommand (cs_S_NSSAI_SST1eMBB);
    var template (omit) QosFlow_Identification_Type v_QosFlowId;
    var DRB_ToReleaseList v_DRBToReleaseList;
    var template (value) RadioBearerConfig v_RadioBearerConfig;
    var SDAP_SDUList_Type v_SDAP_Data := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) }; //Create the IP Data
    var template (value) PDU_SessionStatus v_PDUSessionStatus;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var integer v_PSI;
    var boolean v_Result := false;
    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext; //@sic R5s200716 sic@
    var template (value) CellGroupConfig v_CellGroupConfig; //@sic R5s200716 sic@
    var NR_RLC_BearerToReleaseList_Type v_RlcToReleaseList; //@sic R5s200716 sic@

    var template (value) NR_RadioBearerList_Type v_RadioBearerDrbList;
    var integer k;
    var IntegerList_Type v_DrbList;
    
   
…………


    //@siclog "Steps 2 - 3" siclog@
    //The SS transmits an RRCReconfiguration message to release User-plane resources for the PDU session.
    //@sic R5s201129 sic@ f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig);
    v_RlcToReleaseList := {f_NR_LogicalChannelId_DRB(f_NR_GetDefaultDRB_ForFirstNonIMSPDUSession())}; //@sic R5s200716 sic@
    v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG , //@sic R5s200716 sic@
                                                   omit,
                                                   v_RlcToReleaseList,
                                                   omit,
                                                   omit,
                                                   omit);
    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig))); //@sic R5s200716 sic@
    f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig, v_V1530Ext); //@sic R5s200716 sic@

    v_DrbList := f_NR_GetActiveDRBs(v_NGC_NASCellA);
    for (k := 0; k < lengthof(v_DrbList); k := k+1) {
      v_RadioBearerDrbList[k] := cs_NR_SS_DRB_Release(v_DrbList[k]);
    }
    f_NR_SS_CommonRadioBearerConfig(v_NGC_NASCellA, v_RadioBearerDrbList, cs_TimingInfo_Now);

    //@siclog "Steps 4" siclog@

    …………………

}




