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	Reason for change:
	According to the agreements for NR-U in RAN2 #107bis and the agreements for NPN in RAN2 #109bis-e, for unlicensed spectrum, UE shall not consider cell reselection to other cells on the same frequency as the cell as allowed if the highest ranked cell is a cell which is not suitable due to not broadcasting the registered/selected PLMN ID or registered/selected SNPN ID.
However, the current spec only captures the registered PLMN ID case and the registered SNPN case.


	
	

	Summary of change:
	Clarify that when a cell operates in unlicensed spectrum, UE needs to check the registered/selected PLMN, or the registered/selected SNPN.

Impacted functionality:
Cell reselection

Inter-operability:
There is no interoperability issue as this affects Idle mode UE behavior only.


	
	

	Consequences if not approved:
	If the cell broadcasts the selected PLMN ID or SNPN ID but not the registered PLMN ID or SNPN ID, when cellBarred is set to barred and intraFreqReselection is set to notAllowed, UE will incorrectly consider cell re-selection to other cells on the same frequency as the cell as allowed - these cells cannot be accessed resulting in additional UE power consumption and potential extended periods of no service.
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[bookmark: _Toc46502336][bookmark: _Toc52749313]5.3.1	Cell status and cell reservations
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the field intraFreqReselection in MIB message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed":
-	If the cell operates in licensed spectrum, or if this cell belongs to a PLMN which is indicated as being equivalent to the registered PLMN or the selected PLMN of the UE, or if this cell belongs to the registered SNPN or the selected SNPN of the UE:
-	the UE shall not re-select a cell on the same frequency as the barred cell;
-	else:
-	the UE may select to another cell on the same frequency if reselection criteria are fulfilled.
-	The UE shall exclude the barred cell and, if the cell operates in licensed spectrum or if this cell belongs to a PLMN which is indicated as being equivalent to the registered PLMN, also the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.
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