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	Reason for change:
	Currently, the descriptions of commonIEsProvideAssistanceData in the ProvideAssistanceData message is:
	    ProvideAssistanceData field descriptions

	commonIEsProvideAssistanceData
This IE is provided for future extensibility and should not be included in this version of the protocol.


However, the IE commonIEsProvideAssistanceData is refered and used in the descriptions of the periodic assistance transfer procedure in clause 5.2.1a, 5.2.1b and 5.2.2a. 

	
	

	Summary of change:
	Delete the field descriptions of commonIEsProvideAssistanceData in the ProvideAssistanceData message.

Impact analysis
Impacted 5G architecture options: 
NR SA, MR-DC

Impacted functionality: 
Positioning

Inter-operability:
1. [bookmark: OLE_LINK9][bookmark: OLE_LINK10]If the network is implemented according to the CR and the UE is not, there is no interoperability issue forseen.
2. If the UE is implemented according to the CR and the network is not, the network may not configure the commonIEsProvideAssistanceData for UE, which may lead to failure for the periodic assistance data transfer.

Implementation of this CR from Rel-15 will not cause interoperability issues.


	
	

	Consequences if not approved:
	Wrong filed description of commonIEsProvideAssistanceData may lead to error configurations during periodic assistance transfer procedure.
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START OF CHANGE
[bookmark: _Toc27765139][bookmark: _Toc37680796][bookmark: _Toc46486366][bookmark: _Toc52546711][bookmark: _Toc52547241][bookmark: _Toc52547771][bookmark: _Toc52548301][bookmark: _Toc27765143][bookmark: _Toc37680800][bookmark: _Toc46486370][bookmark: _Toc52546715][bookmark: _Toc52547245][bookmark: _Toc52547775][bookmark: _Toc52548305]6.3	Message Body IEs
–	ProvideAssistanceData
The ProvideAssistanceData message body in a LPP message is used by the location server to provide assistance data to the target device either in response to a request from the target device or in an unsolicited manner.
-- ASN1START

ProvideAssistanceData ::= SEQUENCE {
	criticalExtensions		CHOICE {
		c1						CHOICE {
			provideAssistanceData-r9	ProvideAssistanceData-r9-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture	SEQUENCE {}
	}
}

ProvideAssistanceData-r9-IEs ::= SEQUENCE {
	commonIEsProvideAssistanceData		CommonIEsProvideAssistanceData		OPTIONAL,	-- Need ON
	a-gnss-ProvideAssistanceData		A-GNSS-ProvideAssistanceData		OPTIONAL,	-- Need ON
	otdoa-ProvideAssistanceData			OTDOA-ProvideAssistanceData			OPTIONAL,	-- Need ON
	epdu-Provide-Assistance-Data		EPDU-Sequence						OPTIONAL,	-- Need ON
	...,
	[[
	sensor-ProvideAssistanceData-r14	Sensor-ProvideAssistanceData-r14	OPTIONAL,	-- Need ON
	tbs-ProvideAssistanceData-r14		TBS-ProvideAssistanceData-r14		OPTIONAL,	-- Need ON
	wlan-ProvideAssistanceData-r14		WLAN-ProvideAssistanceData-r14		OPTIONAL	-- Need ON
	]],
	[[	nr-Multi-RTT-ProvideAssistanceData-r16
										NR-Multi-RTT-ProvideAssistanceData-r16
																			OPTIONAL,	-- Need ON
		nr-DL-AoD-ProvideAssistanceData-r16
										NR-DL-AoD-ProvideAssistanceData-r16	OPTIONAL,	-- Need ON
		nr-DL-TDOA-ProvideAssistanceData-r16
										NR-DL-TDOA-ProvideAssistanceData-r16
																			OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

	ProvideAssistanceData field descriptions

	commonIEsProvideAssistanceData
This IE is provided for future extensibility and should not be included in this version of the protocol.
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