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	38.306
	0485
	1
	Rel-16
	UE capability of NR to UTRA-FDD CELL_DCH CS handover
	F
	16.3.0
	RAN2#113-e
	R2-2102407
	Intel Corporation
	SRVCC_NR_to_UMTS-Core
	
	

	38.306
	0488
	2
	Rel-15
	Correction on beamSwitchTiming capability
	F
	15.12.0
	RAN2#113-e
	R2-2102514
	vivo, Intel Corporation
	TEI15
	
	

	38.306
	0489
	2
	Rel-16
	Correction on beamSwitchTiming capability
	A
	16.3.0
	RAN2#113-e
	R2-2102515
	vivo, Intel Corporation
	TEI15
	
	

	38.306
	0490
	1
	Rel-16
	Correction on beamSwitchTiming-r16 capability
	F
	16.3.0
	RAN2#113-e
	R2-2102426
	vivo, Intel Corporation
	TEI16
	
	

	38.306
	0491
	1
	Rel-16
	Correction on TPMI grouping capability
	F
	16.3.0
	RAN2#113-e
	R2-2102427
	vivo, Intel Corporation
	NR_eMIMO-Core
	
	

	38.306
	0509
	2
	Rel-16
	Clarification on UE capabilities with FDD/TDD differentiation
	F
	16.3.0
	RAN2#113-e
	R2-2102520
	Ericsson
	NR_newRAT-Core, TEI16
	
	

	38.306
	0513
	1
	Rel-16
	Clarification on UE capabilities for enhanced MIMO
	F
	16.3.0
	RAN2#113-e
	R2-2102455
	Huawei, HiSilicon
	NR_eMIMO-Core
	
	

	38.306
	0521
	1
	Rel-16
	CR on the Capability of PUCCH Transmissions for HARQ-ACK-38306
	F
	16.3.0
	RAN2#113-e
	R2-2102264
	ZTE Corporation, Sanechips,Intel
	NR_L1enh_URLLC
	
	

	38.306
	0528
	-
	Rel-16
	Addition of TEI16 features
	F
	16.3.0
	RAN2#113-e
	R2-2102325
	Lenovo, Motorola Mobility
	TEI16
	
	

	38.306
	0530
	-
	Rel-16
	Capability for dormant BWP switching of multiple SCells
	F
	16.3.0
	RAN2#113-e
	R2-2102429
	MediaTek Inc.
	LTE_NR_DC_CA_enh-Core
	
	

	38.306
	0538
	-
	Rel-16
	Release-16 UE capabilities based on updated RAN1 and RAN4 feature lists
	B
	16.3.0
	RAN2#113-e
	R2-2102130
	Intel Corporation
	NR_eMIMO-Core, NR_Mob_enh-Core, NR_unlic-Core, NR_L1enh_URLLC-Core, NR_IIOT-Core
	
	

	38.331
	2321
	1
	Rel-16
	UE capability of NR to UTRA-FDD CELL_DCH CS handover
	F
	16.3.1
	RAN2#113-e
	R2-2102408
	Intel Corporation
	SRVCC_NR_to_UMTS-Core
	
	

	38.331
	2447
	1
	Rel-16
	CR on the Capability of PUCCH Transmissions for HARQ-ACK-38331
	F
	16.3.1
	RAN2#113-e
	R2-2102263
	ZTE Corporation, Sanechips,Intel
	NR_L1enh_URLLC
	
	

	38.331
	2463
	-
	Rel-16
	Capability for dormant BWP switching of multiple SCells
	F
	16.3.1
	RAN2#113-e
	R2-2102428
	MediaTek Inc.
	LTE_NR_DC_CA_enh-Core
	
	

	38.331
	2470
	-
	Rel-16
	Release-16 UE capabilities based on updated RAN1 and RAN4 feature lists
	B
	16.3.1
	RAN2#113-e
	R2-2102129
	Intel Corporation
	NR_eMIMO-Core, NR_Mob_enh-Core, NR_unlic-Core, NR_L1enh_URLLC-Core, NR_pos-Core, NR_IIOT-Core
	
	


