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<Start of Changes>
[bookmark: _Toc27477875][bookmark: _Toc36226568][bookmark: _Toc44323825][bookmark: _Toc52990008][bookmark: _Toc60823204][bookmark: _Toc60825126][bookmark: _Toc69306023][bookmark: _Toc69309822]6.2C.5	UE additional maximum output power reduction for SUL
Editor’s notes:
- Tests for network signalling values NS_05, NS_17, NS_43 and NS_100 not complete.
[bookmark: _Toc27477876][bookmark: _Toc36226569][bookmark: _Toc44323826][bookmark: _Toc52990009][bookmark: _Toc60823205][bookmark: _Toc60825127][bookmark: _Toc69306024]6.2C.5.1	Test purpose
Same test purpose as in clause 6.2.3.1
[bookmark: _Toc27477877][bookmark: _Toc36226570][bookmark: _Toc44323827][bookmark: _Toc52990010][bookmark: _Toc60823206][bookmark: _Toc60825128][bookmark: _Toc69306025]6.2C.5.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27477878][bookmark: _Toc36226571][bookmark: _Toc44323828][bookmark: _Toc52990011][bookmark: _Toc60823207][bookmark: _Toc60825129][bookmark: _Toc69306026]6.2C.5.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3and 6.2.3.
[bookmark: _Toc27477879][bookmark: _Toc36226572][bookmark: _Toc44323829][bookmark: _Toc52990012][bookmark: _Toc60823208][bookmark: _Toc60825130][bookmark: _Toc69306027]6.2C.5.4	Test description
Same test description as specified in clause 6.2.3.4 with following exceptions:
Instead of table 5.3.5-1  use Table 5.5C-1.
[bookmark: OLE_LINK27][bookmark: OLE_LINK28]For NS_03: Instead of table 6.2.3.4.1-3  use Table 6.2C.5.4-1
[bookmark: OLE_LINK173][bookmark: OLE_LINK174][bookmark: OLE_LINK175][bookmark: OLE_LINK176]For NS_18: Instead of table 6.2.3.4.1-11  use Table 6.2C.5.4-2
[bookmark: OLE_LINK179][bookmark: OLE_LINK180][bookmark: OLE_LINK29][bookmark: OLE_LINK30]For NS_48: Instead of table 6.2.3.4.1-19  use Table 6.2C.5.4-3
[bookmark: OLE_LINK183][bookmark: OLE_LINK184]For NS_49: Instead of table 6.2.3.4.1-29  use Table 6.2C.5.4-4
For NS_05: Instead of table 6.2.3.4.1-4  use Table 6.2C.5.4-5
For NS_05U: Instead of table 6.2.3.4.1-5  use Table 6.2C.5.4-6
For NS_100: Instead of table 6.2.3.5-12  use Table 6.2C.5.4-7
<Unchanged Text Skipped>
[bookmark: OLE_LINK37][bookmark: OLE_LINK38]Table 6.2C.5.4-4: Test Configuration Table for NS_49
	[bookmark: OLE_LINK195][bookmark: OLE_LINK196]Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, High range for SUL carrier
Mid range for non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	25 MHz, 30MHz, 40MHz, 50MHz for SUL carrier
Lowest for non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15 kHz for all carriers

	A-MPR test parameters for NS_49

	Test ID
	Fc
(MHz)
	Ch BW
(MHz)
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	
	
	
	
	Modulation
(Note 2)
	RB allocation (Note 1)

	1
	Default
	25
	N/A for A-MPR testing.
	N/A
	DFT-s-OFDM
	QPSK
	Outer_Full (A3)

	2
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Right (A3)

	3
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Left (A3)

	4
	Default
	30
	
	
	
	QPSK
	20@0 (A1)

	5
	Default
	30
	
	
	
	QPSK
	36@0 (A5)

	6
	Default
	30
	
	
	
	QPSK
	80@0 (A3)

	7
	Default
	30
	
	
	
	QPSK
	120@0 (A4)

	8
	Default
	30
	
	
	
	QPSK
	Outer_Full (A2)

	9
	Default
	30
	
	
	
	QPSK
	Edge_1RB_Right (A5)

	10
	Default
	40
	
	
	
	QPSK
	40@0 (A1)

	11
	Default
	40
	
	
	
	QPSK
	5@53 (A5)

	12
	Default
	40
	
	
	
	QPSK
	100@0 (A4)

	13
	Default
	40
	
	
	
	QPSK
	150@33 (A2)

	14
	Default
	40
	
	
	
	QPSK
	5@187 (A5)

	15
	Default
	40
	
	
	
	QPSK
	192@0 (A1)

	16
	Default
	40
	
	
	
	QPSK
	Outer_Full (A1)

	17
	Default
	50
	
	
	
	QPSK
	5@75 (A5)

	18
	Default
	50
	
	
	
	QPSK
	5@215 (A5)

	19
	Default
	50
	
	
	
	QPSK
	175@45 (A2)

	20
	Default
	50
	
	
	
	QPSK
	216@0 (A1)

	21
	Default
	50
	
	
	
	QPSK
	Outer_Full (A1)

	22
	Default
	25
	
	
	
	256 QAM
	Outer_Full (A3)

	23
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Right (A3)

	24
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Left (A3)

	25
	Default
	30
	
	
	
	256 QAM
	20@0 (A1)

	26
	Default
	30
	
	
	
	256 QAM
	36@0 (A5)

	27
	Default
	30
	
	
	
	256 QAM
	80@0 (A3)

	28
	Default
	30
	
	
	
	256 QAM
	120@0 (A4)

	29
	Default
	30
	
	
	
	256 QAM
	Outer_Full (A2)

	30
	Default
	30
	
	
	
	256 QAM
	Edge_1RB_Right (A5)

	31
	Default
	40
	
	
	
	256 QAM
	40@0 (A1)

	32
	Default
	40
	
	
	
	256 QAM
	5@53 (A5)

	33
	Default
	40
	
	
	
	256 QAM
	100@0 (A4)

	34
	Default
	40
	
	
	
	256 QAM
	150@33 (A2)

	35
	Default
	40
	
	
	
	256 QAM
	5@187 (A5)

	36
	Default
	40
	
	
	
	256 QAM
	192@0 (A1)

	37
	Default
	40
	
	
	
	256 QAM
	Outer_Full (A1)

	38
	Default
	50
	
	
	
	256 QAM
	5@75 (A5)

	39
	Default
	50
	
	
	
	256 QAM
	5@215 (A5)

	40
	Default
	50
	
	
	
	256 QAM
	175@45 (A2)

	41
	Default
	50
	
	
	
	256 QAM
	216@0 (A1)

	42
	Default
	50
	
	
	
	256 QAM
	Outer_Full (A1)

	43
	Default
	25
	
	
	CP-OFDM
	QPSK
	Outer_Full (A3)

	44
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Right (A3)

	45
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Left (A3)

	46
	Default
	30
	
	
	
	QPSK
	20@0 (A1)

	47
	Default
	30
	
	
	
	QPSK
	36@0 (A5)

	48
	Default
	30
	
	
	
	QPSK
	80@0 (A3)

	49
	Default
	30
	
	
	
	QPSK
	120@0 (A4)

	50
	Default
	30
	
	
	
	QPSK
	Outer_Full (A2)

	51
	Default
	30
	
	
	
	QPSK
	Edge_1RB_Right (A5)

	52
	Default
	40
	
	
	
	QPSK
	40@0 (A1)

	53
	Default
	40
	
	
	
	QPSK
	5@53 (A5)

	54
	Default
	40
	
	
	
	QPSK
	100@0 (A4)

	55
	Default
	40
	
	
	
	QPSK
	159@33 (A2)

	56
	Default
	40
	
	
	
	QPSK
	5@187 (A5)

	57
	Default
	40
	
	
	
	QPSK
	192@0 (A1)

	58
	Default
	40
	
	
	
	QPSK
	Outer_Full (A1)

	59
	Default
	50
	
	
	
	QPSK
	5@75 (A5)

	60
	Default
	50
	
	
	
	QPSK
	5@215 (A5)

	61
	Default
	50
	
	
	
	QPSK
	175@45 (A2)

	62
	Default
	50
	
	
	
	QPSK
	220@0 (A1)

	63
	Default
	50
	
	
	
	QPSK
	Outer_Full (A1)

	64
	Default
	25
	
	
	
	256 QAM
	Outer_Full (A3)

	65
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Right (A3)

	66
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Left (A3)

	67
	Default
	30
	
	
	
	256 QAM
	20@0 (A1)

	68
	Default
	30
	
	
	
	256 QAM
	36@0 (A5)

	69
	Default
	30
	
	
	
	256 QAM
	80@0 (A3)

	70
	Default
	30
	
	
	
	256 QAM
	120@0 (A4)

	71
	Default
	30
	
	
	
	256 QAM
	Outer_Full (A2)

	72
	Default
	30
	
	
	
	256 QAM
	Edge_1RB_Right (A5)

	73
	Default
	40
	
	
	
	256 QAM
	40@0 (A1)

	74
	Default
	40
	
	
	
	256 QAM
	5@53 (A5)

	75
	Default
	40
	
	
	
	256 QAM
	100@0 (A4)

	76
	Default
	40
	
	
	
	256 QAM
	159@33 (A2)

	77
	Default
	40
	
	
	
	256 QAM
	5@187 (A5)

	78
	Default
	40
	
	
	
	256 QAM
	192@0 (A1)

	79
	Default
	40
	
	
	
	256 QAM
	Outer_Full (A1)

	80
	Default
	50
	
	
	
	256 QAM
	5@75 (A5)

	81
	Default
	50
	
	
	
	256 QAM
	5@215 (A5)

	82
	Default
	50
	
	
	
	256 QAM
	175@45 (A2)

	83
	Default
	50
	
	
	
	256 QAM
	220@0 (A1)

	84
	Default
	50
	
	
	
	256 QAM
	Outer_Full (A1)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.



[bookmark: OLE_LINK53][bookmark: OLE_LINK54]Table 6.2C.5.4-5: Test Configuration Table for NS_05
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	SUL carrier: use Fc as specified in test parameters
NUL carrier: Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	SUL carrier: 5 MHz, 10 MHz, 15 MHz, 20 MHz
NUL carrier: Highest

	Test SCS as specified in Table 5.3.5-1
	15kHz for both SUL carrier and NUL carrier

	A-MPR test parameters for NS_05

	Test ID
	Fc 
(MHz)
	ChBw
(MHz)
	Downlink Config.
	[bookmark: OLE_LINK44][bookmark: OLE_LINK45]Uplink Config
	A-MPR
	SUL Configuration

	
	
	
	
	
	
	Modulation
(NOTE 2)
	RB allocation (Note 1)

	1
	1922.5
	5
	N/A for A-MPR testing
	N/A for A-MPR testing
	A3
	DFT-s-OFDM
	PI/2 BPSK
	Outer_Full

	2
	1925
	10
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	3
	1925
	10
	
	
	A7
	
	PI/2 BPSK
	40@10

	4
	1925
	10
	
	
	A2
	
	PI/2 BPSK
	6@40

	5
	1935
	10
	
	
	A4
	
	PI/2 BPSK
	Outer_Full

	6
	1927.5
	15
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	7
	1927.5
	15
	
	
	A7
	
	PI/2 BPSK
	60@19

	8
	1927.5
	15
	
	
	A2
	
	PI/2 BPSK
	6@56

	9
	1932.5
	15
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	10
	1932.5
	15
	
	
	A2
	
	PI/2 BPSK
	6@68

	11
	1942.5
	15
	
	
	A5
	
	PI/2 BPSK
	Outer_Full

	12
	1930
	20
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	13
	1930
	20
	
	
	A7
	
	PI/2 BPSK
	72@28

	14
	1930
	20
	
	
	A2
	
	PI/2 BPSK
	6@76

	15
	1950
	20
	
	
	A6
	
	PI/2 BPSK
	Outer_Full

	16
	1922.5
	5
	
	
	A3
	
	QPSK
	Outer_Full

	17
	1925
	10
	
	
	A1
	
	QPSK
	Outer_Full

	18
	1925
	10
	
	
	A7
	
	QPSK
	40@10

	19
	1925
	10
	
	
	A2
	
	QPSK
	6@40

	20
	1927.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	21
	1927.5
	15
	
	
	A7
	
	QPSK
	60@19

	22
	1927.5
	15
	
	
	A2
	
	QPSK
	6@56

	23
	1932.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	24
	1932.5
	15
	
	
	A2
	
	QPSK
	6@68

	25
	1942.5
	15
	
	
	A5
	
	QPSK
	Outer_Full

	26
	1930
	20
	
	
	A1
	
	QPSK
	Outer_Full

	27
	1930
	20
	
	
	A7
	
	QPSK
	72@28

	28
	1930
	20
	
	
	A2
	
	QPSK
	6@76

	29
	1950
	20
	
	
	A6
	
	QPSK
	Outer_Full

	30
	1922.5
	5
	
	
	A3
	
	16 QAM
	Outer_Full

	31
	1925
	10
	
	
	A1
	
	16 QAM
	Outer_Full

	32
	1925
	10
	
	
	A7
	
	16 QAM
	40@10

	33
	1925
	10
	
	
	A2
	
	16 QAM
	6@40

	34
	1927.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	35
	1927.5
	15
	
	
	A7
	
	16 QAM
	60@19

	36
	1927.5
	15
	
	
	A2
	
	16 QAM
	6@56

	37
	1932.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	38
	1932.5
	15
	
	
	A2
	
	16 QAM
	6@68

	39
	1930
	20
	
	
	A1
	
	16 QAM
	Outer_Full

	40
	1930
	20
	
	
	A7
	
	16 QAM
	72@28

	41
	1930
	20
	
	
	A2
	
	16 QAM
	6@76

	42
	1922.5
	5
	
	
	A3
	
	64 QAM
	Outer_Full

	43
	1925
	10
	
	
	A1
	
	64 QAM
	Outer_Full

	44
	1925
	10
	
	
	A7
	
	64 QAM
	40@10

	45
	1925
	10
	
	
	A2
	
	64 QAM
	6@40

	46
	1927.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	47
	1927.5
	15
	
	
	A7
	
	64 QAM
	60@19

	48
	1927.5
	15
	
	
	A2
	
	64 QAM
	6@56

	49
	1932.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	50
	1932.5
	15
	
	
	A2
	
	64 QAM
	6@68

	51
	1930
	20
	
	
	A1
	
	64 QAM
	Outer_Full

	52
	1930
	20
	
	
	A7
	
	64 QAM
	72@28

	[bookmark: _Hlk69820694]53
	1930
	20
	
	
	A2
	
	64 QAM
	6@76

	54
	1922.5
	5
	
	
	A3
	
	256 QAM
	Outer_Full

	55
	1925
	10
	
	
	A1
	
	256 QAM
	Outer_Full

	56
	1925
	10
	
	
	A7
	
	256 QAM
	40@10

	57
	1925
	10
	
	
	A2
	
	256 QAM
	6@40

	58
	1927.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	59
	1927.5
	15
	
	
	A7
	
	256 QAM
	60@19

	60
	1927.5
	15
	
	
	A2
	
	256 QAM
	6@56

	61
	1932.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	62
	1932.5
	15
	
	
	A2
	
	256 QAM
	6@68

	63
	1930
	20
	
	
	A1
	
	256 QAM
	Outer_Full

	64
	1930
	20
	
	
	A7
	
	256 QAM
	72@28

	65
	1930
	20
	
	
	A2
	
	256 QAM
	6@76

	66
	1922.5
	5
	
	
	A3
	CP-OFDM
	QPSK
	Outer_Full

	67
	1925
	10
	
	
	A1
	
	QPSK
	Outer_Full

	68
	1925
	10
	
	
	A7
	
	QPSK
	42@10

	69
	1925
	10
	
	
	A2
	
	QPSK
	6@40

	70
	1935
	10
	
	
	A4
	
	QPSK
	Outer_Full

	71
	1927.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	72
	1927.5
	15
	
	
	A7
	
	QPSK
	60@19

	73
	1927.5
	15
	
	
	A2
	
	QPSK
	6@56

	74
	1932.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	75
	1932.5
	15
	
	
	A2
	
	QPSK
	6@68

	76
	1942.5
	15
	
	
	A5
	
	QPSK
	Outer_Full

	77
	1930
	20
	
	
	A1
	
	QPSK
	Outer_Full

	78
	1930
	20
	
	
	A7
	
	QPSK
	78@28

	79
	1930
	20
	
	
	A2
	
	QPSK
	6@76

	80
	1950
	20
	
	
	A6
	
	QPSK
	Outer_Full

	81
	1922.5
	5
	
	
	A3
	
	16 QAM
	Outer_Full

	82
	1925
	10
	
	
	A1
	
	16 QAM
	Outer_Full

	83
	1925
	10
	
	
	A7
	
	16 QAM
	42@10

	84
	1925
	10
	
	
	A2
	
	16 QAM
	6@40

	85
	1935
	10
	
	
	A4
	
	16 QAM
	Outer_Full

	86
	1927.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	87
	1927.5
	15
	
	
	A7
	
	16 QAM
	60@19

	88
	1927.5
	15
	
	
	A2
	
	16 QAM
	6@56

	89
	1932.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	90
	1932.5
	15
	
	
	A2
	
	16 QAM
	6@68

	91
	1942.5
	15
	
	
	A5
	
	16 QAM
	Outer_Full

	92
	1930
	20
	
	
	A1
	
	16 QAM
	Outer_Full

	93
	1930
	20
	
	
	A7
	
	16 QAM
	78@28

	94
	1930
	20
	
	
	A2
	
	16 QAM
	6@76

	95
	1950
	20
	
	
	A6
	
	16 QAM
	Outer_Full

	96
	1922.5
	5
	
	
	A3
	
	64 QAM
	Outer_Full

	97
	1925
	10
	
	
	A1
	
	64 QAM
	Outer_Full

	98
	1925
	10
	
	
	A7
	
	64 QAM
	42@10

	99
	1925
	10
	
	
	A2
	
	64 QAM
	6@40

	100
	1927.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	101
	1927.5
	15
	
	
	A7
	
	64 QAM
	60@19

	102
	1927.5
	15
	
	
	A2
	
	64 QAM
	6@56

	103
	1932.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	104
	1932.5
	15
	
	
	A2
	
	64 QAM
	6@68

	105
	1930
	20
	
	
	A1
	
	64 QAM
	Outer_Full

	106
	1930
	20
	
	
	A7
	
	64 QAM
	78@28

	107
	1930
	20
	
	
	A2
	
	64 QAM
	6@76

	108
	1922.5
	5
	
	
	A3
	
	256 QAM
	Outer_Full

	109
	1925
	10
	
	
	A1
	
	256 QAM
	Outer_Full

	110
	1925
	10
	
	
	A7
	
	256 QAM
	42@10

	111
	1927.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	112
	1927.5
	15
	
	
	A7
	
	256 QAM
	60@19

	113
	1932.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	114
	1930
	20
	
	
	A1
	
	256 QAM
	Outer_Full

	115
	1930
	20
	
	
	A7
	
	256 QAM
	78@28

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.



Table 6.2C.5.4-6: Test Configuration Table for NS_05U
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	SUL carrier: Use Fc as specified in test parameters
NUL carrier: Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	SUL carrier: 5 MHz, 10 MHz, 15 MHz, 20 MHz
NUL carrier: Highest 

	Test SCS as specified in Table 5.3.5-1
	15kHz for both SUL and NUL carrier

	AMPR Test parameters for NS_05U

	Test ID
	Fc 
(MHz)
	ChBw
(MHz)
	Downlink Config.
	Uplink config
	A-MPR
	SUL Configuration

	
	
	
	
	
	
	Modulation
(NOTE 2)
	RB allocation (Note 1)

	1
	1922.5
	5
	N/A
	N/A
	A3
	DFT-s-OFDM
	PI/2 BPSK
	Outer_Full

	2
	1925
	10
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	3
	1925
	10
	
	
	A7
	
	PI/2 BPSK
	40@10

	4
	1925
	10
	
	
	A2
	
	PI/2 BPSK
	6@40

	5
	1935
	10
	
	
	A4
	
	PI/2 BPSK
	Outer_Full

	6
	1927.5
	15
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	7
	1927.5
	15
	
	
	A7
	
	PI/2 BPSK
	60@19

	8
	1927.5
	15
	
	
	A2
	
	PI/2 BPSK
	6@56

	9
	1932.5
	15
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	10
	1932.5
	15
	
	
	A2
	
	PI/2 BPSK
	6@68

	11
	1942.5
	15
	
	
	A5
	
	PI/2 BPSK
	Outer_Full

	12
	1930
	20
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	13
	1930
	20
	
	
	A7
	
	PI/2 BPSK
	72@28

	14
	1930
	20
	
	
	A2
	
	PI/2 BPSK
	6@76

	15
	1950
	20
	
	
	A6
	
	PI/2 BPSK
	Outer_Full

	16
	1922.5
	5
	
	
	A3
	
	QPSK
	Outer_Full

	17
	1925
	10
	
	
	A1
	
	QPSK
	Outer_Full

	18
	1925
	10
	
	
	A7
	
	QPSK
	40@10

	19
	1925
	10
	
	
	A2
	
	QPSK
	6@40

	20
	1935
	10
	
	
	A4
	
	QPSK
	Outer_Full

	21
	1927.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	22
	1927.5
	15
	
	
	A7
	
	QPSK
	60@19

	23
	1927.5
	15
	
	
	A2
	
	QPSK
	6@56

	24
	1932.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	25
	1932.5
	15
	
	
	A2
	
	QPSK
	6@68

	26
	1942.5
	15
	
	
	A5
	
	QPSK
	Outer_Full

	27
	1930
	20
	
	
	A1
	
	QPSK
	Outer_Full

	28
	1930
	20
	
	
	A7
	
	QPSK
	72@28

	29
	1930
	20
	
	
	A2
	
	QPSK
	6@76

	30
	1950
	20
	
	
	A6
	
	QPSK
	Outer_Full

	31
	1922.5
	5
	
	
	A3
	
	16 QAM
	Outer_Full

	32
	1925
	10
	
	
	A1
	
	16 QAM
	Outer_Full

	33
	1925
	10
	
	
	A7
	
	16 QAM
	40@10

	34
	1925
	10
	
	
	A2
	
	16 QAM
	6@40

	35
	1935
	10
	
	
	A4
	
	16 QAM
	Outer_Full

	36
	1927.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	37
	1927.5
	15
	
	
	A7
	
	16 QAM
	60@19

	38
	1927.5
	15
	
	
	A2
	
	16 QAM
	6@56

	39
	1932.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	40
	1932.5
	15
	
	
	A2
	
	16 QAM
	6@68

	41
	1942.5
	15
	
	
	A5
	
	16 QAM
	Outer_Full

	42
	1930
	20
	
	
	A1
	
	16 QAM
	Outer_Full

	43
	1930
	20
	
	
	A7
	
	16 QAM
	72@28

	44
	1930
	20
	
	
	A2
	
	16 QAM
	6@76

	45
	1950
	20
	
	
	A6
	
	16 QAM
	Outer_Full

	46
	1922.5
	5
	
	
	A3
	
	64 QAM
	Outer_Full

	47
	1925
	10
	
	
	A1
	
	64 QAM
	Outer_Full

	48
	1925
	10
	
	
	A7
	
	64 QAM
	40@10

	49
	1925
	10
	
	
	A2
	
	64 QAM
	6@40

	50
	1935
	10
	
	
	A4
	
	64 QAM
	Outer_Full

	51
	1927.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	52
	1927.5
	15
	
	
	A7
	
	64 QAM
	60@19

	53
	1927.5
	15
	
	
	A2
	
	64 QAM
	6@56

	54
	1932.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	55
	1932.5
	15
	
	
	A2
	
	64 QAM
	6@68

	56
	1942.5
	15
	
	
	A5
	
	64 QAM
	Outer_Full

	57
	1930
	20
	
	
	A1
	
	64 QAM
	Outer_Full

	58
	1930
	20
	
	
	A7
	
	64 QAM
	72@28

	59
	1930
	20
	
	
	A2
	
	64 QAM
	6@76

	60
	1950
	20
	
	
	A6
	
	64 QAM
	Outer_Full

	61
	1922.5
	5
	
	
	A3
	
	256 QAM
	Outer_Full

	62
	1925
	10
	
	
	A1
	
	256 QAM
	Outer_Full

	63
	1925
	10
	
	
	A7
	
	256 QAM
	40@10

	64
	1925
	10
	
	
	A2
	
	256 QAM
	6@40

	65
	1935
	10
	
	
	A4
	
	256 QAM
	Outer_Full

	66
	1927.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	67
	1927.5
	15
	
	
	A7
	
	256 QAM
	60@19

	68
	1927.5
	15
	
	
	A2
	
	256 QAM
	6@56

	69
	1932.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	70
	1932.5
	15
	
	
	A2
	
	256 QAM
	6@68

	71
	1942.5
	15
	
	
	A5
	
	256 QAM
	Outer_Full

	72
	1930
	20
	
	
	A1
	
	256 QAM
	Outer_Full

	73
	1930
	20
	
	
	A7
	
	256 QAM
	72@28

	74
	1930
	20
	
	
	A2
	
	256 QAM
	6@76

	75
	1950
	20
	
	
	A6
	
	256 QAM
	Outer_Full

	76
	1922.5
	5
	
	
	A3
	CP-OFDM
	QPSK
	Outer_Full

	77
	1925
	10
	
	
	A1
	
	QPSK
	Outer_Full

	78
	1925
	10
	
	
	A7
	
	QPSK
	42@10

	79
	1925
	10
	
	
	A2
	
	QPSK
	6@40

	80
	1935
	10
	
	
	A4
	
	QPSK
	Outer_Full

	81
	1927.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	82
	1927.5
	15
	
	
	A7
	
	QPSK
	60@19

	83
	1927.5
	15
	
	
	A2
	
	QPSK
	6@56

	84
	1932.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	85
	1932.5
	15
	
	
	A2
	
	QPSK
	6@68

	86
	1942.5
	15
	
	
	A5
	
	QPSK
	Outer_Full

	87
	1930
	20
	
	
	A1
	
	QPSK
	Outer_Full

	88
	1930
	20
	
	
	A7
	
	QPSK
	78@28

	89
	1930
	20
	
	
	A2
	
	QPSK
	6@76

	90
	1950
	20
	
	
	A6
	
	QPSK
	Outer_Full

	91
	1922.5
	5
	
	
	A3
	
	16 QAM
	Outer_Full

	92
	1925
	10
	
	
	A1
	
	16 QAM
	Outer_Full

	93
	1925
	10
	
	
	A7
	
	16 QAM
	42@10

	94
	1925
	10
	
	
	A2
	
	16 QAM
	6@40

	95
	1935
	10
	
	
	A4
	
	16 QAM
	Outer_Full

	96
	1927.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	97
	1927.5
	15
	
	
	A7
	
	16 QAM
	60@19

	98
	1927.5
	15
	
	
	A2
	
	16 QAM
	6@56

	99
	1932.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	100
	1932.5
	15
	
	
	A2
	
	16 QAM
	6@68

	101
	1942.5
	15
	
	
	A5
	
	16 QAM
	Outer_Full

	102
	1930
	20
	
	
	A1
	
	16 QAM
	Outer_Full

	103
	1930
	20
	
	
	A7
	
	16 QAM
	78@28

	104
	1930
	20
	
	
	A2
	
	16 QAM
	6@76

	105
	1950
	20
	
	
	A6
	
	16 QAM
	Outer_Full

	106
	1922.5
	5
	
	
	A3
	
	64 QAM
	Outer_Full

	107
	1925
	10
	
	
	A1
	
	64 QAM
	Outer_Full

	108
	1925
	10
	
	
	A7
	
	64 QAM
	42@10

	109
	1925
	10
	
	
	A2
	
	64 QAM
	6@40

	110
	1935
	10
	
	
	A4
	
	64 QAM
	Outer_Full

	111
	1927.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	112
	1927.5
	15
	
	
	A7
	
	64 QAM
	60@19

	113
	1927.5
	15
	
	
	A2
	
	64 QAM
	6@56

	114
	1932.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	115
	1932.5
	15
	
	
	A2
	
	64 QAM
	6@68

	116
	1942.5
	15
	
	
	A5
	
	64 QAM
	Outer_Full

	117
	1930
	20
	
	
	A1
	
	64 QAM
	Outer_Full

	118
	1930
	20
	
	
	A7
	
	64 QAM
	78@28

	119
	1930
	20
	
	
	A2
	
	64 QAM
	6@76

	120
	1950
	20
	
	
	A6
	
	64 QAM
	Outer_Full

	121
	1922.5
	5
	
	
	A3
	
	256 QAM
	Outer_Full

	122
	1925
	10
	
	
	A1
	
	256 QAM
	Outer_Full

	123
	1925
	10
	
	
	A7
	
	256 QAM
	42@10

	124
	1935
	10
	
	
	A4
	
	256 QAM
	Outer_Full

	125
	1927.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	126
	1927.5
	15
	
	
	A7
	
	256 QAM
	60@19

	127
	1932.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	128
	1942.5
	15
	
	
	A5
	
	256 QAM
	Outer_Full

	129
	1930
	20
	
	
	A1
	
	256 QAM
	Outer_Full

	130
	1930
	20
	
	
	A7
	
	256 QAM
	78@28

	131
	1950
	20
	
	
	A6
	
	256 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.



Table 6.2C.5.4-7: Test Configuration Table for NS_100
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	SUL carrier:Low range, High range
NUL carrier: Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	SUL carrier:Lowest, Highest
NUL carrier: Highest

	Test SCS as specified in Table 5.3.5-1
	15kHz for both SUL and NUL carriers

	Test parameters for NS_100

	Test ID
	Freq
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	
	
	
	Modulation
(Note 2)
	RB allocation (Note 1)

	1
	Low
	N/A
	N/A
	DFT-s-OFDM
	PI/2 BPSK
	Edge_1RB_Left

	2
	High
	
	
	
	PI/2 BPSK
	Edge_1RB_Right

	3
	Default
	
	
	
	PI/2 BPSK
	Outer_Full

	4
	Low
	
	
	
	QPSK
	Edge_1RB_Left

	5
	High
	
	
	
	QPSK
	Edge_1RB_Right

	6
	Default
	
	
	
	QPSK
	Outer_Full

	7
	Low
	
	
	
	16 QAM
	Edge_1RB_Left

	8
	High
	
	
	
	16 QAM
	Edge_1RB_Right

	9
	Default
	
	
	
	16 QAM
	Outer_Full

	10
	Low
	
	
	
	64 QAM
	Edge_1RB_Left

	11
	High
	
	
	
	64 QAM
	Edge_1RB_Right

	12
	Default
	
	
	
	64 QAM
	Outer_Full

	13
	Low
	
	
	
	256 QAM
	Edge_1RB_Left

	14
	High
	
	
	
	256 QAM
	Edge_1RB_Right

	15
	Default
	
	
	
	256 QAM
	Outer_Full

	16
	Low
	
	
	CP-s OFDM
	QPSK
	Edge_1RB_Left

	17
	High
	
	
	
	QPSK
	Edge_1RB_Right

	18
	Default
	
	
	
	QPSK
	Outer_Full

	19
	Low
	
	
	
	16 QAM
	Edge_1RB_Left

	20
	High
	
	
	
	16 QAM
	Edge_1RB_Right

	21
	Default
	
	
	
	16 QAM
	Outer_Full

	22
	Low
	
	
	
	64 QAM
	Edge_1RB_Left

	23
	High
	
	
	
	64 QAM
	Edge_1RB_Right

	24
	Default
	
	
	
	64 QAM
	Outer_Full

	25
	Low
	
	
	
	256 QAM
	Edge_1RB_Left

	26
	High
	
	
	
	256 QAM
	Edge_1RB_Right

	27
	Default
	
	
	
	256 QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 3:	Void.
NOTE 4:	Void



Editor’s note: The following lines belong at the end of subclause 6.2.3.4.1. As new tables are added to this section, these lines should always follow the tables
[bookmark: OLE_LINK98]-	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.4 for TE diagram and section A.3.2 for UE diagram.
-	The parameter setting for the cell are set up according to the TS 38.508-1 [5] subclause 4.4.3.
-	Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.
Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.3.6.1.1.2 ensuring UL/SUL indicator in Table 4.3.6.1.1.2-1 with condition SUL, subclause 4.6 ensuring Tables 4.6.3-14, 4.6.3-15 with condition SUL, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL,Table 4.6.1-28 with condition SUL AND RF, Tables 4.6.3-14, 4.6.3-15 and 4.6.3-19 with conditions SUL, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL. All the AdditionalSpectrumEmission in 6.2.3.4.3 are sent in SIB1 as part of supplementaryUplink instead of uplinkConfigCommon. 
Table 6.2C.5.4-1: Void


[bookmark: _Hlk47724988][bookmark: _Toc27477880][bookmark: _Toc36226573][bookmark: _Toc44323830][bookmark: _Toc52990013][bookmark: _Toc60823209][bookmark: _Toc60825131][bookmark: _Toc69306028]6.2C.5.5	Test requirement
<Unchanged Text Skipped>
[bookmark: OLE_LINK58][bookmark: OLE_LINK59]Table 6.2C.5.5-4: UE Power Class 3 test requirements (NS_49) for band n84
	Test ID
	PPowerClass (dBm)
	PPowerClass (dB)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	1
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	2
	23
	0
	1
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	3
	23
	0
	1
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	4
	23
	0
	1
	10
	0
	13
	5
	2
	25+TT
	8-TT

	5
	23
	0
	1
	5
	0
	18
	4
	2
	25+TT
	14-TT

	6
	23
	0
	1
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	7
	23
	0
	1
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	8
	23
	0
	1
	6
	0
	17
	5
	2
	25+TT
	12-TT

	9
	23
	0
	1
	5
	0
	18
	4
	2
	25+TT
	14-TT

	10
	23
	0
	1
	10
	0
	13
	5
	2
	25+TT
	8-TT

	11
	23
	0
	0
	5
	0
	18
	4
	2
	25+TT
	14-TT

	12
	23
	0
	1
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	13
	23
	0
	1
	6
	0
	17
	5
	2
	25+TT
	12-TT

	14
	23
	0
	0
	5
	0
	18
	4
	2
	25+TT
	14-TT

	15
	23
	0
	1
	10
	0
	13
	5
	2
	25+TT
	8-TT

	16
	23
	0
	1
	10
	0
	13
	5
	2
	25+TT
	8-TT

	17
	23
	0
	0
	5
	0
	18
	4
	2
	25+TT
	14-TT

	18
	23
	0
	0
	5
	0
	18
	4
	2
	25+TT
	14-TT

	19
	23
	0
	1
	6
	0
	17
	5
	2
	25+TT
	12-TT

	20
	23
	0
	1
	10
	0
	13
	5
	2
	25+TT
	8-TT

	21
	23
	0
	1
	10
	0
	13
	5
	2
	25+TT
	8-TT

	22
	23
	0
	4.5
	3
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	23
	23
	0
	4.5
	3
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	24
	23
	0
	4.5
	3
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	25
	23
	0
	4.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	26
	23
	0
	4.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	27
	23
	0
	4.5
	3
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	28
	23
	0
	4.5
	4
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	29
	23
	0
	4.5
	6
	0
	17
	5
	2
	25+TT
	12-TT

	30
	23
	0
	4.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	31
	23
	0
	4.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	32
	23
	0
	4.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	33
	23
	0
	4.5
	4
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	34
	23
	0
	4.5
	6
	0
	17
	5
	2
	25+TT
	12-TT

	35
	23
	0
	4.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	36
	23
	0
	4.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	37
	23
	0
	4.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	38
	23
	0
	4.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	39
	23
	0
	4.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	40
	23
	0
	4.5
	6
	0
	17
	5
	2
	25+TT
	12-TT

	41
	23
	0
	4.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	42
	23
	0
	4.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	43
	23
	0
	3
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	44
	23
	0
	3
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	45
	23
	0
	3
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	46
	23
	0
	3
	11
	0
	12
	6
	2
	25+TT
	6-TT

	47
	23
	0
	3
	5
	0
	18
	4
	2
	25+TT
	14-TT

	48
	23
	0
	3
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	49
	23
	0
	3
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	50
	23
	0
	3
	7
	0
	16
	5
	2
	25+TT
	11-TT

	51
	23
	0
	3
	5
	0
	18
	4
	2
	25+TT
	14-TT

	52
	23
	0
	3
	11
	0
	12
	6
	2
	25+TT
	6-TT

	53
	23
	0
	1.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	54
	23
	0
	3
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	55
	23
	0
	3
	7
	0
	16
	5
	2
	25+TT
	11-TT

	56
	23
	0
	1.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	57
	23
	0
	3
	11
	0
	12
	6
	2
	25+TT
	6-TT

	58
	23
	0
	3
	11
	0
	12
	6
	2
	25+TT
	6-TT

	59
	23
	0
	1.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	60
	23
	0
	1.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	61
	23
	0
	3
	7
	0
	16
	5
	2
	25+TT
	11-TT

	62
	23
	0
	3
	11
	0
	12
	6
	2
	25+TT
	6-TT

	63
	23
	0
	3
	11
	0
	12
	6
	2
	25+TT
	6-TT

	64
	23
	0
	6.5
	4.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	65
	23
	0
	6.5
	4.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	66
	23
	0
	6.5
	4.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	67
	23
	0
	6.5
	11
	0
	12
	6
	2
	25+TT
	6-TT

	68
	23
	0
	6.5
	5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	69
	23
	0
	6.5
	4.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	70
	23
	0
	6.5
	5.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	71
	23
	0
	6.5
	7
	0
	16
	5
	2
	25+TT
	11-TT

	72
	23
	0
	6.5
	5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	73
	23
	0
	6.5
	11
	0
	12
	6
	2
	25+TT
	6-TT

	74
	23
	0
	6.5
	5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	75
	23
	0
	6.5
	5.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	76
	23
	0
	6.5
	7
	0
	16
	5
	2
	25+TT
	11-TT

	77
	23
	0
	6.5
	5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	78
	23
	0
	6.5
	11
	0
	12
	6
	2
	25+TT
	6-TT

	79
	23
	0
	6.5
	11
	0
	12
	6
	2
	25+TT
	6-TT

	80
	23
	0
	6.5
	5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	81
	23
	0
	6.5
	5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	82
	23
	0
	6.5
	7
	0
	16
	5
	2
	25+TT
	11-TT

	83
	23
	0
	6.5
	11
	0
	12
	6
	2
	25+TT
	6-TT

	84
	23
	0
	6.5
	11
	0
	12
	6
	2
	25+TT
	6-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2C.5.5-5: UE Power Class 3 test requirements (NS_05) for band n84
	Test ID
	PPowerClass (dBm)
	PPowerClass (dB)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	0.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	2
	23
	0
	0.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	3
	23
	0
	0.5
	6
	0
	17
	5
	2
	25+TT
	12-TT

	4
	23
	0
	0.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	5
	23
	0
	0.5
	1
	0
	22
	2.0
	2
	25+TT
	20-TT

	6
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	7
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	8
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	9
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	10
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	11
	23
	0
	0.5
	1
	0
	22
	2.0
	2
	25+TT
	20-TT

	12
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	13
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	14
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	15
	23
	0
	0.5
	1
	0
	22
	2.0
	2
	25+TT
	20-TT

	16
	23
	0
	1.0
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	17
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	18
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	19
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	20
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	21
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	22
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	23
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	24
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	25
	23
	0
	1.0
	1.5
	0
	21.5
	2.0
	2
	25+TT
	19.5-TT

	26
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	27
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	28
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	29
	23
	0
	1.0
	1.5
	0
	21.5
	2.0
	2
	25+TT
	19.5-TT

	30
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	31
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	32
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	33
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	34
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	35
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	36
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	37
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	38
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	39
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	40
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	41
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	42
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	43
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	44
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	45
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	46
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	47
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	48
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	49
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	50
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	51
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	52
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	53
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	54
	23
	0
	4.5
	7
	0
	16
	5.0
	2
	25+TT
	11-TT

	55
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	56
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	57
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	58
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	59
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	60
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	61
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	62
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	63
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	64
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	65
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	66
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	67
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	68
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	69
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	70
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	71
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	72
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	73
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	74
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	75
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	76
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	77
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	78
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	79
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	80
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	81
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	82
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	83
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	84
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	85
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	86
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	87
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	88
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	89
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	90
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	91
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	92
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	93
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	94
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	95
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	96
	23
	0
	3.5
	8
	0
	15
	5.0
	2
	25+TT
	10-TT

	97
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	98
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	99
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	100
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	101
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	102
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	103
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	104
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	105
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	106
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	107
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	108
	23
	0
	6.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	109
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	110
	23
	0
	6.5
	6
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	111
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	112
	23
	0
	6.5
	6
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	113
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	114
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	115
	23
	0
	6.5
	6
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2C.5.5-6: UE Power Class 3 test requirements (NS_05U) for band n84
	Test ID
	PPowerClass (dBm)
	PPowerClass (dB)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	0.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	2
	23
	0
	0.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	3
	23
	0
	0.5
	6
	0
	17
	5
	2
	25+TT
	12-TT

	4
	23
	0
	0.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	5
	23
	0
	0.5
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	6
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	7
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	8
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	9
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	10
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	11
	23
	0
	0.5
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	12
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	13
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	14
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	15
	23
	0
	0.5
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	16
	23
	0
	1.0
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	17
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	18
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	19
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	20
	23
	0
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	21
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	22
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	23
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	24
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	25
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	26
	23
	0
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	27
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	28
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	29
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	30
	23
	0
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	31
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	32
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	33
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	34
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	35
	23
	0
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	36
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	37
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	38
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	39
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	40
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	41
	23
	0
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	42
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	43
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	44
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	45
	23
	0
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	46
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	47
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	48
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	49
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	50
	23
	0
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	51
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	52
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	53
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	54
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	55
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	56
	23
	0
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	57
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	58
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	59
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	60
	23
	0
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	61
	23
	0
	4.5
	7
	0
	16
	5.0
	2
	25+TT
	11-TT

	62
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	63
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	64
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	65
	23
	0
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	66
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	67
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	68
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	69
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	70
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	71
	23
	0
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	72
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	73
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	74
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	75
	23
	0
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	76
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	77
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	78
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	79
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	80
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	81
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	82
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	83
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	84
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	85
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	86
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	87
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	88
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	89
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	90
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	91
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	92
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	93
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	94
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	95
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	96
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	97
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	98
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	99
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	100
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	101
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	102
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	103
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	104
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	105
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	106
	23
	0
	3.5
	8
	0
	15
	5.0
	2
	25+TT
	10-TT

	107
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	108
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	109
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	110
	23
	0
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	111
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	112
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	113
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	114
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	115
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	116
	23
	0
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	117
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	118
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	119
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	120
	23
	0
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	121
	23
	0
	6.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	122
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	123
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	124
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	125
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	126
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	127
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	128
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	129
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	130
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	131
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2C.5.5-7: UE Power Class 3 test requirements (NS_100) for band n84
	Test ID
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	3
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	6
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	23
	2
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	9
	23
	2
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	10, 11
	23
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	12
	23
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	13, 14
	23
	4.5
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	15
	23
	4.5
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	16, 17
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	18
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	21
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	24
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	25, 26
	23
	6.5
	6.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	27
	23
	6.5
	6.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.
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