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[bookmark: _Hlk69899429]----------------------------------------------------------------------------------------------- Omitted chapters -------------------------------------------------------------------------------------------------
------------------------------------------------------------------------------------------------ Start of changes -------------------------------------------------------------------------------------------------
[bookmark: _Toc20840016][bookmark: _Toc29486713][bookmark: _Toc44053560][bookmark: _Toc52300539][bookmark: _Toc58525799]4.2	RRM conformance test cases
[bookmark: OLE_LINK4][bookmark: OLE_LINK5]Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:	To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries

	9.2.1.1_2
	FDD Intra Frequency Absolute RSRQ Accuracy for UE Category 1bis
	Rel-13
	C01k
	UE supporting E-UTRA FDD and UE Category 1bis and Feature Group Indicator 16
	
	
	

	9.2.1.1_3
	FDD Intra Frequency Absolute RSRQ Accuracy for CA Idle Mode Measurements
	Rel-15
	C238
	UE supporting E-UTRA FDD and CA Idle mode measurements
	
	
	

	9.2.2.1
	TDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	
	2Rx, 4Rx

	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries

	9.2.3.1_2
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy for UE Category 1bis
	Rel-13
	C01l
	UE supporting E-UTRA FDD and UE category 1bis and Feature Group Indicators 16 and 25
	
	
	

	9.2.3.1_3
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy for CA Idle Mode Measurements for Overlapping Carrier
	Rel-15
	C238
	UE supporting E-UTRA FDD and CA Idle mode measurements
	
	
	

	9.2.3.1_4
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy for CA Idle Mode Measurements for Non-overlapping Carriers
	Rel-15
	C238
	UE supporting E-UTRA FDD and CA Idle mode measurements
	
	
	

	9.2.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	
	2Rx, 4Rx

	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries
	Omitted table entries

	12.6.2
	V2X UE Autonomous Resource Selection/Reselection Tests for S-RSSI measurements
	Rel-14
	C228
	UE supporting V2X Sidelink communication and autonomous resource selection
	
	
	




	

Table 4.2-1a: Applicability of RRM conformance test cases Conditions
	C01	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND A.4.1-1/1 THEN R ELSE N/A

	C01a	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01ah	IF A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25 AND A.4.3-4a/1a) THEN R ELSE N/A

	C01b	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/25) THEN R ELSE N/A

	C01c	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND A.4.1-1/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C01ch	IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5) THEN R ELSE N/A



---------------------------------------------------------------- End of changes ------------------------------------------------------------
