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<Unchanged Text Skipped>
[bookmark: _Toc36713251][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc58499579][bookmark: _Toc68538436][bookmark: _Toc20936806]4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 THEN R ELSE N/A

	<Unchanged Sections Skipped>

	C051	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-4A/5 AND A.4.3.2A.1-2/1 AND A.4.3.2-1/37 THEN R ELSE N/A

	C052	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.11-1/1 THEN R ELSE N/A

	C0xx	IF A.4.1-1/3 AND A.4.1-2/7 THEN R ELSE N/A

	NOTE 1:	Cxxxx applicability is defined for enhanced type 1 receiver for NR related tests (A.4.3.9-1/1).
NOTE 2:	Cxxxy applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests (A.4.3.2-1/20).
NOTE 3:	Cxxxz applicability is defined for modified MPR behaviour related test (A.4.3.2-1/25).



For the purposes of the present document, the tested bands selection criteria given in Table 4.0-2 apply. The ICS proformas used in Table 4.0-2 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-2: Tested Bands Selection Criteria
	Code
	Tested Bands Selection Criteria
	Comment

	D001
	(A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands without SUL/SDL bands

	
	<Unchanged Sections Skipped>
	

	D011
	A.4.3.9-4a OR A.4.3.9-4b
	All supported 4 Rx antenna ports Bands

	D012
	A.4.3.1-1 AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FDD bands without SUL/SDL bands

	[bookmark: _GoBack]D0yy
	A.4.3.1-9
	All supported FR1 sidelink bands

	NOTE 1:	Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:
		AND:	Set intersection (  ). {1,2} AND {2,3} = {2}
		OR:	Set union (  ). {1,2} OR {2,3} = {1,2,3}
		NOT:	Set complement (\), full set being all bands. NOT{1} = {2 ...256}
		Also note that this is set without repetitions so {1} AND {1} = {1}
	The following basic sets are used:
		{1,2}:				Explicitly given band set
		10MHz:			All bands supporting 10 MHz
The following sets derived from pro-forma tables are also used:
TBD



<Unchanged Sections Skipped>
[bookmark: _Toc36713252][bookmark: _Toc36713655][bookmark: _Toc52217968][bookmark: _Toc58499580][bookmark: _Toc68538437]4.1	RF conformance test cases
NOTE:	To determine applicability of a test case, supported CBW and SCS in the RF-Parameters IE (see TS 38.331 [11]) which conveys RF related capabilities for NR operation is taken into account.
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[bookmark: _Toc20936807][bookmark: _Toc36713253][bookmark: _Toc36713656][bookmark: _Toc52217969][bookmark: _Toc58499581][bookmark: _Toc68538438]4.1.1	FR1 standalone conformance test cases
Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC1
PC2
PC3
	

	6.2.2
	Maximum Power Reduction (MPR)
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC2
PC3
	Test execution is not necessary if TS 38.521-1 6.5.2.4.1 is executed.
Skip TC 6.2.2 if UE supports NSA and TS 38.521-3 TC 6.2B.2.3 has been executed.

	
	<Unchanged Sections Skipped>
	
	
	
	
	
	

	6.2D.3
	UE additional maximum output power reduction for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	Test execution is not necessary if TS 38.521-1 6.5D.2.3 and 6.5D.3.3 are executed.

	6.2D.4
	Configured transmitted power for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.2E.2.1
	[bookmark: _Toc60823249][bookmark: _Toc60825171]UE maximum output power for V2X / non-concurrent operation
	Rel-16
	C0xx
	UEs supporting 5GS FR1 and NR sidelink
	D0yy
	
	NOTE 1

	6.3.1
	Minimum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.3.1 if UE supports NSA and TS 38.521-3 TC 6.3B.1.1 or 6.3B.1.2 or 6.3B.1.3 has been executed.

	6.3.3.2
	General ON/OFF time mask
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.3.3.2 if UE supports NSA and TS 38.521-3 TC 6.3B.3.1 or 6.3B.3.2 or 6.3B.3.3 has been executed.

	
	<Unchanged Sections Skipped>
	
	
	
	
	
	

	6.3D.4.2
	Relative power tolerance for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3D.4.3
	Aggregate power tolerance for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3E.1.1
	Minimum output power for V2X / non-concurrent operation
	Rel-16
	C0xx
	UEs supporting 5GS FR1 and NR sidelink
	D0yy
	
	NOTE 1

	6.4.1
	Frequency error
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.4.1 if UE supports NSA and TS 38.521-3 TC 6.4B.1.1 or 6.4B.1.2 or 6.4B.1.3 has been executed.

	6.4.2.1
	Error Vector Magnitude
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.4.2.1 if UE supports NSA and TS 38.521-3 TC 6.4B.2.1.1 or 6.4B.2.2.1 or 6.4B.2.3.1 has been executed.







<End of Changes >
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