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	Reason for change:
	In the current TTCN implementation, function f_UT_SwitchOnUE is called at Step 1. 
After this there is a call to function f_NR5GC_Preamble_Steps1_13 for Steps 2-15 which calls function f_NR5GC_SwitchOnAndResetIMS. This also contains a call to f_UT_SwitchOnUE.
As a result, the operator receives two “Power ON” prompts back to back which is confusing.
This needs to be corrected.

	
	

	Summary of change:
	Removed the call to f_UT_SwitchOnUE at Step 1.

	
	

	Consequences if not approved:
	TTCN implementation not correct
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	Function name
	fl_TC_6_3_1_5_TestBody

	Reason for change
	In the current TTCN implementation, function f_UT_SwitchOnUE is called at Step 1. 
After this there is a call to function f_NR5GC_Preamble_Steps1_13 for Steps 2-15 which calls function f_NR5GC_SwitchOnAndResetIMS. This also contains a call to f_UT_SwitchOnUE.
As a result, the operator receives two “Power ON” prompts back to back which is confusing.
This needs to be corrected.

	Summary of change
	Removed the call to f_UT_SwitchOnUE at Step 1.
Please see below.

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
//@siclog "Step 1" siclog@
    //Power on the UE
    f_UT_SwitchOnUE(UT);
    //@siclog "Steps 2-15" siclog@
    //Steps 1 to 14 of the registration procedure described in TS 38.508 subclause 4.5.2.2-2 are performed on NR Cell 13
    v_GMM_MobilityInfo := f_NR5GC_Preamble_Steps1_13(nr_Cell13);
    // Step 14 of 4.5.2.2-2
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
//@siclog "Step 1" siclog@
    //Power on the UE
    //WA#6_3_1_5 COMMENTED OUT  f_UT_SwitchOnUE(UT);
    //@siclog "Steps 2-15" siclog@
    //Steps 1 to 14 of the registration procedure described in TS 38.508 subclause 4.5.2.2-2 are performed on NR Cell 13
    v_GMM_MobilityInfo := f_NR5GC_Preamble_Steps1_13(nr_Cell13);
    // Step 14 of 4.5.2.2-2
<<SKIPPED CODE>>




