

	
3GPP TSG-RAN5 Meeting #2021-TTCN email	R5s210432
Online, , 7th Dec 2020 - 31st Dec 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.523-3
	CR
	1671
	rev
	-
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	[bookmark: _Hlk68621250]Title:	
	Correction for 5GMM test cases 9.1.8.1 and 9.1.8.2

	
	

	Source to WG:
	Keysight Technologies UK

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2021-04-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Following the implementation of R5s210281, the PIXIT px_SMS_SMSC_InternationalNumber is sued to build the AT+CSCA command. However the function f_NG_SMS_AT_CSCA does not add quotwa around the string so the resulting AT command is badly formed.

Note : The implementation of this function prior to R5s210281 added the quotes to the string passed to f_NG_SMS_AT_CSCA() ("""2222222222""")

Note : It is not possible to add the quotes in the PIXIT itself because the function f_CharPacking_IA5toBCD() (as called from e.g. template cr_SMS_RP_DATA_ul_SUBMIT_IMS) will give an error if there is any non-digit charecter in this PIXIT.


	
	

	Summary of change:
	
Add quotes around px_SMS_SMSC_InternationalNumber before passing to f_NG_SMS_AT_CSCA()



	 
	

	Consequences if not approved:
	A conformant UE may fail these test cases
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1. [bookmark: _Toc122434485][bookmark: _Toc68880822]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc68880823]Corrections required
1. [bookmark: _Toc63086477][bookmark: _Toc65240830]Change 1
	Function name
	f_NG_SMS_AT_Config()

	Reason for change
	Following the implementation of R5s210281, the PIXIT px_SMS_SMSC_InternationalNumber is sued to build the AT+CSCA command. However the function f_NG_SMS_AT_CSCA does not add quotwa around the string so the resulting AT command is badly formed.

Note : The implementation of this function prior to R5s210281 added the quotes to the string passed to f_NG_SMS_AT_CSCA() ("""2222222222""")

Note : It is not possible to add the quotes in the PIXIT itself because the function f_CharPacking_IA5toBCD() (as called from e.g. template cr_SMS_RP_DATA_ul_SUBMIT_IMS) will give an error if there is any non-digit charecter in this PIXIT.


	Summary of change
	Add quotes around px_SMS_SMSC_InternationalNumber before passing to f_NG_SMS_AT_CSCA()

	TTCN module
	SMSoverNAS_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function f_NG_SMS_AT_Config() runs on NR_BASE_PTC
{
// Set message service as indicated in the PIXIT.
f_NG_SMS_AT_CSMS(px_SMS_Service);
// Set Preferrred memory to preferred memories as indicated in the PIXIT.
f_NG_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);
// Set message format to value given as PIXIT parameter
f_NG_SMS_AT_CMGF(px_SMS_MsgFrmt); // @sic R5s110751 sic@
// Set Character Set "GSM"
f_NG_SMS_AT_CSCS("""GSM""");
// Set the UE to delete all messages from Preferred message store
f_NG_SMS_AT_CMGD_ALL();
// Set service center address
f_NG_SMS_AT_CSCA(px_SMS_SMSC_InternationalNumber, 129); // @sic R5s210281 sic@
}






After Change:
	function f_NG_SMS_AT_Config() runs on NR_BASE_PTC
{
var charstring v_InternationalNumber := """" & px_SMS_SMSC_InternationalNumber & """";
// Set message service as indicated in the PIXIT.
f_NG_SMS_AT_CSMS(px_SMS_Service);
// Set Preferrred memory to preferred memories as indicated in the PIXIT.
f_NG_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);
// Set message format to value given as PIXIT parameter
f_NG_SMS_AT_CMGF(px_SMS_MsgFrmt); // @sic R5s110751 sic@
// Set Character Set "GSM"
f_NG_SMS_AT_CSCS("""GSM""");
// Set the UE to delete all messages from Preferred message store
f_NG_SMS_AT_CMGD_ALL();
// Set service center address
f_NG_SMS_AT_CSCA(v_InternationalNumber, 129);// @sic R5s210281 sic@ 
}

	

	




