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	Reason for change:
	The current TTCN implementation of this testcase at Step 7 will fail if the testcase is run with a UE that supports SINR (pc_ss_SINR_Meas = TRUE) and includes SINR in the Measurement Report.

This needs to be addressed.

	
	

	Summary of change:
	Corrected the expected measurement quantity results in MeasurementReport at step7.

Please see below

	
	

	Consequences if not approved:
	A conformant UE may fail these test cases
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	8.1.3.3.2.NR5GC
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	Function name
	f_TC_8_1_3_3_2_TestBody

	Reason for change
	[bookmark: _GoBack]The current TTCN implementation of this testcase at Step 7 will fail if the testcase is run with a UE that supports SINR (pc_ss_SINR_Meas = TRUE) and includes SINR in the Measurement Report.

This needs to be addressed.

	Summary of change
	Corrected the expected measurement quantity results in MeasurementReport at step7.

Please see below

	TTCN module
	RRC_Measurement_NR5GC_NR

	MCC160 Comment
	



Before Change
	  function f_TC_8_1_3_3_2_TestBody() runs on NR_BASE_PTC
  {    
    …….
    //@siclog "Step 7" siclog@
    //Check: Does the UE transmit a MeasurementReport message with CGI of E-UTRA Cell 1 within 1 sec?
f_NR_CheckReceiveMeasurementReports(nr_Cell1, 
                                                                       v_PhysCellId,
                                                                        tsc_NR_MeasId1,
                                                                        1.0,
                                        cr_NR_MeasResults_MeasResultNeighCells_EUTRA({cr_NR_MeasResultEUTRA_CellResults(v_EUTRA_CellId, 
                                                                                                                        cr_NR_MeasQuantityResultsEUTRA_None, 
                                                                                                                        v_NR_MeasResultEUTRA_CGI_InfoEUTRA)}),
cr_NR_MeasQuantityResults_RsrpRsrq);
  
  }//End of f_TC_8_1_3_3_2_TestBody()
  



After Change
	  function f_TC_8_1_3_3_2_TestBody() runs on NR_BASE_PTC
  {    
    …….
    //@siclog "Step 7" siclog@
//Check: Does the UE transmit a MeasurementReport message with CGI of E-UTRA Cell 1 within 1 sec?

f_NR_CheckReceiveMeasurementReports(nr_Cell1, 
                                        v_PhysCellId,
                                        tsc_NR_MeasId1,
                                        1.0,
                                        cr_NR_MeasResults_MeasResultNeighCells_EUTRA({cr_NR_MeasResultEUTRA_CellResults(v_EUTRA_CellId, 
                                                                                                                        cr_NR_MeasQuantityResultsEUTRA_None, 
                                                                                                                        v_NR_MeasResultEUTRA_CGI_InfoEUTRA)}));
  }//




