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	Reason for change:
	In current implementation of function fl_QoS_MaximumBitRateExtd_2, second input parameter p_Val is of B8_Type:

function fl_QoS_MaximumBitRateExtd_2(integer p_CurrentBitRate, B8_Type p_Val)

In function f_ConvertEPSQoS_ForATCommand, fl_QoS_MaximumBitRateExtd_2 is called using as input parameters:

v_QoS.guaranteedBitRateDL_Ext2
v_QoS.guaranteedBitRateUL_Ext2
v_QoS.maxBitRateDL_Ext2
v_QoS.maxBitRateUL_Ext2

Which are defined according to ASN.1 definition as OPTIONAL fields and, in this case, set as “omit” in template  cs_508_EPS_QoS_Dedicated_1:

  template (value) EPS_QualityOfService cs_508_EPS_QoS_Dedicated_1 :=
…
    maxBitRateUL_Ext2         := omit,  // @sic R5s1300195 Baseline Moving, R5s180640 sic@
    maxBitRateDL_Ext2       := omit,  // @sic R5s1300195 Baseline Moving sic@
    guaranteedBitRateUL_Ext2  := omit,  // @sic R5s1300195 Baseline Moving sic@
    guaranteedBitRateDL_Ext2  := omit   // @sic R5s1300195 Baseline Moving sic@

As input parameter is not of template nature an input paramter “omit” can cause a runtime error.

This can be solved adding “template (omit)” to input parameter type. .

	
	

	Summary of change:
	Changed second input parameter type to template (omit) B8_Type to support “omit”.

	
	

	Consequences if not approved:
	Test case(s) may end with a runttime error.
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0. [bookmark: _Toc69208280]Correction to function fl_QoS_MaximumBitRateExtd_2
	Function name
	fl_QoS_MaximumBitRateExtd_2

	Reason for change
	In current implementation of function fl_QoS_MaximumBitRateExtd_2, second input parameter p_Val is of B8_Type:

function fl_QoS_MaximumBitRateExtd_2(integer p_CurrentBitRate, B8_Type p_Val)

In function f_ConvertEPSQoS_ForATCommand, fl_QoS_MaximumBitRateExtd_2 is called using as input parameters:

v_QoS.guaranteedBitRateDL_Ext2
v_QoS.guaranteedBitRateUL_Ext2
v_QoS.maxBitRateDL_Ext2
v_QoS.maxBitRateUL_Ext2

Which are defined according to ASN.1 definition as OPTIONAL fields and, in this case, set as “omit” in template  cs_508_EPS_QoS_Dedicated_1:

  template (value) EPS_QualityOfService cs_508_EPS_QoS_Dedicated_1 :=
…
    maxBitRateUL_Ext2         := omit,  // @sic R5s1300195 Baseline Moving, R5s180640 sic@
    maxBitRateDL_Ext2       := omit,  // @sic R5s1300195 Baseline Moving sic@
    guaranteedBitRateUL_Ext2  := omit,  // @sic R5s1300195 Baseline Moving sic@
    guaranteedBitRateDL_Ext2  := omit   // @sic R5s1300195 Baseline Moving sic@

As input parameter is not of template nature an input paramter “omit” can cause a runtime error.

This can be solved adding “template (omit)” to input parameter type.

	Summary of change
	Changed second input parameter type to template (omit) B8_Type to support “omit”.

	TTCN module
	Common\EPS_NAS\EPS_NAS_templates.ttcn
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Before Change:
	<<SKIPPED CODE>>
  function fl_QoS_MaximumBitRateExtd_2(integer p_CurrentBitRate, B8_Type p_Val) return integer
  {
    var integer v_Val;
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function fl_QoS_MaximumBitRateExtd_2(integer p_CurrentBitRate,template (omit) B8_Type p_Val) return integer
  {
    var integer v_Val;
<<SKIPPED CODE>>




