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	Reason for change:
	Network does not establish SRB2 after security activation, thus all RRC messages should be sent and received on SRB1.

	
	

	Summary of change:
	Modify expected SRB to receive PDU Session Establishment message from SRB2 to SRB1

	
	

	Consequences if not approved:
	A conformant UE will fail the test case.
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1. [bookmark: _Toc61274152][bookmark: _Toc69719811][bookmark: _Toc122434488][bookmark: _Toc295288959]Overview
This document lists all the essential changes needed to correct problems in the TTCN implementation of test case 6.3.1.1 which is part of the 5G NRGC_IRAT test suite. 
With these changes applied the test case can be demonstrated to run with one or more UEs (see section 4). Execution log files are provided as evidence. 
Contact:	Narendra Kalahasti
	Narendra.kalahasti@anritsu.com
1. [bookmark: _Toc69719813]Corrections required
1. [bookmark: _Toc68876477][bookmark: _Toc69719814][bookmark: _Toc30685522]Change 1
	Function name
	function fl_TC_6_3_1_1_TestBody()

	Reason for change
	Network does not establish SRB2 after security activation, thus all RRC messages should be sent and received on SRB1.


	Summary of change
	Modify expected SRB to receive PDU Session Establishment message from SRB2 to SRB1

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	



Before Change
function fl_TC_6_3_1_1_TestBody() runs on NR5GC_PTC{
…
//EXCEPTION: Step 18a1 is performed in pc_noOf_PDUsSameConnection > 0.//@sic R5-211379 sic@
    //@siclog "Step 18a1" siclog@//@sic R5-211379 sic@
    // The generic procedure for UE-requested PDU session establishmentspecified in subclause 4.5A.2,
    //takes place performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsSameConnection.
    if (pc_noOf_PDUsSameConnection > 0 ){
      f_NR5GC_PDUSessionEstablishment (nr_Cell13);
    }
}

After Change
function fl_TC_6_3_1_1_TestBody() runs on NR5GC_PTC{
…
//EXCEPTION: Step 18a1 is performed in pc_noOf_PDUsSameConnection > 0.//@sic R5-211379 sic@
    //@siclog "Step 18a1" siclog@//@sic R5-211379 sic@
    // The generic procedure for UE-requested PDU session establishmentspecified in subclause 4.5A.2,
    //takes place performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsSameConnection.
    if (pc_noOf_PDUsSameConnection > 0 ){
      f_NR5GC_PDUSessionEstablishment (nr_Cell13, -, tsc_NR_RbId_SRB1);
    }
}

