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	Reason for change:
	For the configuration of the PRS, the product of DL PRS resource periodicity, the higher layer parameter dl-prs-MutingBitRepetitionFactor and the lengthsize of the bitmap of dl-PRS-MutingOption1 cannot  exceeds 2^μ×10240 (where μ=0,1,2,3 for dl-PRS-SubcarrierSpacing=15, 30, 60 and 120 kHz respectively). The current specification does not include this limitation.  

	
	

	Summary of change:
	the correction clarifies the UE does not expect that the product of DL PRS resource periodicity , the higher layer parameter dl-prs-MutingBitRepetitionFactor and the size of the bitmap of dl-PRS-MutingOption1 exceeds , where for dl-PRS-SubcarrierSpacing=15, 30, 60 and 120 kHz respectively.

	
	

	Consequences if not approved:
	Condition for proper configuration of the periodicity and muting parameter for PRS are not well defined. 
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5.1.6.5	PRS reception procedure
<Unchanged parts are omitted>
A DL PRS resource set is configured by NR-DL-PRS-ResourceSet, consists of one or more DL PRS resources and it is defined by:
-	nr-DL-PRS-ResourceSetID defines the identity of the DL PRS resource set configuration. 
-	dl-PRS-Periodicity-and-ResourceSetSlotOffset defines the DL PRS resource periodicity and takes values slots, where for dl-PRS-SubcarrierSpacing=15, 30, 60 and 120 kHz respectively and the slot offset for DL PRS resource set with respect to SFN0 slot 0. All the DL PRS resources within one DL PRS resource set are configured with the same DL PRS resource periodicity. The UE does not expect that the product of DL PRS resource periodicity , the higher layer parameter dl-prs-MutingBitRepetitionFactor and the size of the bitmap of dl-PRS-MutingOption1 exceeds , where for dl-PRS-SubcarrierSpacing=15, 30, 60 and 120 kHz respectively.
---- Unchanged texts omitted ----
