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	Reason for change:
	
For the UE TNLA Binding Release Request message, the interactions with other procedures are described that the ongoing procedures (except for the NG reset or another UE TNLA Binding release message) shall be aborted as follows. 

Interactions with other procedures:
If the UE TNLA BINDING RELEASE REQUEST message is received, any other ongoing procedure (except for the NG Reset procedure or another UE TNLA Binding Release procedure) on the same NG interface related to the UE indicated in the UE TNLA BINDING RELEASE REQUEST message shall be aborted.
However consider the following procedures. 
1. The AMF sends the PDU Session Resource Setup Request to the NG-RAN;
2. The NG-RAN sends the RRCreconfiguration to the UE;
3. Before the NG-RAN sends PDU SESSION RESOURCE SETUP RESPONSE message, the AMF sends the UE TNLA Binding Release Request to the NG-RAN node;
4. The NG-RAN has to abort the transfer of the PDU SESSION RESOURCE SETUP RESPONSE message, if following the above interactions. 

However this will introduce the misalignment between the AMF, and the UE. Note that this procedure may happen due to the fact that the AMF is transparent about the SMF information, and initiates the TNLA Binding Release if any need.  

[bookmark: _Toc20203955][bookmark: _Toc27894640][bookmark: _Toc36191707][bookmark: _Toc45192793][bookmark: _Toc47592425][bookmark: _Toc51834506][bookmark: _Toc51835448]In addition, as specified in the section 4.2.7.2.3	 Re-Creating NGAP UE-TNLA-bindings subsequent to NGAP UE-TNLA-binding release of TS 23. 502, the detailed actions for the NG-RAN and AMF have been specified clearly. 

If the AMF has released the NGAP UE-TNLA-binding in the 5G-AN node for a UE, and the 5G-AN node needs to send an N2 message for this UE, the following applies:
-	The 5G-AN node checks the GUAMI stored in the UE context and the associated AMF:
……
-	The 5G-AN node creates an NGAP UE-TNLA-binding for the UE by selecting a TNL association from the available TNL associations permitted for the initial N2 message with the selected AMF, as defined in TS 23.501 [2] clause 5.21.1.3,and sends the N2 message to the AMF via the selected TNL association.
- If the NGAP UE-TNLA-binding has been released for a UE and the AMF needs to send an N2 message for this UE, the following applies:
……
Typically, for the above procedures, the NG-RAN can send the PDU SESSION RESOURCE SETUP RESPONSE message, by selecting a TNL association from the available TNL associations within the selected AMF, as specified in 4.2.7.2.3 of TS 23.502. 



	
	

	Summary of change:
	Remove the interactions with other procedures for the UE TNLA BINDING RELEASE REQUEST message, and add reference to TS 23.502.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it is related to the UE TNLA BINDING RELEASE REQUEST procedure. 
The impact can be considered isolated.



	
	

	Consequences if not approved:
	[bookmark: _GoBack]The misalignment between the UE and AMF may occur if the ongoing procedure is aborted upon the UE TNLA BINDING RELEASE REQUEST message.
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Rev1: R3-212088
  Resubmission to RAN3-112-e. 

Rev2: R3-212749
  Revert the changes, specifically, remove the interactions with other procedures, and add reference to TS 23.502. 
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The purpose of the UE TNLA Binding Release procedure is to request the NG-RAN node to release the NGAP UE TNLA binding, while requesting the NG-RAN node to maintain NG-U (user plane connectivity) and UE context information as specified in TS 23.502 [10]. The procedure uses UE-associated signalling.
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Figure 8.13.1.2-1: UE TNLA binding release request
At reception of the UE TNLA BINDING RELEASE REQUEST message, the NG-RAN node shall release the UE TNLA binding for the UE indicated in the UE TNLA BINDING RELEASE REQUEST message. The NG-RAN node shall keep the NG-U (user plane connectivity) and UE context information for the UE, and behave according to TS 23.502 [10]. .
Interactions with other procedures:
If the UE TNLA BINDING RELEASE REQUEST message is received, any other ongoing procedure (except for the NG Reset procedure or another UE TNLA Binding Release procedure) on the same NG interface related to the UE indicated in the UE TNLA BINDING RELEASE REQUEST message shall be aborted.
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Void.
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