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4.5A.2.1	Scope
The purpose of this procedure is to establish UE-requested PDU session(s).
Table 4.5A.2.1-1: Conditions and other parameters
	Condition
	Explanation

	ExpectedNumberOfNewPDUSessions
	Usage: Parameter determining procedure sequence.
	A value for this parameter shall be provided when the procedure is called.
	Unless the test requires specific number of PDU sessions to be established the value should be either pcx_noOf_PDUsSameConnection or pcx_noOf_PDUsNewConnection ([23]).
Meaning: The number of PDU sessions which are expected to happen. Depends on the UE configuration and/or the context in which the procedure is used.

	K
	Usage: Parameter determining procedure sequence.
Meaning: The number of PDU SESSION ESTABLISHMENT REQUEST messages already processed including the one that is currently being processed.

	L
	Usage: Parameter determining procedure sequence.
Meaning: The number of PDU SESSION ESTABLISHMENT REQUEST messages being received so far.

	N
	Usage: Parameter determining procedure sequence.
	The parameter is initialised with the value of ExpectedNumberOfNewPDUSessions
Meaning: Loop (step sequence repetition) control.

	IMS_PDU
	Usage: Condition determining specific message contents.
Meaning: PDU session establishment for IMS.
Whether a PDU session is for IMS is determined by the DNN/APN type of the entry in Table 4.8.4-1 which itself has been determined by the DNN IE in the UL NAS TRANSPORT message which carried the corresponding PDU SESSION ESTABLISHMENT REQUEST or by pc_APN_Default_Configuration if the DNN IE was not present



4.5A.2.2	Procedure description
4.5A.2.2.1	Initial conditions
The UE is in RRC_CONNECTED state.
<End of modifed section>
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