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[bookmark: _Toc21103412]9.1.5.1.3	Initial registration / 5GS services / NSSAI handling
<< Skip unchanged sections >>
Table 9.1.5.1.3.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	Check: Does UE transmit a REGISTRATION REQUEST message?
	-->
	REGISTRATION REQUEST
	-
	-

	3-11
	Steps 5 to 13 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	12
	The SS transmits a REGISTRATION ACCEPT message including Allowed NSSAI and Configured NSSAI.
	<--
	REGISTRATION ACCEPT
	-
	-

	13-18
	Steps 15 to 20a1 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	19
	Switch off procedure in RRC_IDLE specified in TS 38.508-1 subclause 4.9.6.1 is performed.
	-
	-
	-
	-

	[bookmark: _Hlk526162613]20
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	21
	Check: Does UE transmit a REGISTRATION REQUEST message including Requested NSSAI?
	-->
	REGISTRATION REQUEST
	1
	P

	22-30
	Steps 5 to 13 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	31
	The SS transmits a REGISTRATION ACCEPT message including Allowed NSSAI and Rejected NSSAI.
	<--
	REGISTRATION ACCEPT
	-
	-

	32-37
	Steps 15 to 20a1 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	38
	The SS configures NGC Cell A as a “Non-suitable “Off” cell” and NGC Cell C as the “Serving cell”.
	-
	-
	-
	-

	39
	Check: Does UE transmit a REGISTRATION REQUEST message including Requested NSSAI on NGC Cell C?
	-->
	REGISTRATION REQUEST
	2
	P

	40-48
	Void.
	-
	-
	-
	-

	49
	The SS transmits a REGISTRATION ACCEPT message including Allowed NSSAI.
	<--
	REGISTRATION ACCEPT
	-
	-

	50
	The UE transmits a REGISTRATION COMPLETE message.
	-->
	REGISTRATION COMPLETE
	-
	-

	51
	The SS transmits an RRCRelease message.
	-
	-
	-
	-

	52
	Check: Is S-NSSAI=2 in the Rejected NSSAI list with cause “S-NSSAI not available in the current PLMN” associated with current PLMN using AT/MMI?
	-
	-
	2
	P

	53
	Switch off procedure in RRC_IDLE specified in TS 38.508-1 subclause 4.9.6.1 is performed.
	-
	-
	-
	-

	54
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	55
	Check: Does UE transmit a REGISTRATION REQUEST message including Requested NSSAI?
	-->
	REGISTRATION REQUEST
	3
	P

	56-64
	Steps 5 to13 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	65
	The SS transmits a REGISTRATION ACCEPT message including Allowed NSSAI and Rejected NSSAI.
	<--
	REGISTRATION ACCEPT
	-
	-

	66-71a1
	Steps 15 to 20a1 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 71Aa1 describes behaviour dependingdepending on UE implementation; the "lower case letter" identifies a step sequence that take place if the UE performs a specific action.
	-
	-
	-
	-

	71Aa1
	If pc_noOf_PDUsNewConnection > 0 THEN generic procedure for NR RRC_IDLE Extension specified in TS 38.508-1 subclause Table 4.5.2.2-4 are performed.
	-
	-
	-
	-

	72
	Check: Is S-NSSAI=2 removed from the Rejected NSSAI list associated with current PLMN?
	-
	-
	3
	P

	72A
	Check: Is S-NSSAI=1 in the Rejected NSSAI list with cause “S-NSSAI not available in the current registration area” associated with current PLMN and registration area combination using AT/MMI?
	-
	-
	4
	P

	73
	The SS configures NGC Cell C as the "Non-suitable “Off” cell" and NGC Cell B as the "Serving cell".
	-
	-
	-
	-

	74
	Wait for 34s for FR1 or 130s for FR2 to allow UE to recognise the change, then the generic test procedure in TS 38.508-1 Table 4.9.4.2.2-1 is performed to indicate that UE camp on Cell B. (Note 1).
	-
	-
	-
	-

	75-86
	Void
	-
	-
	-
	-

	87
	Check: Is S-NSSAI=1 in the Rejected NSSAI list with cause “S-NSSAI not available in the current registration area” associated with current PLMN and registration area combination using AT/MMI?
	-
	-
	4
	P

	88
	The SS configures NGC Cell B as the "Non-suitable “Off” cell" and NGC Cell A as the "Serving cell".
	-
	-
	-
	-

	89
	Check: Does UE transmit a REGISTRATION REQUEST message including Requested NSSAI?
	-->
	REGISTRATION REQUEST
	5
	P

	90-98
	Void
	-
	-
	-
	-

	99
	The SS transmits a REGISTRATION ACCEPT message including Allowed NSSAI.
	<--
	REGISTRATION ACCEPT
	-
	-

	100
	The UE transmits a REGISTRATION COMPLETE message.
	-->
	REGISTRATION COMPLETE
	-
	-

	101
	The SS transmits an RRCRelease message.
	-
	-
	-
	-

	102
	Check: Is S-NSSAI=1 removed from the Rejected NSSAI list associated with current PLMN and registration area combination?
	-
	-
	5
	P

	Note 1:	The wait time for reselection to a newly detected intra frequency cell is selected to cover Tdetect,NR_Intra (25*1280ms=32s for FR1 and 25*4*1280ms=128s for FR2) + TSI-NR (1.28s for FR1 and FR2) = 33.28s rounded up to 34s for FR1 and 129.28s rounded up to 130s for FR2.



