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[bookmark: _Toc21103407]9.1.4.1	Generic UE configuration update / New 5G-GUTI, NITZ, registration requested, network slicing indication, new allowed NSSAI / Acknowledgement from the UE
<< Skip unchanged sections >>
Table 9.1.4.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a CONFIGURATION UPDATE COMMAND message including a new 5G-GUTI.
	<--
	CONFIGURATION UPDATE COMMAND
	-
	-

	2
	Check: Does UE transmit a CONFIGURATION UPDATE COMPLETE message?
	-->
	CONFIGURATION UPDATE COMPLETE
	1
	P

	3
	The SS transmits an RRCRelease message.
	-
	-
	-
	-

	4
	The SS transmits a Paging message with the new 5G-GUTI.
	-
	-
	-
	-

	5-11
	Steps 2 to 8 of the generic procedure for NR_RRC_CONNECTED specified in TS 38.508-1 [4] subclause 4.5.4.2-3 are performed.
	-
	-
	1
	P

	12
	The SS transmits a CONFIGURATION UPDATE COMMAND message including NITZ information.
	<--
	CONFIGURATION UPDATE COMMAND
	-
	-

	13
	Check: Does the UE transmit a CONFIGURATION UPDATE COMPLETE message within the expiry of T3555?
	-->
	CONFIGURATION UPDATE COMPLETE
	2
	F

	14
	Check: Using MMI/AT command verify the NITZ update on the UE.
	-
	-
	2
	P

	15
	Switch off procedure in RRC_Connected specified in TS 38.508-1 [4] subclause 4.9.6.3 is performed.
	-
	-
	-
	-

	16
	The UE is switched On.
	-
	-
	-
	-

	17-30
	Steps 1 to13 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 [4] subclause 4.5.2 are performed.
	-
	-
	-
	-

	31
	The SS transmits a REGISTRATION ACCEPT message including Configured NSSAI.
	<--
	REGISTRATION ACCEPT
	-
	-

	31A – 31E
	[bookmark: _Hlk23954200]Steps 15 to 19a1 of the generic procedure for NR RRC IDLE as specified in TS 38.508-1 [4] subclause 4.5.2.2-2 with 'connected without release' are performed.
	-
	-
	-
	-

	32
	The SS transmits a CONFIGURATION UPDATE COMMAND message including registration requested IE.
	<--
	CONFIGURATION UPDATE COMMAND
	-
	-

	32A
	The UE transmits a CONFIGURATION UPDATE COMPLETE message.
	-->
	CONFIGURATION UPDATE COMPLETE
	-
	-

	32B
	SS releases the RRC connection.
	-
	-
	-
	-

	33
	Check: Does UE transmit a REGISTRATION REQUEST message with registration type value set to “Mobility” and including the Requested NSSAI?
	-->
	REGISTRATION REQUEST
	3
	P

	34-42
	Void.
	-
	-
	-
	-

	43
	The SS transmits a REGISTRATION ACCEPT message including Allowed NSSAI.
	<--
	REGISTRATION ACCEPT
	-
	-

	44
	The UE transmits an ULInformationTransfer message and a REGISTRATION COMPLETE message.
	-->
	REGISTRATION COMPLETE
	-
	-

	44A
	The SS transmits an RRCRelease message.
	-
	-
	-
	-

	45
	Check: Using MMI/AT command (+C5GNSSAIRDP) verify the update of allowed NSSAI.
	-
	-
	3
	P

	45A – 45H
	[bookmark: _Hlk23954318]Steps 1 to 8 of the generic procedure for NR RRC_CONNECTED specified in TS 38.508-1 [4] subclause 4.5.4.2-3 are performed.
	-
	-
	-
	-

	46
	The SS transmits a CONFIGURATION UPDATE COMMAND message including a new allowed NSSAI list.
	<--
	CONFIGURATION UPDATE COMMAND
	-
	-

	47
	The UE transmits a CONFIGURATION UPDATE COMPLETE message.
	-->
	CONFIGURATION UPDATE COMPLETE
	-
	-

	48
	Check: Using MMI/AT command (+C5GNSSAIRDP) verify the update of allowed NSSAI.
	-
	-
	4
	P

	48A
	SS releases the RRC connection.
	-
	-
	-
	-

	49
	The SS configures NGC Cell A as the "Non-suitable “Off” cell" and NGC Cell G as the "Serving cell".
	-
	-
	-
	-

	50-52
	 Steps 2-4 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 53A1 to 53A9 are performed if 5GS registration type is set as Initial Registration in step 52
	-
	-
	-
	-

	53A1-53A9
	Steps 5 to 13 of the generic test procedure in TS 38.508-1 Table 4.5.2.2-2 are performed on NGC Cell G.
	
	
	
	

	53a1 -63
	Void.
	-
	-
	-
	-

	64
	The SS transmits a REGISTRATION ACCEPT message including Allowed and Configured NSSAIs.
	<--
	REGISTRATION ACCEPT
	-
	-

	-
	EXCEPTION: Steps 65a1 to 65b describe behaviour that depends on events happening prior to their execution; the "lower case letter" identifies a step sequence that take place if a specific prior event takes place.
	-
	-
	-
	-

	65a1-65a5a1
	.IF 5GS registration type is set as Initial Registration in step 52, THEN Steps 15 to 19a1 of the generic test procedure in TS 38.508-1 Table 4.5.2.2-2 are performed on NGC Cell G.
	-
	-
	-
	-

	65b
	IF 5GS registration type  is set as Mobility Registration in step 52, THEN UE transmits an ULInformationTransfer message and a REGISTRATION COMPLETE message on NGC Cell G.
	-->
	REGISTRATION COMPLETE
	-
	-

	65
	The UE transmits an ULInformationTransfer message and a REGISTRATION COMPLETE message.
	-->
	REGISTRATION COMPLETE
	-
	-

	66
	The SS transmits a CONFIGURATION UPDATE COMMAND message with Network slicing subscription changed.
	<--
	CONFIGURATION UPDATE COMMAND
	-
	-

	67
	The UE transmits a CONFIGURATION UPDATE COMPLETE message. 
	-->
	CONFIGURATION UPDATE COMPLETE
	-
	-

	67A
	Void
	-
	-
	-
	-

	68
	Check: Using MMI/AT command (+C5GNSSAIRDP) verify the update of allowed NSSAI.
	-
	-
	5
	P

	69
	The SS transmits NSSAI DELETE REQUEST message to delete the Default Configured NSSAI list.
	<--
	NSSAI DELETE REQUEST
	-
	-

	70
	UE transmits NSSAI DELETE RESPONSE message.
	-->
	NSSAI DELETE RESPONSE
	-
	-

	71
	The SS transmits an RRCRelease message.
	<--
	-
	-
	-




